BRITISH STANDARD BS 1102 : 1991

Specification for

Rubber hose for water suction
and discharge with smooth
bore and smooth or corrugated
exterior

Tuyaux en caoutchouc pour aspiration et Glattliufige Saug- und Entleerungsschlduche
refoulement d’eau, a alésage lisse et extérieur aus Gummi, mit glatter oder gewellter
lisse ou ondulé — Spécifications Oberfliche

Documents

Document Sharing Hub

Full document details: BS 1102:1991


http://www.avadocuments.com/doc/bs-1102-1991
http://www.avadocuments.com/doc/bs-1102-1991

BS 1102 : 1991
oo s o

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Plastics and
Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/ 66,
upon which the following bodies were represented:

Association of Metropolitan Authorities

British Coal Corporation

British Compressed Gases Association

British Gas plc

British Rubber Manufacturers’ Association

Chief and Assistant Chief Fire Officers’ Association
Energy Industries Council

Fire Extinguishing Trades Association

Home Office

Institution of Fire Engineers

Liquefied Petroleum Gas Industry Technical Association (UK)
London Fire and Civil Defence Authority

London Regional Transport

Malaysian Rubber Producers’ Research Association
Ministry of Defence

Society of Motor Manufacturers and Traders Limited

The following bodies were also represented in the drafting of the standard,
through sub-committees and panels:

British Fluid Power Association
Engineering Equipment and Materials users’ Association

This British Standard, having
been prepared under the
direction of the Plastics and
Rubber Standards Policy
Committee, was published under
the authority of the Standards
Board and comes into effect on
28 February 1991

© BSI 1991 Amendments issued since publication

First published February 1943 Amd. No. Date Text affected
Second edition November 1958
Third edition February 1977
Fourth edition February 1991

The following BSI references
relate to the work on this
standard:

Committee reference PRM/66
Draft for comment 89/46267 DC
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Amendment No. 1
published and effective from 31 October 1991

toBS 1102 : 1991

Specification for rubber hose for water suction and
discharge with smooth bore and smooth or
corrugated exterior

AMD 6822

Revised text

Clause 4.4 Abrasion resistance
Before ‘BS 903’ insert ‘method A of’.

Clause 5.4 Adhesion
After ‘Section 103.1’ insert ‘using a type 7 test piece,’.

AMD 6822

Clause 5.6 Crush resistance
In line 1 before ‘BS 5173’ insert ‘method D of’.

9110—0
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