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Foreword

This revision of BS 1154 has been prepared under the
direction of the Rubber Standards Committee. It supersedes
BS 1154 : 1978 which is withdrawn.

The principal change from the previous edition is that the
general test procedure is now for use in all applications.

In order that the relationship between compounds
designated in previous editions of this standard and those
in the present edition can be ascertained, a brief history of
the relationship between classifications of compounds in
previous editions is given in tabulated form in appendix A.
Other British Standards in this series for rubber compounds
are as follows.
BS 1155 Specification for natural rubber compounds
for extrusion
BS 2751 and 3222 Specification for acrylonitrile-
butadiene rubber compounds
BS 2752 Specification for chloroprene rubber
compounds
BS 3227 Specification for butyl rubber compounds
(including halobutyl compounds)
BS 6014 Specification for ethylene propylene rubber
compounds
Attention is also drawn to the following British Standards.
BS 3558 Glossary of rubber terms
BS 3734 Specification for dimensional tolerances of
solid moulded and extruded rubber products

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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6 Physical properties of the vuicanized
material

6.1 Rubber mixes

Test pieces cut from the test sheet as described in clause 4
shall comply with the relevant requirements given in table 2
when tested by the methods given therein.

NOTE. Guidance for reduced testing is given in B.1.

6.2 Rubber items

Rubber items for testing shall be sampled in accordance
with clause 5. If standard test pieces can be prepared from
rubber items for the tests specified in table 2, then the
results of these tests shall comply with the requirements of
table 2.

NOTE. Guidance for the reduced testing of rubber items where
standard test pieces cannot be prepared is given in B.2.
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7 Freedom from defects

Finished rubber items shall be free from surface imperfec-
tions, porosity, voids, inclusions, flow marks or faults
arising from inadequate joint of moulding blank, and any
other defects which would impair performance.

The surface finish shall be smooth moulded.

NOTE 1. It is recommended that if another surface finish is
required this is stated in the relevant drawing, contract or order,
e.g. vulcanized sheet may be required with shallow cloth marking
on both surfaces.

NOTE 2. Finished rubber items should be stored in accordance with
the recommendations of BS 3574.
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