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BS 1189 : 1986

Foreword

This revision of BS 1189 has been prepared under the
direction of the Building Services Standards Committee and
supersedes the 1972 edition, which is withdrawn.

This revision takes into account the published amendments
to BS 1189 : 1972 and the requirements of the related
standards on baths and shower trays made from various
materials (BS 1390, BS 4305 and BS 6340 : Parts 5, 6, 7
and 8).
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BS 1189 : 1986

Specification

1 Scope

This British Standard specifies requirements and describes
methods of test for baths made from porcelain enamelled
cast iron.

This British Standard is applicable to all sizes and shapes of
baths and no references have been made to nominal sizes or
dimensional co-ordination.

NOTE 1. The latter aspects may be covered by other standards.
The information to be supplied by the purchaser is given in
appendix A.

NOTE 2. The titles of the publications referred to in this standard
are listed on page 9.

2 Definitions

For the purposes of this standard the foliowing definitions
together with those given in BS 4118 apply.

2.1 porcelain enamel. A glazed surface finish produced by
the application of a powdered inorganic glass, dry or
suspended in water, to cast iron parts, and its subsequent
fusion.

2.2 work size*. Target size of bath specified for its
manufacture.

3 Materials and finish

3.1 Castiron

The cast iron shall be of a quality not less than that specified
for grade 150 in BS 1452.

3.2 Porcelain enamel

3.2.1 General. The interior of the bath shall be evenly
coated with porcelain ename! of a quality complying with
the requirements of 3.2.2 to 3.2.6.

3.2.2 Finish. The gloss and opacity of the enamel shall be
visually good.

3.2.3 Abrasion resistance. When tested as described in B.2,
no scratching shall be visible when viewed through the
microscope.

3.2.4 Alkali resistance. When tested as described in B.3,
there shall be no uniform colour stain on the enamel.

3.2.5 Acid resistance. When tested as described in BS 1344 :
Part 2, the enamel shall comply with classification C of that
standard.

3.2.6 Hot water resistance. When tested as described in B.4,
there shall be no visible signs of attack.

3.3 Edges

The bath shall be free from sharp edges that would be
exposed after installation in accordance with the manu-
facturer’s instructions.

3.4 Appearance

When the bath is visually inspected in daylight from a
height of 1.5 m from the surface to be examined there shall
be no evidence of crazing, chipping, dimples, lumps,
rundown, specks, blisters, pinholes, or other defects that
will impair the appearance or performance of the bath.

3.5 Hole edges

The edges of any holes in the bath shall not show evidence
of chips, cracks, or any other defects that will impair its
appearance or performance.

4 Connecting dimensions

4.1 General

The bath connecting dimensions illustrated in figure 1 shall
comply with the requirements in table 1.

Table 1. Connecting dimensions

Dimension | Description Dimension

reference

mm

H* Bottom of waste to mid- | 240 min.,
point of overflow 400 max.

H* Top of flange to mid- 60 min.
point of overflow

H, Bottom of waste 150 min. or
to floor adjustable

to 150

D.* Overflow diameter 45 ‘:g

D, Waste diameter 5277

D, Outside waste diameter | D, + 10 min.

a* Mid-point of overflow 105 min.,
to mid-point of outlet 250 max.

~ Mid-point of overflow 80 min.
to end of bath

g* Mid-point of tap hole 50 min.
to end of bath

k* Diameter of flat 50 min.
area for tap

*Only applicable if overfiow hole and/or tap holes are

provided.
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