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Copyright

Users of British Standards are reminded that copyright subsists in all BSI publications. No part of this publication may be
reproduced in any form without the prior permission in writing of BSI. This does not preclude the free use, in the course of
implementing the standard, of necessary details such as symbols and size, type or grade designations. Enquiries should be
addressed to the BSI Secretariat.

Contract requirements
Attention is drawn to the fact that this British Standard does not purport to include all the necessary provisions of a contract.

Revision of British Standards

In order to keep abreast of progress in the industries concerned, British Standards are subject to periodical review. Suggestions
for improvements will be recorded and in due course brought to the notice of the committees charged with the revision of the
standards to which they refer.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in possession of the latest amendments or editions. Full information on all
BSI publications, numbering over 9000 will be found in the BS/ Catalogue. This information is supplemented by details published
each month in BSI News of new publications, revisions and amendments.

BSI News is available to Subscribing Members of the Institution. All other publications may be purchased direct from Sales
Department. Enguiries concerning subscribing membership, which has considerable advantages. will be welcomed. and should be
made to Subscriptions Department. Both departments are located at:

Linford Wood, Milton Keynes MK14 6LE (Telephone 0908 320033; Telex 825777).

The following BSI references relate to the work on this standard:
Committee references HIB/10, HIB/10/2 Draft for approval 73/10457
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consists of representatives from the following Government departments and scientific, industrial and professional organizations:

Institution of Municipal Engineers

British Lock Manufacturers’ Association Metal Window Federation of Great Britain

British Plastics Federation Metropolitan Police

British Steel Industry *National Building and Allied Hardware Manufacturers’
*Coppe: Development Association Federation

Department of the Environment *National Federation of Building Trades Employers
*Department of the Environment, Building Research Royal Institute of British Architects

. Establishment ) Royal Institution of Chartered Surveyors
Greater London Council Zinc Development Association

Guild of Architectural Ironmongers
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Amalgamated Society of Woodworkers Nail Industry

British Furniture Manufacturers’ Federated Association Steel Nail Association

Department of the Environment, Building Research Timber Research and Development Association
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STANDARDS to BS 1202 : Part 1: 1974

' Specification for nails
Part 1. Steel nails

Revised text

AMD 6740 Clause 4 3 Cut nails

Delete ‘4 3’ and insert ‘4.3".
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AMD 6740 New clause 4.4 Galvanizing

September 1991
After clause 4.3 insert the following additional clause.

‘4.4 Galvanizing. The coating of galvanized wire nails and
galvanized cut nails shall comply with the requirements
of BS 729 except that the minimum coat weight shall

be 300 g/m? at a maximum Acceptable Quality Leve!
(AQL) of 10 % and that the method of sampling

shall comply with the requirements of BS 6002.’

AMD 6740 inside back cover
September 1991

Insert the following.
‘Publications referred to in this standard
BS 729 Specification for hot dip galvanized coatings on iron and steel articles

BS 6002 Specification for sampling procedures and charts for inspection by
variables for percent defective’
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This British Standard is published in the following separate Parts:

Part 1. Steel nails
Part 2. Copper nails
Part 3. Aluminium nails

This Part of the standard has been prepared under the authority of the Hardware and Ironmongery Industry
Standards Committee. It is expressed solely in metric units and relates to 25 types of steel nails at present in

common use for general purposes.

For the benefit of those not conversant with metric diameters of nails, each table in this standard includes a
separate column showing the nearest former standard wire gauge (s.w.g.) numbers. These do not form part of the
specification. Their inclusion is only intended to be temporary and is planned to be reconsidered by 31 December

1976.

Inch equivalents, if required, may be determined from BS 350, ‘Conversion factors and tables’.

This Part of the standard replaces BS 1202 : Part 1 : 1966 which was prepared at the request of nail users and
manufacturers with the approval of the Code of Practice Drafting Committees responsible for CP 142, ‘Slating and
tiling’ and CP 143, ‘Sheet roof and wall coverings’. In this new edition, certain sizes have been added and others

deleted.

Certification. Attention is drawn to the certification facilities described on the inside back cover of tlﬁﬁa&dﬁijn ent S
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BS 1202 : Part1:1974

British Standard Specification for

Nails

Part 1. Steel nails

1. Scope

1.1 Ths Part of the standard specifies requirements, including dimensions and finish, for the types of steel nails
listedin11 and 1.1.2.

NOTE. The nearest former s.w.g. numbers are included 1n a separa‘e column in each table for convenience only. They do not form
part of the specification.

111 Wire nails

(1) Round plain head nails (13) Oval lost head nails

(2) Round lost head nails (14) Tile pegs

(3) Clo t . slate nails (15) Tram nails with flat or raised head with chisel

() Ex :a a ge head clout or felt nails point

(5) Convex head roofing nails (chisel or diamond (16) Spring head twisted shank nails

points) (17) Square twisted shank flat head nails

(6) Pipe nails (chisel point) (18) Washer head slab nails

(7) Panel pins (19) Dowels

(8) Hardboard panel pins (round shank) (20) Tenter hooks

(9) Hardboard panel pins (square shank) (21) Annular ringed shank flat head nail<
(10) Lath nails '(22) Helical threaded shank flat head nails
(11) Plasterboard nails (jagged shank) (23) Duplex head nails

(12) Oval brad head nails

1.1.2 Cut nails
(1) Cu lasp nails
(2) Cut floor brads

1.2 The types of nail are illustrated in the diagrams accompanying Tables 1 to 25.

2. Materials
2 1 Wire nails. Wire nails shall be made of mild steel.
2 2 Cut nads Cut nails shall be made from black rolled steel.

3. Workmanship
Nails shall be straight and true in shape.

4. Finish
4.1 Oxidat'on The surface of all nails shall be free from excessive oxad tion.
4.2 Wire nails. The finish of wire nails sh..1l be one of the following:
(1) Bright
(2) Galvanized
(3) Cement-coated (resin-coated)
(4) An alternative finish such as sh-rardized, cadmium-plated or lead coated, as agreed between purchaser and
supplier

4 3 Cut nails. The finish of cut nails shall be one of the following:
(1) In the ‘as rolled’ condition, except for those sides which are made bright by the cutting process
(2) Galvanized
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