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BS 1251 : 1987

Foreword

This third revision of BS 1251 has been prepared under the
direction of the Solid Mineral Fuels Standards Committee.
It specifies requirements for open-fireplace components
which provide the setting for an inset open fire, when
assembled in accordance with BS 8303.
This revision supersedes BS 1251 : 1970, which is with-
drawn. Principal differences are as follows.
{a) The section on chimney-throat restrictors has been
deleted, pending the development of new designs more
suitable to the requirements of modern appliances and
building construction.
{b) Dimensional requirements have been extended to
accommodate inset open fires up to 500 mm nominal
width.
(c) The design requirements for firebacks have been
altered.
{d) The performance requirement for firebacks now
comprises a heat-resistance test, which is more represen-
tative of service conditions.
(e) The minimum projection of the hearth has been
increased to accommodate recent changes in the design
of inset open fires.
(f) The reference to fireguards has been deleted.
NOTE. Requirements for fireguards are specified in BS 6539.

(9) The two sizes of lintel have been unified.

It should be noted that many desirable properties of open
fireplace components cannot be specified objectively.
However, attention is drawn to the notes in this standard
and to BS 8303, which gives guidelines for their assembly.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 8454

STANDARDS

Amendment No. 1
published and effective from 15 April 1995
to BS 1251 : 1987

Specification for open-fireplace components

Revised text

Clause 3.1.3 Hearths
Delete the text and substitute the following.

‘The hearth shall extend not less than 225 mm beyond
each side of the fire opening of the fireplace surround.
The hearth shall project not less than 300 mm in front
of the face of the fireplace surround at the fire
opening. The hearth shall also project at least 300 mm
in front of the appliance firebed.’

AMD 8454/April 1995
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