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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Timber
Standards Committee (TIB/-) to Technical Committee TIB/1, upon which the
following bodies were represented:

British Timber Merchants Association
British Woodworking Federation

Department of the Environment (Building Research Establishment Princes
Risborough Laboratory)

Department of the Environment (Housing and Construction Industries)
Forestry Commission

Home Timber Merchants’ Association of Scotland
Institute of Building Control

Institute of Clerks of Works of Great Britain Inc.
Institute of Machine Wood Working Technology Ltd.
Institution of Structural Engineers

National Sawmilling Association

Scottish Special Housing Association

Scottish Timber Trade Association

Timber Drying Association

Timber Packaging and Pallet Confederation

Timber Research and Development Association
Timber Trade Federation

This British Standard, having
been prepared under the
direction of the Timber
Standards Committee, was
published under the authority
of the Board of BSI and comes
into effect on

30 October 1987
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First published February 1946

First revision April 1952 Amendments issued since publication
Second revision November 1961
Third revision August 1970 Amd. No. | Date ofissue | Comments

Fourth revision October 1987

The following BSI references
relate to the work on this
standard:

Committee reference TIB/1
Draft for comment 86/11522 DC
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Foreword

This British Standard has been revised under the direction of the Timber
Standards Committee. It supersedes BS 1297:1970, which is withdrawn.

This revision extends the range of species and amends the moisture content
requirements.

Compliance with this standard applies at the point of first delivery by the
manufacturer.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copy right date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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