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National foreword
This revision of this Part of BS 1344, prepared under the direction of the Surface Coatings (other than Paints) Standards
Committee, is identical with 1ISO 8290-1987 ‘Vitreous and porcelain enamels — Determination of resistance to sulfuric

acid at room temperature’. 1SO 8290 was prepared by Technical Committee TC 107, Metallic and other non-organic
coatings, of the International Organization for Standardization (1SO), with the active participation and approval of the UK.
This revision of BS 1344 : Part 3 supersedes the 1967 edition which is withdrawn. The main technical differences between
this edition and the previous edition is that a dry rubbing test and a revised system of classification have been introduced.

Further Parts of BS 1344, specifying methods for test for other properties of vitreous enamels, are in preparation.

The standard at present includes the following Parts.

Part 1
Part 2
Part 3
Part 4
Part 5
Part 6
Part 7
Part 8
Part 9
Part 10
Part 11
Part 12
Part 13
Part 14
Part 15
Part 16
Part 17
Part 18
Part 19
Part 20

Determination of resistance to thermal shock of coatings on articles other than cooking utensils
Resistance to citric acid at room temperature

Determination of resistance to sulphuric acid at room temperature

Resistance to abrasion

Determination of resistance to hot detergent solutions used for washing textiles

Resistance to alkali

Determination of resistance to heat

Determination of resistance to boiling citric acid

Determination of resistance to boiling water and water vapour

Resistance to boiling hydrochloric acid

High voltage test for articles for use under highly corrosive conditions

Production of specimens for testing coatings on sheet steel

Production of specimens for testing coatings on cast iron

Apparatus for testing with acid and neutral liquids and their vapours

Apparatus for testing with alkaline liquids

Resistance to thermal shock of coatings on cooking utensils

Resistance to hot sodium hydroxide solution

Determination of fluidity behaviour: fusion flow test

Apparatus for determination of resistance to hot detergent solutions used for washing textiles

Low voltage test for detecting and locating defects
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Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

In British Standards it is current practice to use the symbol ‘L’ for litre (and in its submultiples) rather than ‘I’ and to use
the spelling ‘sulphur’, etc. instead of ‘sulfur’, etc.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Part of BS 1344’

Cross-references

International standards Correspanding British Standards

ISO 1042-1983 BS 1792 : 1982 Specification for one-mark volumetric flasks
(Identical)
BS 1344 Methods of testing vitreous enamel finishes

1ISO 2723-1973 Part 12 : 1975 Production of specimens for testing coatings on sheet steel
(Identical)

1SO 2724-1973 Part 13 : 1975 Production of specimens for testing coatings on cast iron
(Identical)

1ISO 4788-1980 BS 604 : 1982 Specification for graduated glass measuring cylinders
(Identical)

1ISO 3696-1987 BS 3978 : 1987 Specification for water for laboratory use
(ldentical)

The Technical Committee has reviewed the provisions of 1SO 648-1977, to which reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard. A related British Standard to ISO 648-1977 is
BS 1583 : 1985 ‘One-mark pipettes’. One-mark pipettes complying with BS 1683 may be used in place of those complying
with 1SO 648-1977.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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