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National foreword

This British Standard is one of a series of Parts which together constitute a revision of BS 1384, first pubhshed in 1947

and confirmed in 1962, and has been prepared under the direction of the Clnematography and Photography Standards

Committee. This Part is identical with 1SO 5/2-1985 ‘Photography — Density measurements — Part 2 : Geometric

conditions for transmission density’ published by the International Qrganization for Standardization (1SO). ‘
BS 1384 : 1947, which is withdrawn, defined terms and symbols and provided a method for measuring photographic

transmission density only. The complete revision of this standard in four Parts in addition covers reflection density.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in

British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘part of 1SO b’ or ‘International Standard’ appear, referring to this standard they should be read as
‘Part of BS 1384',

Cross-references

International standard Corresponding British Standard
ISO 5/1-1984 BS 1384 Photographic density measurements
Part 1 : 1985 Guide for terms, symbols and notations
(Identical)
1SO 5/3-1984 Part 3 : 1985 Specification for spectral conditions
(Identical)
ISO 5/4-1983 Part 4 : 1985 Specification for geometric conditions for reflection density
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard

Photographic density measurements

Part 2. Specification for geometric conditions for transmission density

0 Introduction

This part of 1ISO 5 is a partial revision of the first edition of
ISO 5 Photagraphy — Determination of diffuse transmission
density, published in 1974, The primary change is the replacing
of the integrating sphere method with the “‘opal” 1! glass
method as the basis for specifying 1SO standard diffuse
transmission density. By this it is recognized that transmission
density measurements of photographic products are almost ex-
clusively made by using diffusers. Slightly smaller density
values are obtained compared to those based on the integrating
sphere method because of inter-reflections between the opal
and the specimen. The effect is greatest at low densities and
dependent on the reflectance characteristics of the surface of
the specimen facing the diffuser.

This part of ISQ b also describes the geometric conditions for
two types of projection density. The spectral conditions
described in 1SO 5-1974 are specified in ISO 5/3.

Transmission density is a measure of the ability of a film image
to transmit light or other radiant flux. The measured value
depends on the geometric and spectral conditions of measure-
ment. This part of ISO b treats the geometric conditions only.

Diffuse transmission density is a measure of the modulation of
light by a film that is diffusely illuminated on one side and
viewed from the other, .as when a film is viewed on a diffuse
transparency illuminator, or is contact printed. The geometric
conditions of projection with diffuse ilumination are nearly
equivalent to the conditions of viewing a film on a diffuse
illuminator, the projection lens taking the place of the eye.

When film is on a diffuse illuminator or in contact with a print
material, light is inter-reflected between the film and the nearby
surface. This inter-reflection affects the density and is best
taken into account in @ measuring instrument by the use of an
opal-glass diffuser or integrator, rather than an-integrating
sphere. Apart from this fundamental reason for using den-
sitometers employing opal-glass diffusers, such instruments
are preferred because they are more durable and more conve-
nient to manufacture and use.

Doubly diffuse transmission density is a measure of the
modulation of light by a specimen that is diffusely illuminated
to expose an underlying sensitive surface, as is done in some

contact printers. Since this type of density is closely related to
diffuse density and since very few instruments are available for
its measurement, the geometric conditions for doubly diffuse
density are not described in this part of 1SO 5.

Equipment employing optical condensers is used to view
microfilm, motion pictures, and slides, and to make projection
prints. When a condenser system is used, a given area of a
transparency reduces the amount of light passing from the
lamp to the viewing screen or print material in a different man-
ner from that in diffuse illumination or collection applications.
The conditions defined in this part of 1SO 5 fot projection den-
sity simulate the geometric conditions affecting the transmit-
ting characteristics of a small area on a negative or trans-
parency at the centre of the frame of a typical projection system
employing condensers. The area under consideration may be
defined by a small opening, known as the sampling aperture, in
an otherwise opaque sheet in the frame.

The ratio of the total flux transmitted by a specimen to the total
flux incident on the aperture is defined as transmittance and is
of little practical use. However, the flux transmitted by the
sampled area and collected by the projection lens to form the
projected image is of interest. The ratio of this flux to the flux
collected when there is no film in the sampling aperture is
designated transmittance factor and used as a basis for
calculating projection density.

The measured density depends on the half-angle of the cone of
incident rays and the half-angle subtended by the projection
lens at the sampling aperture. These half-angles may be in-
dicated either in degrees or by f-numbers. Since the f~number
is usually marked on projection lenses, the two types of projec-
tion density specified in this part of ISO 5 are identified by
J-number, namely /74,5 and f/1,6. The f/4,5 type is frequently
used since it is representative of microfilm readers. The 71,6
type is considered representative of motion-picture projectors,

1 Scope and field of application

This part of 1SO 5 specifies the geometric conditions for
measuring ISO diffuse and f/4,5 and f/1,6 projection transmis-
sion densities.

1) Although any diffusing material meeting the specifications contained in this International btandarf inay be used, Qm metm Is nten denoted

simply by the word “"opal”’ to differentiate it from the integrating sphere method.


http://www.avadocuments.com/doc/bs-1384-2-1986
http://www.avadocuments.com/doc/bs-1384-2-1986

