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Foreword

This British Standard was prepared under the direction of
the lron and Steel Standards Committee and is a revision
of BS 1485 : 1971, which is withdrawn. It takes account
of the modification of the range of generally available sizes
and dimensions of netting.

The sizes of mesh included are believed by the technical
committee to be satisfactory for most purposes for which
wire netting is used. These include a size of 31 mm,
commonly used for protection against vermin and
colloquially described as ‘rabbit netting’. The tolerance on
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that mesh size has been chosen with particular regard to
this use.

Following international practice, which is becoming
established, the term ‘zinc coated’ rather than ‘galvanized’
has been adopted in this standard. The terms are
synonymous.

Compliance with a British Standard does not of itself confer
immunity from legal obligations.
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BS 1485 : 1983

British Standard Specification for

Zinc coated hexagonal steel wire netting

1. Scope

This British Standard specifies requirements for the
dimensions and zinc coating of steel wire netting,

having meshes of hexagonal shape and nominal sizes
between 13 mm and 100 mm. It also specifies the sizes of
rolls of such netting.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2. Definition

For the purposes of this standard the following definition
applies.

mesh size. The distance measured at right angles between

two nominally parallel straight (untwisted) wires,
as indicated in figure 1, plus the diameter of one wire.

Figure 1. Definition of mesh size

3. Type of wire

The wire used in the manufacture of the netting shall be
annealed mild steel wire complying with BS 1052, or zinc
coated steel wire of one of the sizes given in table 1.
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4. Wire diameters, mesh sizes and widths of netting
4.1 Wire

4.1.1 Designation. The wire used in the fabrication of the
netting shall be identified by the designation given in table 1.

4.1.2 Tolerance on diameter. The wire diameter shall
comply with the limits given in table 1.

4.2 Netting

4.2.1 General. The netting shall be manufactured in the
wire designations, mesh sizes and widths as given in tables 1
and 2, and comply with the tolerances given in table 3.
Netting made from wire designated 22, 20, 19 and 18 shall
be woven from annealed mild steel wire (see clause 3) and
the netting shall be zinc coated after fabrication. Netting
made from wire designated 17, 16, 15 and 14 shall be
woven either from:

(a) annealed mild steel wire (see clause 3) and the

netting zinc coated after fabrication (see 4.2.2); or

(b) wire that has been zinc coated before fabrication.

4.2.2 Netting zinc coated after fabrication. If a single
selvedge is used, the diameter for the selvedge wire shall be
two designation numbers smaller than that of the mesh wire,
e.g. mesh wire of designation 20 with a single selvedge wire
of designation 18.

4.2.3 Netting made from zinc coated wire. For mesh wire
designations 14, 15 and 16, the diameter of the wire used
for 2-ply and 3-ply selvedges and for 3-ply centre strand
shall be one designation number higher than that of the
mesh wire, e.g. mesh wire of designatiors 15 with a 3-ply
selvedge wire of designation 16.

5. Zinc coating

5.1 Netting zinc coated after fabrication. The zinc coated
netting shall be tested for uniformity of coating in
accordance with the dip test method described in BS 443.
The test piece shall be a square of netting having a length
of side at least three times the mesh size.

The test pieces cut from the netting shall withstand the
number of dips given in table 4.

5.2 Netting made from zinc coated wire. The zinc coated
wire before fabrication into netting shall be tested for
uniformity of coating in accordance with the dip test
method described in BS 443 and shall comply with the
minimum number of dips specified in that standard.

6. Length of netting in rolls

The netting shall be supplied in rolls. The standard length
of netting shall be 50 m.
NOTE. Certain sizes and widths of nettirﬁnay be supplied in

lengths of 25 m or 10 m, as indicated in muments
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