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BS 1552 : 1989

Foreword

This British Standard, which has been prepared under the
direction of the Gas Standards Policy Committee, is a
revision of BS 1552 : 1982 which is withdrawn.

This revision expands the scope to cover all manual shut-off
valves rather than only control plug cocks. In addition the
standard now specifies only design and performance
requirements and dimensional requirements are no longer
included.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 1552 : 1989

Specification

1 Scope

This British Standard specifies the requirements for the
design and performance of manual shut-off valves operating
at a declared working pressure of up to 350 mbar™ on 1st
and 2nd family gases and up to 2 bar on 3rd family gases.
Valve sizes covered are up to and including size R2 and a
maximum bore of 50 mm or equivalent free area.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this British Standard the following
definitions apply.

2.1 manual shut-off valve. A valve which admits or closes
the gas flow by moving the closure member. A valve is
manually operated if the operation can be performed
manually by the user.

NOTE 1. Examples are described in 2.2 and 2.3.

NOTE 2. Hereinafter the term ‘valve’ means ‘'manual shut-off valve’.

2.2 plug cock. A valve operated by a rotating taper plug
in a mating bore to effect closure.

2.3 ball valve. A valve operated by a ball rotating about its
axis in the valve body to effect closure.

2.4 meter control. A valve fitted upstream of a domestic
gas meter.

2.5 low-pressure valve. A valve with a normal operating
pressure up to and including 50 mbar.

2.6 medium-pressure valve. A valve with a normal
operating pressure up to and including 2 bar.

2.7 closure member. The moving part of the valve that
effects opening and closing.

2.8 nominal flow rate. The air flow rate at the specified
pressure loss, as claimed by the manufacturer.

3 Materials

3.1 Materials for gas-carrying parts

Parts of the body other than jointing materials which

directly or indirectly separate a gas-carrying chamber

from the atmosphere shall be made of either:
(a) metallic material; or
(b) non-metallic material provided that, upon removal
or fracture of this non-metallic part, under no
circumstances shall more than 30 dm?/h of air escape
when tested with air at the declared maximum operating
pressure.

Materials that have a melting point below 425 °C shall not

be used for gas-carrying components. Zinc alloys shall not
be used for gas-carrying components.

3.2 Zinc alloys

Where zinc alloys are used for non-gas-carrying parts,

the following conditions shall apply:
(a) the alloys shall comply with all of the requirements
for alloy A of BS 1004;
(b) the castings shall be manufactured in accordance
with BS 56338;
(c) the parts shall not be subjected to a temperature
higher than 80 °C.

3.3 Corrosion resistance

3.3.1 General. All parts of the valve shall have adequate
resistance to corrosion, either by the use of corrosion-
resistant materials or by means of a suitable protective
coating, e.g. paint. Sealing surfaces of the valve shall be
made from corrosion-resistant materials. No part of the
valve shall corrode to an extent that will affect its safe and
correct operation.

Compliance shall be checked in accordance with 3.3.2

and 3.3.3.

3.3.2 Scratch test

3.3.2.1 Requirement. Parts of the valve coated for
protection and not solely for decoration shall be tested as
described in 3.3.2.2 both before and after the humidity
tests specified in 3.3.3. There shall be no penetration of
the protective coating by the ball.

3.3.2.2 Test method. Draw a 1 mm diameter fixed steel
ball across the surface of the valve at a speed of 30 mm/s
to 40 mm/s with a contact force of 10 N.

NOTE. An example of a suitable test instrument is shown in
figure 1.

3.3.3 Humidity test

3.3.3.1 Requirement. The valve shall be tested as described

in 3.3.3.2, after which it shall comply with the following.
(a) No part of the valve shall show signs of undue
corrosion and coated surfaces shall not show signs of
bubbling or blistering when viewed with the naked eye.
(b) Parts of the valve, the corrosion of which could
adversely affect the continued safe working of the
valve, shall not show any signs of corrosion.

3.3.3.2 Test method

3.3.3.2.1 Place the open valve in a climatic cabinet at an
ambient temperature of 40 £ 2 °C with a relative humidity
exceeding 95 %. After a period of 48 h remove the valve
from the climatic cabinet and then examine for compliance
with 3.3.3.1(a) and 3.3.2.

3.3.3.2.2 Leave the valve for 24 h at room temperature
and then examine it for compliance with 3.3.3.1(a),
3.3.3.1(b) and 3.3.2.

3.4 Non-metallic materials

3.4.1 Sealing gaskets, jointing compounds, ‘O’ rings, etc.
Sealing gaskets, jointing compounds, etc., shall comply

with BS 5292 and ‘O’ ring seals shall comply mwments

* 1 mbar = 100 N/m? = 100 Pa. BS 1806 or BS 4518.
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