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The Petroleum Equipment Industry Standards Committee, under whose 
supervision this British Standard was prepared, consists of representatives 
from the following Government department and scientific and industrial 
organizations:

Council of British Manufacturers of Petroleum Equipment*
Federation of British Rubber and Allied Manufacturers
Gas Council
Ministry of Power
Oil Companies Materials Association*
“The Steel Industry”*

The industrial organizations marked with an asterisk in the above list, 
together with the following, were directly represented on the committee 
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British Valve Manufacturers’ Association
Confederation of British Industry
Institute of Welding
National Association of Drop Forgers and Stampers
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Foreword

This British Standard is one of a series of standards for fittings prepared under 
the authority of the Petroleum Equipment Industry Standards Committee.
One of the aims of this standard is to ensure interchangeability in service with 
similar products of American manufacture. Consequently in the present edition 
due consideration has been given to the latest editions of American standards 
ASA B16.9, ASA B16.28, ASTM. A.234, ASTM. A.351, ASTM. A.403, and ASTM. 
A.420, and to the American Manufacturers’ Standardisation Society of the Valve 
and Fittings industry Standard Practice SP.43.
Account has also been taken of the work of the International Organization for 
Standardization (ISO) on this subject. This standard which forms Part 3, of 
BS 1640, is the metric version of Part 1.
Part 4, dealing with wrought and cast austenitic stainless steel fittings, is the 
metric version of Part 2.
Acknowledgment is made to the American Standards Association, the American 
Society for Testing and Materials, and the American Manufacturers’ 
Standardisation Society of the Valve and Fittings Industry for data used in this 
standard.
In order to keep abreast of progress in the industries concerned, British 
Standards are subject to periodical review. Suggestions for improvements will be 
recorded and in due course brought to the notice of the committees charged with 
the revision of standards to which they refer.
A complete list of British Standards numbering over 9000, fully indexed and with 
a note of the contents of each, will be found in the BSI Catalogue. The BSI 
Catalogue may be consulted in many public libraries and similar institutions.
This standard makes reference to the following British Standards:
BS 131, Methods for notched bar tests, Part 2. Charpy V-notch impact test. 
BS 1501 – BS 1506, Steels for use in the chemical, petroleum and allied industries. 
BS 1510, Steels for use in the chemical, petroleum and allied industries (low 
temperature supplementary requirements to BS 1501 – BS 1506). 
BS 1560, Steel pipe flanges and flanged fittings (nominal sizes ½ in to 24 in) for 
the petroleum industry. 
BS 1600, Dimensions of wrought steel pipe for the petroleum industry. 
BS 2600, General recommendations for the radiographic examination of fusion 
welded joints in thicknesses of steel up to 2 in. 
BS 2910, General recommendations for the radiographic examination of fusion 
welded circumferential butt joints in steel pipes. 
BS 3293, Carbon steel pipe flanges (over 24 in nominal size) for the petroleum 
industry. 
BS 3351, Piping systems for the petroleum industry. 
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NOTE The British Standards Institution is the owner of the registered certification trade mark 
shown below. This mark can be used only by manufacturers licensed under the certification mark 
scheme operated by the BSI. The presence of this mark on a product is an independent assurance that 
the goods have been produced to comply with the requirements of the British Standard under a system 
of supervision, control and testing operated during manufacture and including periodical inspections 
at the manufacturer’s works in accordance with the certification mark scheme of the BSI. 
Further particulars of the terms of the licence may be obtained from the Director, British Standards 
Institution, 2 Park Street, London, W.1.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 14 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 General

1.1 Scope
Part 3 of this British Standard specifies 
requirements for wrought seamless and fabricated 
carbon and ferritic alloy steel butt-welding pipe 
fittings for use in the petroleum industry, and is in 
metric units.
The following types of fittings are provided for:

45° long radius elbows;
90° long and short radius elbows;
90° long radius tangent elbows;
long and short radius return bends;
equal and reducing tees;
concentric and eccentric reducers;
caps;
lap-joint stub ends.

Welding-neck flanges are not included. They are 
included in BS 15601) and BS 32932).
Attention is drawn to Appendix A, which lists 
information to be supplied by the purchaser.

1.2 Size and size identification
A fitting to this standard shall be identified by the 
nominal size and wall thickness or schedule number 
of the pipe (see Table 3) to which it is intended to 
correspond in strength.
Dimensions are standardized for the sizes and to the 
extent given in Table 4 to Table 10.

1.3 Pressure ratings
All fittings shall be so designed that their pressure 
ratings may be calculated as for straight seamless 
pipe of the same or equivalent material of the same 
size and of the same nominal wall thickness.
For information regarding design stresses at given 
temperatures for seamless pipe, reference should be 
made to Table 3 in BS 33513).

1.4 Materials
Fittings to this standard shall be made of materials 
complying with one of the standards given in
Table 1, unless the use of other materials is agreed 
between purchaser and manufacturer.

1.5 Manufacture
Seamless fittings may be made by any suitable 
manufacturing process.
Fabricated fittings shall be welded by manual or 
automatic electric arc welding processes using weld 
metal of similar composition to the parent metal, 
unless otherwise agreed between purchaser and 
manufacturer, If the submerged arc process is used, 
the alloys shall be introduced throughout the filler 
wire.
The qualification requirements for welders and 
welding operators, the welding procedure employed 
in the manufacture of fabricated fittings and 
welding materials shall be in accordance with 
BS 33514).

1.6 Heat treatment
1.6.1 Seamless carbon steel fittings. Seamless 
carbon steel fittings other than material WPLO, on 
which the final forming operation is completed in 
the range 620 °C to 980 °C (1 150 °F to 1 800 °F) 
need not be heat treated provided they are cooled in 
still air.
Fittings completed at temperatures 
above 980 °C (1 800 °F) shall subsequently be 
normalized, and fittings completed at temperatures 
below 620 °C (1 150 °F) shall be stress relieved in 
the range 580 °C to 620 °C (1 075 °F to 1 150 °F).
All fittings in material WPLO shall be normalized.
1.6.2 Seamless ferritic alloy steel fittings. 
Seamless carbon-molybdenum (WP1) steel fittings 
shall be tempered in the range 620 °C 
to 680 °C (1 150 °F to 1 255 °F).
Seamless 1¼ % chromium/½ % molybdenum 
(WP11), 2¼ % chromium/1 % molybdenum (WP22), 
and 5 % chromium/½ % molybdenum (WP5) fittings 
shall be normalised and subsequently tempered in 
the range 620 °C to 750 °C (1 150 °F to 1 380 °F).
Seamless 3½ % nickel steel (WPL3) fittings shall be 
normalized and subsequently tempered in the 
range 580 °C to 630 °C (1 080 °F to 1 170 °F).
1.6.3 Fabricated carbon and ferritic alloy steel 
fittings. The heat treatment of fabricated carbon 
and ferritic alloy steel fittings shall be in accordance 
with BS 3351.

1) BS 1560, “Steel pipe flanges and flanged fittings (nominal sizes ½ in to 24 in) for the petroleum industry”.
2) BS 3293, “Carbon steel pipe flanges (over 24 in nominal size) for the petroleum industry”.
3) BS 3351, “Piping systems for the petroleum industry”.
4) BS 3351, “Piping systems for the petroleum industry”.
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