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Foreword

This British Standard has been prepared by Technical Committee MHE/3. It supersedes
BS 1692 : 1971, which is withdrawn.
The principal changes that have been made are as follows:
a) corrections to dimensions;
b) elimination of anomalies in the table;
c) improvements to design parameters;
d) general update to the writing style and format.
As this revision of BS 1692 was prepared there was no comparative standard, in terms

of subject coverage, in the work programme of the relevant European Technical
Committee (CEN/TC 168).

The primary objective of this specification is to provide requirements for safety and
reliability of lifting equipment without placing restrictions on the general design or the
methods employed in construction.

It has been assumed in the drafting of this British Standard that the execution of its
provisions is entrusted to appropriately qualified and experienced people.

Attention is drawn to the following statutory regulations: The Construction (Lifting
Operations) Regulations 1961, Regulation 36 [1], The Supply of Machinery (Safety)
Regulations 1992, Statutory Instrument 1992, No. 3073 [2] and The Supply of Machinery
(Safety)(Amendment) Regulations 1994, Statutory Instrument 1994, No. 2063 [3].

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, pages 1
to 6, an inside back cover and a back cover.
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