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Tuis BrRiTisH STANDARD, having been approved by the Solid
Fuel Industry Standards Committee, was published under
the authority of the Executive Board on 16th December, 1969.

First published, September, 1964.
First revision, December, 1969.

SBN: 580 05963 4

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 6000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, which may be
purchased from BSI Sales Department. It may also be con-
sulted in many public libraries and similar institutions.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee references SFE/21 Draft for approval 69/6537
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CO-OPERATING ORGANIZATIONS

The Solid Fuel Industry Standards Committec, under whosc
supervision this British Standard was prepared, consists of
representatives from the following Government departments
and scicntific and industrial organizations:

Association of Consulting Engineers

British Cast Iron Research Association

British Coal Utilisation Research Association

British Coke Research Association

British Electrical and Allied Manufacturers™ Association

British Ironfounders’ Association

British Mechanical Engineering Confederation Limited
*British Steel Industry

Chamber of Coal Traders

Chemical Industries Association

Coal Utilisation Council

Coke Oven Managers’ Association

Council of Ironfoundry Associations

Domestic Solid Fuel Appliances Approval Council
*Electricity Council, the Central Electricity Generating Board and the

Area Boards in England and Wales

*Gas Council

Heating and Ventilating Contractors Association
*Imperial Chemical Industries Limited

Institute of British Foundrymen
*Institute of Fuel
*Institution of Gas Engineers
*Institution of Heating and Ventilating Engineers
*Institution of Mechanical Engineers

Low Temperature Coal Distillers’ Association of Great Britain Limited
*Ministry of Housing and Local Government

Ministry of Public Building and Works
*National Coal Board

Society of British Gas Industries

Water-tube Boilermakers’ Association

Women’s Advisory Council on Solid Fuel

The Government department and scientific and industrial
organizatiorts marked with an asterisk in the above list,
together with the following, were directly represented on the
committee entrusted with the preparation of this British
Standard:

Association of Public Health Inspectors

Confederation of British Industry

Department of Employment and Productivity (Factory Inspectorate)
Greater London Council

Institution of Electrical Engincers

Institution of Municipal Engineers

London Transport Board

Ministry of Power

Ministry of Technology—Laboratory of the Government Chemist
Ministry of Technology—Warren Spring Laboratory

National Society for Clean Air
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BRITISH STANDARD METHODS FOR THE

MEASUREMENT OF AIR POLLUTION

Part 2. Determination of concentration
of suspended matter

FOREWORD

Serious damage may be caused by polluting materials discharged into the
atmosphere from various sources. Such emissions can adversely affect agricul-
tural land and crops, can soil clothing and buildings, can corrode metal
installations and can have a harmful effect on the health of the community.

It was suggested, therefore, by interested authorities that, to assist those
engaged in dealing with this national problem, the British Standards Institution
should undertake the standardization of apparatus for the measurement of air
pollution. It was further suggested that such apparatus should be convenient
for use by technical colleges and similar institutions in order to promote
widespread knowledge of the extent of air pollution.

The pollutants emitted into the air may be arbitrarily classified as follows:

(1) Solid material, such as grit, coarse enough to settle out fairly rapidly.
The quantity of such material may be assessed by the method described in Part 1
of this standard.

(2) Finer material which tends to remain suspended in the air, but can be
collected by filtration. Such material is commonly known as ‘ smoke * and in
extreme cases it can limit visibility or cause blackening of buildings and clothing.
A method of quantitative assessment will be found in Part 2 of this standard.

(3) Gaseous impurities, which can be separated from the air by chemical
means. An example of such impurities is sulphur dioxide, which causes corrosion
and presents a health hazard. A method for the determination of this pollutant
will be found in Part 3 of this standard.

The determination of some other harmful gaseous constituents of the
atmosphere is dealt with in Part 4 of this standard. ‘

Consideration is being given to the development of a procedure for the
determination of light air-borne particles (‘ dust’) and of the influence of
environmental factors on their deposition.

NOTE. Where imperial equivalents are stated the figures in metric units are to be regarded

as the standard. Accurate conversions should be based on the tables in BS 350, ‘ Conversion
factors and tables’.
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