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Foreword

This standard makes reference to the following British Standards:

BS 18, Methods for tensile testing of metals.

BS 131, Methods for notched bar tests — Part 1: The Izod impact test on metals.
BS 240, Methods of Brinell hardness test — Part 1: Testing of metals.

BS 860, Table of approximate comparison of hardness scales.

BS 919, Screw gauge limits and tolerances — Part 1: Gauges for screw threads of
Unified form.

BS 969, Plain limit gauges: Limits and tolerances.

BS 970, Specification for wrought steels for mechanical and allied engineering
purposes — Part 1: General inspection and testing procedures and specific
requirement for carbon, carbon manganese, alloy and stainless steels.

BS 1574, Split cotter pins.
BS 1580, Unified screw threads — Parts 1 and 2: Diameters '/, in and larger.

BS 3111, Specification for steel wire for cold forged fasteners and similar
components — Part 1: Carbon and low alloy steel.

When BS 1768 was first issued in 1951, its publication marked an important
stage in the development of the Unified screw thread system established in
accordance with the agreement reached by the United Kingdom with the
United States and Canada at the Ottawa Conference of 1945 and ratified by the
Declaration of Accord signed by representatives of those three countries in
November, 1948.

It was recognized at that time that effective adoption of the system depended very
largely on the provision of commonly used types and sizes of fasteners, the

general features of which would be unified as well as the threads. As a first step,
two standards for hexagon bolts, screws and nuts were published: BS 1768 for the
Unified precision normal series, and BS 1769 for the Unified black heavy series.

BS 1768 was restricted at that time to sizes up to and including 1 inch but the
many requests received for an extension of the standard have long indicated that
this range was inadequate for the needs of industry and this edition accordingly
provides for sizes up to and including 2 inches.

It should be mentioned that this extension of the Unified range is also in
accordance with agreement reached with the U.S.A. and Canada at a further ABC
Conference held in Ottawa in June, 1960, and that an ISO Recommendation now
in course of preparation for hexagon bolts, screws and nuts will include the range
of Unified normal hexagons for nominal sizes up to 1!/, inches.

In revising the standard, the opportunity has been taken to deal more fully with
material and manufacture. In addition to specifying materials for cold forged
bolts, screws and nuts and offering guidance in the selection of materials for those
produced by other methods, the standard now includes full details of the tests to
be employed for determining the mechanical properties of the fasteners.
Reference is also made to the control of decarburization and rolling laps.

Special attention is drawn to an important feature of this revision, namely the
replacement of Grade R bolts which had a tensile range of 45 to 55 tonf/in? with
Grade S bolts having a minimum tensile strength of 50 tonf/in? which is more
nearly in line with both American and continental practice.

It is recognized that a transition period will necessarily ensue during which
stocks of both grades will be held by manufacturers and either may be offered
when bolts in this tensile range are ordered.

Washers have been excluded from this standard as they are now covered by
BS 3410, “Metal washers for general engineering purposes.”
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A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 to iv,
pages 1 to 34, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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1 Scope

This British Standard covers the Normal series of Unified precision hexagon bolts, screws and nuts having
Unified screw threads in a range of nominal sizes from '/, in to 2 in inclusive. The dimensional
requirements of this standard apply both to ferrous and non-ferrous bolts, screws and nuts. Mechanical
properties are given only in respect of steel bolts, screws and nuts, and the finishes in which they are
normally supplied are described in Clause 3.

NOTE It is considered that the range of nominal sizes included in this standard is adequate for most of the applications for which
this series is likely to be employed, but for the convenience of users requiring larger sizes, the formulae from which the proportions
for bolt heads and nuts are derived are given in Appendix F.

2 Material and manufacture

a. General. In order to provide for the different methods of manufacture by which bolts, screws and nuts to
this standard may be produced, a choice of materials is given.

Bolts, screws and nuts in sizes up to and including %/, in nominal size are most commonly produced by cold
forging from wire; larger sizes are generally produced by hot forging. Bolts, screws and nuts can also be
produced by machining from hexagon bars.

Bolts and screws produced by cold forging shall, except in the case of bolts and screws bright finished to
Grade A (see Table 4, Appendix A) be heat-treated after forging.

Bolts, screws and nuts produced by hot forging or by turning from bars, and cold formed nuts shall be
heat-treated when this is necessary to give the requisite mechanical properties specified in
Clauses 4 and 6 and Appendix A.

b. Cold forged bolts and screws. The choice of material used to manufacture bolts and screws by cold forging
shall normally be at the discretion of the manufacturer. The finished products shall comply with the
requirements for physical properties as set out in Clause 4 and in Table 4 of Appendix A.

If, however, the purchaser wishes to specify the composition of the material to be used, this shall be the
subject of agreement with the manufacturer.

c. Cold forged nuts and hot forged bolts, screws and nuts. The material to be used for cold forged nuts or hot
forged bolts, screws and nuts depends to a large extent on the size of the product. Unless otherwise
stipulated by the purchaser, the choice of material shall therefore be left to the manufacturer provided that
the finished products satisfy the requirements for mechanical properties set out in Clauses 4 and 6 and in
Table 4 and Table 6 of Appendix A, but recommendations on suitable materials are given for guidance in
Table 8 and Table 10 of Appendix B.

d. Bolts, screws and nuts machined from bars. Table 9 and Table 10 of Appendix B give a selection of steels
from BS 970 which are among those suitable for particular grades of bolts, screws and nuts. Unless
otherwise stipulated by the purchaser, the choice of material shall be left to the manufacturer provided that
the finished products satisfy the requirements for mechanical properties set out in Clauses 4 and 6 and in
Table 4 and Table 6 of Appendix A.

e. Decarburization. As normally manufactured from wire of ordinary quality, a proportion of threads
produced on forged bolts and screws by rolling may have some surface decarburization (principally at crests
of threads). For highly stressed bolt applications, the definition and degree of such decarburization shall
be negotiated between manufacturer and user. For bolts of strength Grade T and greater, the depth of
decarburization, measured from the crest, shall not exceed 33 per cent of the height of the threads.
Complete freedom from any decarburization is achieved by shank grinding after heat treatment and before
thread rolling; if this is required, it shall be the subject of negotiation between manufacturer and user.

f. Rolling laps. When threads are produced by rolling, small laps are commonly present at the crests and
are generally of a magnitude which is not detrimental to the performance of the bolt.

A lap formed at the crest of the thread perpendicular to the axis of the bolt shall not be considered a cause
for rejection if the depth of the lap does not exceed 33 per cent of the depth of the thread.

Bolts of Grades T, V and X shall be free from laps in the thread flank below the effective diameter. Laps in
the flanks above the effective diameter shall not have a depth greater than 33 per cent of the thread depth.

Documents
Document Sharing Htjb

© BSI 10-1999

Full document details: BS 1768:1963


http://www.avadocuments.com/doc/bs-1768-1963
http://www.avadocuments.com/doc/bs-1768-1963

BS 1768:1963

3 Finish
a. General. The bolts, screws and nuts shall be cleanly finished, sound and free from defects.

b. Types of finish. Steel precision bolts, screws and nuts are normally supplied with the following finishes:

1) Heat treated bolts and screws. The surfaces of these bolts and screws are customarily dull black from
heat treatment, although the manufacturer may machine some of the surfaces of the larger size bolts
and screws after heat treatment.

11) Bright finished bolts and screws. This term is used to describe bolts and screws which are machined
on all surfaces or which have a finish on the hexagons produced by bright drawing and regarded as a
machined finish.

111) Nuts. These may be bright on all surfaces or dull black where heat treated.

iv) Special finishes. If steel bolts, screws or nuts are required bright all over, the purchaser should state
this in his enquiry and order.

If the purchaser requires bolts, screws or nuts of steel or other material to be coated, he should state the
type of coating required in his enquiry and order.

4 Mechanical properties of steel bolts and screws

Steel bolts and screws shall meet the requirements for mechanical properties specified in Table 4 of
Appendix A.

NOTE For guidance concerning the comparison of strength grades of BS 1768 and BS 970-1:1983 see Table 4A.

a. Tensile strength and proof stress. The tensile strength and the proof stress shall be determined by the
methods of test described in Clause 5.

b. Minimum elongation. Test specimens for the measurement of elongation shall be machined from the
shank of the bolt to the dimensions for standard round test specimens as given in BS 18 “Tensile testing of
metals” and shall be concentric with the axis of the bolt. They shall be tested in accordance with the
standard procedure as given in BS 18.

NOTE The minimum elongation values in Table 4 are based on a gauge length of 4./ Area; BS 18 now specifies a gauge length

of 5.65./ Area, but values appropriate to this length are not yet available for the higher grades of steel. The former gauge length and
its associated values have therefore been retained in this standard for the time being and a suitable amendment will be issued when
the necessary information can be supplied.

c. Minimum Izod impact value. Test specimens for Izod impact test shall be machined from the bolt to the
dimensions specified for standard test pieces in BS 131-1, “The Izod impact test on metals” and shall be
tested in accordance with the standard procedure as given in BS 131-1.

Where an Izod test is not practicable, a nicked fracture test may be substituted.
d. Hardness.

1) General. A hardness test on bolts and screws is not part of the requirements of this standard, but
Brinell hardness values are given for guidance in Table 4 of Appendix A.

1) Method of test. The Brinell hardness test is carried out in accordance with the method specified in
BS 240 “Method of Brinell hardness test” Part 1 and is made on the top of the head or on the point of the
bolt or screw.

5 Tensile strength and proof stress of bolts and screws

a. Tensile strength. The tensile test on a bolt or screw shall be carried out as follows:

An ordinary nut or its equivalent in the form of an adaptor shall be screwed on to the bolt or screw so as to
be clear of the run-out of the thread towards the head and also clear of any imperfect threads at the point,
the load shall then be applied to the head and to the nut or adaptor.

b. Proof stress. The proof stress for bolts shall be determined as follows:

1) Method of test. The proof stress for bolts or screws shall be determined with a straight full size
threaded bolt or screw. The bolt or screw shall be placed in a suitable testing machine with the threaded
end of the bolt or screw in a threaded grip or in a nut. The grips of the testing machine shall be
self-aligning to avoid side thrust (see Figure 16 in Appendix C).
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The bolt or screw shall be screwed into the grip or nut to the thread run-out of the bolt or screw and
then unscrewed six full threads. The bolt or screw shall be subjected to the proof stress for bolts and
screws specified in Column 3 of Table 4 in Appendix A by applying the appropriate load as given in
Table 5, Appendix A and maintaining for ten seconds and then releasing.

1) Method of measurement. Measurement of the specimens subjected to the proof stresses for bolts or
screws shall be performed in the following manner:

The overall length of the bolt or screw shall be measured at its true centre line with an instrument
capable of measuring changes in length of 0.0001 in.

After the bolt or screw has been stressed in accordance with the provisions of 1) of this clause, its length
shall again be measured. There shall be no permanent elongation of the bolts or screws, but to allow for
errors of determination between consecutive measurements of bolt or screw length, this condition is

considered to have been achieved if the measurement is within = 0.0005 in of that made before loading.

NOTE The preferred method of carrying out this test is to measure the length between conical centres on the centre line of the bolt
or screw which has been set up on the mating centres of the anvils of the measuring fixture; the head or shank of the bolt or screw
should be marked so that it can be placed in the same position for all measurements.

6 Grading and mechanical properties of steel nuts

a. Grading. Nuts shall be graded as follows:
GRADE 0. Nuts suitable for use with bolts, Grades A, B and P.

The nuts shall be capable of withstanding a proof load, based on the minimum tensile strength of Grade P
Bolts, as laid down in Table 4, Column 2.

GRADE 1. Nuts suitable for use with Bolts Grade S.

These nuts shall be capable of withstanding a proof load, based on the minimum tensile strength of Grade S
Bolts, as laid down in Table 4, Column 2.

GRADE 3. Nuts suitable for use with Bolts Grade T.

These nuts shall be capable of withstanding a proofload, based on the minimum tensile strength of Grade T
Bolts, as laid down in Table 4, Column 2.

GRADE 5. Nuts suitable for use with Bolts Grades V and X.

These nuts shall be capable of withstanding a proof load, based on the minimum tensile strength of Grade X
Bolts, as laid down in Table 4, Column 2.

b. Mechanical properties.
1) Proof load.
Nuts 1 in diameter and under. These nuts shall meet the requirements for proof load specified in
Table 6. They shall be tested in accordance with the method described in Clause 7.

Nuts over 1 in diameter. As equipment of sufficient capacity may not be readily available for nuts in
this range, they shall meet the requirements for hardness specified in sub-clause c¢) below.
c. Hardness.

1) Nuts over 1 in diameter. Nuts of diameters over 1 in shall be subjected to a hardness test and their
hardness shall not be less than that specified below:

Brinell Hardness

Grade 0 Nuts—120 HB 10/3 000 min.
Grade 1 Nuts—180 HB 10/3 000 min.
Grade 3 Nuts—230 HB 10/3 000 min.
Grade 5 Nuts—270 HB 10/3 000 min.
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1) Nuts up to and including 1 in diameter. For nuts up to and including 1 in diameter, a hardness test
is not part of the requirements of this standard but for general guidance Brinell hardness values are
given below:

Birnell Hardness

Grade 0 Nuts—120/235 HB 10/3 000
Grade 1 Nuts—163/240 HB 10/3 000
Grade 3 Nuts—183/300 HB 10/3 000
Grade 5 Nuts—270/335 HB 10/3 000

11) Preparation of specimens. The preparation of test specimens and the method of testing shall be in
accordance with BS 240 “Method of Bridell hardness test.” If Vickers or Rockwell methods are used,
reference should be made to BS 860 “Table of approximate comparison of hardness scales” for
appropriate values.

The test shall be made on the end faces of the nuts.

d. Assembly testing of nuts. When nuts up to and including %/, in diameter are torque tested to destruction
they shall not fail by splitting of the wall.

7 Proof load for nuts

a. Method of test (see Figure 17 in Appendix C). The proof load for nuts shall be determined by assembling
the sample nut on a hardened threaded mandrel as specified in sub-clause b) below. A load axial with the
mandrel and equal to the proof load for nuts specified in Table 6 shall be applied against the nut. The nut
shall satisfactorily resist this load without stripping and should be removable by the fingers after the test.
If the threads of the mandrel are damaged during the test the test shall be discarded.

b. Test mandrel. The test mandrel shall have a hardness of not less than 365 HV30. It shall be threaded to
Class 3A tolerances in accordance with BS 1580, “Unified screw threads”, except that the major diameter

shall be equal to the minimum major diameter as specified in the standard subject to a plus tolerance

of 0.002 in.

8 Dimensions

The bolts, screws and nuts shall conform to the dimensions and tolerances given in Table 1 to Table 3
inclusive and Clauses 9 to 15 inclusive.

9 Length of bolts and screws

a. The nominal length of a bolt or screw shall be the distance from the underside of the head to the extreme
end of the shank including any chamfer or radius.

NOTE The nominal lengths of bolts and screws normally stocked are given in Appendix D.
b. The permissible tolerance on the nominal length shall be as given below:

Nominal length Diameter Tolerance of length
in in in
Up to and including 1 Up to and including ?/, +0 -1y
Over 3/, +0— Y6
Over 1 up to and including 2 | Up to and including %/, +0 - Y6
Over 3/, +0 -4
Over 2 up to and including 6 | Up to and including %/, +0 -9/,
Over 3/, +0 -3
Over 6 All diameters +0—3/4
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10 Ends of bolts and screws

The ends of bolts and screws may, at the option of the manufacturer, be finished with either a 45° chamfer
to a depth slightly exceeding the depth of thread or a radius approximately equal to 1/, times the nominal
diameter of shank. When bolts and screws are made with rolled threads the lead formed at the end of the
bolt by the thread rolling operation may be regarded as providing the necessary chamfer to the end, no

other machining operation being necessary, and the end shall be reasonably square with the centre line of
the shank.

11 Screw threads

a. General. The screw threads on bolts, screws and nuts up to and including 1 inch nominal size shall be
Unified coarse (UNC) or Unified fine (UNF) in accordance with BS 1580, “Unified screw threads,” as
specified by the purchaser. The screw threads on bolts, screws and nuts in nominal sizes above 1 in shall
be Unified coarse (UNC) in accordance with BS 1580. If a finer thread is required on bolts, screws and nuts
in nominal sizes above 1 in, it is recommended that the 8-thread series be used.

b. Bolts and screws. The screw threads may be either cut or rolled at the option of the manufacturer and
shall conform to the limits and tolerances for Class 2A specified in BS 1580.

c. Nuts. The screw threads shall conform to the limits and tolerances for Class 2B specified in BS 1580.

d. Gauging of screw threads. Screw threads shall be gauged in accordance with the system recommended
in BS 919-1, “Gauges for screw threads of Unified form.” The NOT GO effective diameter screw plug gauge
used for checking nuts shall be of the low addendum form specified in that standard.

12 Length of thread

a. Bolts. The length of thread on bolts shall be the distance from the end of the bolt (including any chamfer
or radius) to the leading face of a screw ring gauge which has been screwed as far as possible on to the bolt
by hand.

The minimum thread length shall be twice the diameter plus '/, in for lengths up to and including 6 in, and
twice the diameter plus '/, in for lengths over 6 in.

Bolts that are too short for minimum thread lengths shall be threaded as screws and shall be designated
SCrews.

NOTE The shortest designated lengths for bolts are tabulated for guidance in Appendix D.

b. Screws. Screws shall be threaded to permit of a screw ring gauge being screwed by hand to within a
distance from the underside of the head not exceeding two and a half times the pitch for diameters up to
and including 1 in and three and a half times the pitch for diameters over 1 in.

c. Tolerances.

1) Tolerance on bolt thread length. The tolerance on thread length shall be plus ?/;4 in or 2/, threads,
whichever is the greater, for all lengths.

i1) Tolerance on eccentricity. Tolerance on eccentricity (including out of parallelism) of thread in relation
to body for sizes up to and including 3/, in shall be 0.010 in for each inch of length when measured in a
sleeve gauge. For sizes over %/, in, total eccentricity shall be the subject of agreement between
manufacturer and purchaser.

NOTE Details of the sleeve gauge referred to above are given in Appendix C.

13 Nuts, squareness of thread to face

The axis of the thread of the nut shall be square to the face of the nut subject to the “squareness tolerance”
specified in Table 2, Column 13.

The nut shall be screwed by hand on to a gauge having a truncated taper thread until the thread of the nut
1s tight on the thread of the gauge. A sleeve sliding on a parallel extension of the gauge, and which has a
face of diameter equal to the minimum distance across flats of the nut and exactly at 90° to the axis of the
gauge shall be brought into contact with the leading face of the nut. With the sleeve in this position it shall
not be possible for a feeler gauge of thickness equal to the “squareness tolerance” to enter anywhere
between the leading face of the nut and the face of the sleeve (see Figure 20 in Appendix C).
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14 Chamfering, washer facing and countersinking
a. Bolts and screws. Bolts and screw heads shall have a chamfer of approximately 30° on their upper faces
and, at the option of the manufacturer, a washer face or full bearing face on the underside.

b. Nutsi) Ordinary nuts, thick ordinary nuts, slotted nuts and thick slotted nuts shall have a chamfer of 30°
on their upper faces and at the option of the manufacturer, a similar chamfer or a washerface on their lower
faces.
i1) Lock nuts shall have a chamfer of approximately 30° on both faces.
1i1) All nuts shall be countersunk on the bearing face at an included angle of 120 + 10°; the diameter of
the countersink shall not exceed the nominal major diameter of the thread (see Figure 11).
With the exception of slotted nuts, all hexagon nuts chamfered at both ends shall also have a countersink
as above at both ends of the thread.

NOTE The option referred to in sub-clauses a) and b) above shall apply unless the purchaser in his enquiry and order specifically
states that he requires one of the alternatives available.

Attention is drawn to the fact that these alternative methods of finishing the underside of bolt and screw heads and the lower face of
nuts are associated both with the nominal size and the particular method of manufacture. A request by the purchaser for a specific
type of finish limits the manufacturing processes available and it is therefore recommended that the purchaser avoids making such
a request unless circumstances fully justify it.

15 Split-pin holes an slots

Bolts with split-pin holes will be supplied only when specially ordered. The purchaser should state, in his
enquiry and order, Dimension J (see Figure 1).

A tolerance of + /5, in — 0 shall be permissible on the specified Dimension .

The maximum “off-centre” distance between the centreline of the split-pin hole in bolts and the axis of the
thread is given in Table 1, Column 18. This shall be checked by means of a screwed ring gauge with
appropriate slot and a plain plug gauge which shall be a Go gauge in the minimum split-pin hole

(see Figure 21 in Appendix C).

The maximum “off-centre” distance between the centreline of the slots in slotted nuts and the axis of the
tapped hole is given in Table 3, Column 13. This shall be checked by means of a screwed plug gauge with
appropriate slot and a plain plug gauge which shall be a Go gauge in the minimum slot (see Figure 22 in
Appendix C).

NOTE For full dimensional and other requirements of split cotter pins, reference should be made to BS 1574, “Split cotter pins.”

16 Marking

a. Bolts and screws. 1) Bolts and screws shall have the appropriate grade letter (see Table 4, Appendix A)
marked on the head. The letter shall be either indented or embossed, but if embossed the letter shall not
project more than /g, in.

11) All bolts and screws shall be identified as “Unified” by means of the application of either of the
following features, full details of which are given in Appendix E.

A circular recess in the upper surface of the head or,

A line of contiguous circles indented on one or more of the flats of the hexagon and parallel to the axis
of the bolt or screw.

b.1) Nuts (see Clause 6) shall have the appropriate grade number indented on one of the flats of the hexagon
or on the non-bearing face.

1) All nuts shall be identified as “Unified” by means of the application of one of the following features,
full details of which are given in Appendix E:

A circular groove of semi-circular section indented in the non-bearing face, or

A line of contiguous circles indented on one or more of the flats of the hexagon and parallel to the axis
of the nut, or

A recess in the non-bearing face of the nut.
The last named method of identification is for use on washer-faced nuts only.
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c. Manufacturer’s trade mark. Bolts, screws and nuts shall be marked with the manufacturer’s
identification (trade) mark.

17 Inspection and testing

The manufacturer shall take the necessary steps to ensure that the requirements specified in this standard
are fulfilled, but if, in addition, the purchaser desires the manufacturer to certify or demonstrate that the
bolts, screws, and nuts comply with this standard, the details and cost of any further inspection entailed

shall be the subject of agreement between the purchaser and the manufacturer.
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