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British Standard

Flyer bobbins

Part 1. Specification for dimensions of plastics flyer botbins for speed frames

[1SO title : Textile machinery and accessories — Spinning machines — Flyer bobbins]

Bobinots

Partie 1. Spécification pour les dimensions des bobinots en matiére plastique pour les bancs & broches

Flyerhiilsen

Teil 1. Spezifikation fiir die Abmessungen von Plastik-Fiyerhiilsen fiir Vorspinnmaschinen

National foreword

This Part of this British Standard has been prepared under
the direction of the Textile Machinery Standards Committee
and is identical with ISO 344-1981 ‘Textile machinery and
accessories — Spinning machines — Flyer bobbins’,
published by the International Organization for
Standardization (ISO). This Part of this standard supersedes
BS 1836 : 1974, which is therefore withdrawn.

It is intended to publish a further Part for flyer bobbins of
different designs.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

1) At present at the stage of draft. (Revision of ISO/R 286-1962.)
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Where the words ‘International Standard’ appear, they
should be read as ‘British Standard’.

Cross-reference

International standard

1SO 286/1 1)

Corresponding British Standard

BS 4500 ISO limits and fits

Part 1 : 1969 General, tolerances
and deviations

(Technically equivalent)

1 Scope and field of application

This International Standard specifies the main dimensions and
the corresponding tolerances of bobbins from plastics material,
for open-leg type flyers.

2 Reference

ISO 286/1, ISO system for limits and fits — Part 1 :
tolerances and deviations. ")
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3 Dimensions and tolerances

Dimensions and tolerances in millimetres
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Figure 1a — Flyer bobbin, type with shoulder

Figure 1b — Flyer bobbin, type without shoulder
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Table 1 — Bobbins with shoulder

Values in millimetres

H L dy d, dy dy d,
+15| h8" | +01| +£05| min. | £02]| + 05
22 22,2 44 34 36,5 51
300 340
25 25,2 48 38 40,3 56,5
350 395 25 25,2 48 38 40,3 56,5
25 25,2 48 38 40,3 56,5
400 450
27 27,2 51 40 42,3 60
450 500 30 30,2 53 42 44,3 60

1) For the tolerances h8 applicable to dg, see ISO 286/1.

Table 2 — Bobbins without shoulder

Values in millimetres

H | L | dy dy | d | d3 | ds
+ 15| hgl +01]| £05]| min. +02( 05
350 395 25 25,2 60 38 40,3 60
2% | 252 38 | 403
400 450 60 60
27 27,2 40 42,3
450 500 30 30,2 60 42 44,3 60

1) For the tolerances h8 applicable to dp, see ISO 286/1.

NOTES — Dimensions which are not specified are left to the discretion
of the manufacturer, and tolerances tighter than those stated are sub-
ject to agreement between the user and the manufacturer.

This International Standard does not specify the number of driving

slots.
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