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Copyright

Users of British Standards are reminded that copyright subsists in all BSI publications, No part of this publication may be
reproduced in any form without the prior permission in writing of BSI. This does not preclude the free use, in the course of
implementing the standard, of necessary details such as symbols and size, type or grade designations, Enquiries should be
addressed to the BSI Secretariat.

Contract requirements
Attention is drawn to the fact that this British Standard does not purport to include all the necessary provisions of a contract,

Revision of Britich Standsrds

In order to keep abreast of progress in the industries concerned, British Standards are subject to periodical review. Suggestions for
improvements will be recorded and in due course brought to the notice of the committees charged with the revision of the
standards to which they refer.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in possession of the latest amendments or editions. Full information on
all BSI publications, numbering over 6000, will be found in the British Standards Yearbook. This information is supplemented by
details published each month in BSI News of new publications, revisions and amendments,

BSI News is available to Subscribing Members of the Institution. All other publications may be purchased direct from Sales
Department, Enquiries concerning subscribing membership, which has considerable advantages, will be welcomed, and should be
made to Subscriptions Department. Both departments are located at:

101 Pentonvilte Road, London N1 9ND (Telephone 01-837 8801; Telex 23218).
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the following, were directly represented on the committee entrusted with the preparation of this British Standard:

Association of Hydrauli¢c Equipment Manufacturers
National Union of Agricultural and Allied Workers
Society of Motor Manufacturers,and Traders

Tyre Manufacturers’ Conference Service Committee
University of Melbourne

. Documents

Full document details: BS 1841-2:1973


http://www.avadocuments.com/doc/bs-1841-2-1973
http://www.avadocuments.com/doc/bs-1841-2-1973

BSI BS*L84lL PARTx2 73 WM 1lb24kkd 0033808 L WA

3 | BS 1841: Part 2 January : 1973
U %U UDC 631.372.072.3 : 624.114.2.013 | .

Specification for

Attachment of mounted
implements to agricultural
wheeled tractors

Part 2. Metric units

Amendments issued since publication

Amd. No. Date of issue Text affected

British Standards Institution + 2 Park Street - Londorn VW1 Aggguments
Telephone 01-629 9000
Telex 266933

: Full document details:‘éS:-1841—2:‘l973


http://www.avadocuments.com/doc/bs-1841-2-1973
http://www.avadocuments.com/doc/bs-1841-2-1973

BSI BSx1&841 PARTx2 73 M lb24Lb9 0033409 & WA

BS 1841: Part 2:1973

Contents
. Page ; Page
Co-operating organizations Inside front cover Figures .
Foreword 2 1.  Dimensions of hitch points, Category 1 7
. 2.  Dimensions of hitch points, Category 2 8
Specification 3.  Dimensions of hitch points, Category 3 9
1.  Scope . 3, 4,  Tractor linkage and implement hitch
2. Definitions 3 components 10
3. Dimensions _ 4 5a. Ranges of power lift 11
T ' 5b. Levelling adjustment 11
Tables ' 5¢.  Mast adjustment 12
1. Categories 3 5d. Lower hitch point tractor clearance 13
2. Dimensions of hitch points 5 6.  Lift force 14

3. Lift, power stroke and adjustment ranges 6

Foreword

This British Standard has been prepared, under the authority of the Agricultural Machinery and Implements
Industry Standards Committee, using metric dimensions as part of the national policy to change to the metric
system. The 1968 edition of the standard, now designated as Part 1, ‘Imperial units’, will co-exist with Part 2 for
as long as may be necessary. , '

The standard includes a Category 3 three-point linkage system, recommended for wheeled tractors of 60 kW
drawbar power upwards. Additional data essential to the achievement of complete interchangeability between
implement and tractor are also included.

Category demarcation is related to maximum drawbar power based on the test laid down in BS 1744, ‘Tests

for agricultural tractors’, Documents

Document Sharing Hub

Full gocument details: BS 1841-2:1973


http://www.avadocuments.com/doc/bs-1841-2-1973
http://www.avadocuments.com/doc/bs-1841-2-1973

BSI BSx1&41 PARTx2 7?3 EM 1lk24bk9 00334610 4 WA

BS 1841: Part 2: 1973

.,
—

British Standard Spécification for

“Attachment of mounted implements to

agricultural wheeled tractors
Part 2. Metric units

C 1. Scope

This British Standard specifies requirements for the attachment of implements or equipment to the rear of ,
agricultural two- and four-wheel drive tractors by means of a three-link hitch in association with an hydraulic lift.
Three categories of dimensions are specified as shown in Table 1.

Table 1. Categories

Category Maximum power at drawbar*

kW
1 Up to 33
2 30to 75
3 Over 60

NOTE. The title of the British Standard referred to in this standard is given on the inside back cover.

2. Definitions
NOTE. Some of the terms given are also illustrated in Figs. 4, 5S¢ and 5d.
For the purposes of this British Standard the following definitions apply:
(1) Linkage. The combination of one upper link and two lower links, each articulated to the tractor and the
implement at opposite ends, in order to connect the implement to the tractor.
(2) Upper Ii'nk. } Elements in the linkage, fitted with ball joints at both ends.
(3) Lower link.

(4) Hitch point. Broadly, the articulated connection between a link and the implement. For geometrical
purposes: the centre of the ball forming the articulated connection.

(5) Upper hitch point. The articulated connection between the upper link and the headstock of the
implement.

(6) Lower hitch point. The articulated connection between a lower link and the frame of the implement.

(7) Upper hitch pin. The pin, usually detachable and forming part of the upper link assembly, by which the
ball of the upper link is connected to the headstock of the implement.

(8) Lower hitch pin. The pin, usually attached rigidly to the frame of the implement, over which the ball of
the lower link is passed and secured.

(9) Linch pin. The pin, usually fitted with a spting retaining device, by which a ball joint is retained in
position.

*Based on the test shown in BS 1744, Doc ume nts
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