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Foreword

This Part of this British Standard, prepared under the
direction of the Cement, Gypsum, Aggregates and Quarry
Products Standards Committee describes a new test method
for workability additional to those familiar from BS 1881 :
Part 2 : 1970 (superseded by BS 1881 : Parts 102, 103 and
104 published in 1983). The use of superplasticizing
admixtures to produce flowing concrete of very high
workability has led to a requirement for such a test.

Four methods of determining workability of concrete are
given in BS 1881, these being the slump, compacting factor,
Vebe and flow. The methods are appropriate to concrete
mixes of different workabilities as follows:

. Workability Method
Very low Vebe time
Low Vebe time, compacting factor
Medium Compacting factor, slump
High Compacting factor, slump, flow
Very high Flow
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There are no unique relationships between the values
yielded by the four tests. Relationships depend upon such
factors as the shape of the aggregate, the sand fraction and
the presence of entrained air.

No estimate of repeatability or reproducibility is given in
this Part of this British Standard. Reference should be made

to BS 5497 : Part 1 for further information on the

determination of repeatability and reproducibility.

Compliance'with a British Standard does not of itself
confer immunity from legal obligations.
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BS 1881 : Part 105 : 1984

British Standard

Testing concrete
Part 105. Method for determination of flow

1. Scope

This Part of BS 1881 specifies the method for determination
of the flow of concrete of high to very high workability.
The method applies to plain and air-entrained concrete,
having a flow diameter of 500 mm to 650 mm when tested
by the method in this Part of BS 1881, made with light-
weight, normal weight or heavy aggregates having a nominal
maximum size of 20 mm or less. It does not apply to
aerated concrete or no fines concrete.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2. Definitions

For the purposes of this Part of this British Standard the
definitions in BS 5328 and BS 1881 : Part 101 apply.

3. Apparatus

3.1 Flow table, consisting of a flat plate, on which concrete
can be placed, hinged to a rigid base on to which it can fall
from a fixed height. The essential dimensions of the flow
table and a suitable form of construction are shown in
figure 1.

The flow table top shall be constructed from a flat metal
plate* of minimum thickness 1.5 mm, not readily attacked
by cement paste or liable to rust. The top shall have a plan
area of 700 mm x 700 mm and a flatness of within 1.5 mm,
as defined in BS 308 : Part 3, The centre of the table shall
be scribed with a cross, the lines of which run parallel to
and out to the edges of the plate, and with a central circle
200 mm in diameter. The under surface of the plate shall be
reinforced in order to prevent distortion of the flat surface.
The front of the flow table top shall be provided with a
lifting handle as shown in figure 1. The total mass of the
flow table top shall be 16 + 1 kg.

The flow table top shall be hinged to a base frame using
externally mounted hinges in such a way that no aggregate
can become trapped easily between the hinges or hinged
surfaces. The front of the base frame shall extend a
minimum of 120 mm beyond the flow table top in order to
provide a toe board. An upper stop similar to that shown in
figure 1 shall be provided on each side of the table so that
the lower front edge of the table can only be lifted

40 £ 1 mm.

The lower front edge of the flow table top shall be provided
with two hard rigid stops which transfer the load to the base
frame. The base frame shall be so constructed that this load
is then transferred directly to the surface on which the flow
table is placed so that there is minimal tendency for the
flow table top to bounce when allowed to fall.

* Galvanized steel is suitable.
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3.2 Mould made of a metal * not readily attacked by cement
paste or liable to rust and of minimum thickness 1.5 mm.
The interior of the mould shall be smooth and free from
projections, such as protruding rivets, and shall be free from
dents. The mould shall be in the form of a hollow frustrum
of a cone having the following internal dimensions:

diameter of base: 200 £ 2 mm

diameter of top: 130 £2 mm

height: 200 £ 2 mm
The base and the top shall be open and parallel to each
other and at right angles to the axis of the cone. The mould
shall be provided with two metal foot pieces at the bottom
and two handles above them (see figure 2).

3.3 Tamping bar, made of a suitable hardwood, having a
square section of side 40 £ 1 mm and at least 200 mm long.
A further 120 mm to 150 mm shall be turned to a circular
section to form a handle to the bar (see figure 3).

3.4 Scoop, about 100 mm wide.

3.5 Sampling tray, minimum dimensions 900 mm X
900 mm x 50 mm deep, of rigid construction and made
from a non-absorbent material not readily attacked by
cement paste.

3.6 Square mouthed shovel, size 2, complying with
BS 3388.

3.7 Rule, of minimum length 700 mm and having 5 mm
sub-divisions along its entire length.
4. Sampling

Obtain the sample of fresh concrete by the procedure given
in BS 1881 : Part 101 : 1983, for sampling on site, or
BS 1881 : Part 125, for sampling in a laboratory.

* Commence the determination of flow as soon as possible

after sampling.

5. Preparing the sample for test

Empty the sample from the container(s) on to the sampling
tray. Ensure that no more than a light covering of slurry is
left adhering to the container(s).

Thoroughly mix the sample by using the shovel to turn the
concrete over from the outside of the tray towards the

centre, working progressively once round all four sides of

the tray.

Caution. When cement is mixed with water, alkali is released.
Take precautions to avoid dry cement entering the eyes, mouth
and nose when mixing concrete. Prevent skin contact with wet
cement or concrete by wearing suitable protective clothing. If
cement or concrete enters the eye, immediately wash it out
thoroughly with clean water and seek medical treatment

without delay. Wash wet concrete offogumentls
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