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Copyright

Users of British Standards are reminded that copyright subsists in all BSI punlications.
No part of this publication may be reproduced in any form without the prior permission
in writing of BSI, This does not preclude the free use, in the course of implementing

the standard, of necessary details such as symbols and size, type or grade designations.
Enquiries should be addressed to the BSI Secretariat.

Contract requirements

Attention is drawn to the fact that this British Standard does not purport to include
all the necessary provisions of a contract.

Revision of British Standards

In order to keep abreast of prograss in the industries concerned, British Standards are
subject to periodical review, Suggestions for improvements will be recorded and in

due course brought to the notice of the coinuittees charged with the vevision of the
standards to which they refar, '

Britiah Standards are revised, when nacessary, by the issue either of amendment sliips

or of revised editions, It is important that uscrs of British Standards should ascertain
that they are in possession of the latest amendments or editions., Full information on
all BSI publications, numbering over 6000, will be found in the British Standards
Yoarbook. This information is supplemented by details published each month in
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FOREWORD

This revised British Standard is one of a series of sections of the specification
for Gymnasiuw Equipment,

This section, 2.4, specifies requirements which depart from, or are additional
to, those given in BS 1892, Part 1| ‘'General requirements',
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BRITISH STANDARD SPECIFICATION FOR
GYMNASIUM EQUIPMENT
Part 2 Particular requirements

Section 2.4 Beating boards, spring boards, balancing benches
and jump stands

1. SCOPE

This Section 2.4 of BS 1892 covers beating boards, spring boards, balancing benches
and jump stands.

It is to be read in conjunction with Part 1 of the standard and equipment is

required to comply in all respects with Part 1, except in so far as they are modified
by this Section 2,4,

NOTE, The titles of the British Standards referred to in this standard are listed on
the inside back cover,

2, BEATING BOARDS

2.1 pimensions, The principal dimensions of beating boards shall be as follows:

length 1220 om (4 ft)

widcth 405 mm (1 ft 4 in)

haight overall 170 mm (6%/s in) (excluding rubber feat)
take=off board 21 mm thick laminated board

saction of upper-und batten 145 om x 70 mm (5%/4 in x 2%/4 in)

suction of toe balten:
not less than 70 mm x 30 mm (2%/4 {n x 1'/¢ in)

2,2 Materjals, The following materials shall be used in the construction of beating
boards¢

battens softwood, Group A or hardwood, Group B

laminated take~off board beech or birch 21 mm thickness =0 + 0.5 mm,
made up of seven laminates bonded with urea
formaldehyde synthetic resin,

The run=-up board shall be constructed of seven laminates, each of 3 mm with two
cross laminates under the face laminates.,

2.3 Construction, Beating boards shall be made up of laminated board of the specified
overall dimensions and the top surface shall be cross-brushed with medium-course
sandpaper to give a secure foothold, The board shall be fixed at the lower end go

a batten nut less than 405 mm (1 £t 4 in) long by five No.,12 woodscrews 44 mm (1'/4 in)
long in screw cups inserted through the board. At the upper end the board shall be fixed
to a hardvood batten not less than 495 mm (1 £t 7'/2 in) long, in the same manner,

Fig, 1 of this Section indicates the general appearance of a beating board, Detail
for the toe batten is given in Fig. 3 in this Section.

Documents

Full document details: BS 1892-2-2.4:1972



http://www.avadocuments.com/doc/bs-1892-2-2-4-1972
http://www.avadocuments.com/doc/bs-1892-2-2-4-1972

.BSI BS%x1892: SEC*2.4 72 ]:EE'-H:I:‘I”DE}:VBELB im

BS 1892 : Part 2 : Section 2.4 : 1972

Rubber strip feet shall be secured to the underside of the floor supports at each
egd.as shown, and in such a manner that if the rubber is accidentally detached no
fixing heads can make contact with the floor,

Staples shall be of an industrial type, having a breaking strength of 750 N (170 1lbf;
and shall be adequately protected against rust,
3. SPRING BOARDS

3¢1 Spring boards incorporating timber crossbars

Jel.1 Dimensions. The principal dimensions of spring boards incorporating timber
cross bars shall be as follows:

length minimum 1525 om (5 ft)
maximum 1675 mm (5 ft 6 in)

width 405 mm (1 ft 4 in)

height overall winimum 230 mm (9 in)
maximum 305 mm (12 in)

length of crossbar minimum 1830 mm (6 ft)
maximum 2135 mm (7 ft)

crossbar spring member 70 mm x 60 mm (2'/« in x 2%/14 in)
crdss section fixed with 70 mm (2%/4 in) vertical.

take-off board laminated board as for beating boards
(see 2.1 of this Section)

fixing batten to crossbar not less than 63 mm x 28 mm X 610 um
(2°/2 in x 1"/ in x 2 ft)

toe batten 4 not less than 70 mm x 30 mm x 405 mm
(2%/4 in x 1'/e in x L fc 4 in)

end blocks thickness not less than 70 om (2°*/4 in)

length not less t' in 200 mm (8 in)
and not more than 305 mm (12 {in)

3.1.,2 Materials, The following materials shall be used in the con: cuction of spring
boardau:

laminated board beech or birch

crossbar spring member hardwood, Group A (preferably ash)
battens and other softwood, Group A, or hardwood, Group A,
component parts ash or Columbian pine.

faet rubber (non-colour marking)

J.1.3 Construction. The take=-off board shall be made up of a laminated board in
accordance with the requirements laid down for beating boards, (see 2.3 of this
Section). It shall be approximately 21 mm thick with the direction of grain along
the length of the board, If a tubular aluminium alloy spring pole is required, it
shall be in accordance with 3,2 of this Section. The floor protection shall consist
of rubber feet placed as shown in Fig. 2 of this Section, which indicates the general

appearance of spring board, Detail for the toe batten is given in Fig. 3 of this
Section,
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