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This Section of this British Standard has been prepared

under the direction of the Refractory Products Standards

Committee.
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This Section supersedes section fifteen (Addendum No. 1)

to BS 1902 : Part 1A : 1966 which is now withdrawn.
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AMD 5777

Amendment No. 1
published and effective from 29 January 1988
to BS 1902 : Section 3.3 : 1981

Methods of testing refractory materials
Part 3. General and textural properties
Section 3.3 Sieve analysis (methods 1902-303)

Revised text

AMD 5777 Clause 8.2

J 1988 .
anuary Insert the following note at the end of the clause:

‘NOTE. Toluene has a moderate toxicity when inhaled or taken
orally. However, commercial grades are frequently contaminated
with small amounts of benzene, a carcinogenic substance. It is
therefore recommended that toluene in accordance with BS 805 is
used. Grades 1, 2 or 3 (see BS 805) may be used.

The usual precautions with regard to the flammability hazards or
organic solvents and vapours should also be observed. Protective
clothing and goggles should be provided, and the working area
maintained at a concentration of less than 200 p.p.m. toluene.’

AMD 5777 Inside back cover
January 1988 Standards publications referred to:
Before the existing entries insert the following:

‘BS 135, 458, 805 Specifications for benzene, xylenes and toluenes’.

AMD 5777 Back cover
January 1988 . . . , . . , B
Delete the committee reference (twice) ‘RPE/1’ and substitute (twice) ‘RPM/1 formerly RPE/1".
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