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BS 1902 : Section 4.4 : 1984

Foreword

This Section of BS 1902 : Part 4 has been prepared under
the direction of the Refractory Products Standards
Committee and supersedes section 13 of BS 1902 : Part 1A :
1966, which is to be deleted by amendment.

The method of test described in this Section measures the
same property of the material under test as that described
in BS 1902 : Section 4.5, but at ambient or room
temperature instead of at an elevated temperature.

If it is required to have exactly comparable conditions of
test for the determination of modulus of rupture at ambient
temperature and at elevated temperatures, it is possible for
the test equipment and the test piece size specified in

BS 1902 : Section 4.5 to be used at ambient temperatures,
in the place of the equipment and test piece size described
in this Section, but such use is outside the scope of this
Section.
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AMD 4869

Amendment No. 1
published and effective from 28 June 1985
to BS 1902 : Section 4.4 : 1984

Methods of testing refractory materials

Part 4. Properties measured under an applied stress
Section 4.4 Determination of modulus of rupture at
ambient temperature (method 1902-404)
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Correction
AMD 4869 Clause 8.1
June 1985 L . .
ne Delete the existing note 1 and substitute the following:
‘NOTE 1. 1 N/mm? = 1 MN/m? =1 MPa.’
2R06—1.8k—B RPM/1
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