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Verfahren zur Priifung von feuerfestem Material
Teil 5. Feuerfeste und thermische Eigenschaften
Abschnitt 5.0 Einfiihrung

This Section of this British Standard has been prepared
under the direction of the Refractory Products Standards
Committee.

This Section serves as an introduction to the whole of
Part 5 of this British Standard, the general arrangement of
which is shown on the following page, together with a list
of the Sections of Part b. The Sections are published
separately.

The methods of test described in the Sections of Part 5 are
either updated versions of the methods described in

Part 1A : 1966 or are based on corresponding work in the
International Organization for Standardization (1SO).

The details are indicated in each Section.

British Standards Institution

Each method in Part 5 is suitable for use as a laboratory
method, or as a referee method, unless otherwise stated in
the scope of the Section concerned. Any appendices to the
Sections of Part b describe alternative methods, or
alternatives to some portions of the methods, which may
be used in the circumstances described in the introduction
to the appendix concerned.

Unless otherwise specified in the scope of the Section
concerned, each method is applicable to both dense shaped
and shaped insulating products.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 1902 : Section 5.0 : 1983

List of Parts of BS 1902 (showing the Sections of Part 5, which are published separately) i
Part/Section Title Year of Remarks
number issue
Part 1A Sampling and physical tests 1966 Superseded or to be superseded
by the Sections of Parts 3, 4
andb
Part 1B Basic refractory materials 1967
Part 1C Mouldable and castable refractories 1967
Part 2A Chemical analysis of high silica and aluminosilicate 1964
materials
Part 2B Chemical analysis of aluminous materials 1967
Part 2C Chemical analysis of chrome-bearing materials 1974
Part 2D Determination of silica in high silica, aluminosilicate 1969 4
and aluminous materials by coagulation ‘
Part 2E Chemical analysis of magnesites and dolomites 1970
Addendum No. 1 | Determination of boron in magnesites 1976
Part 3 General and textural properties — Sections issued separately, see
Section 3.0 for details
Part 4 : Properties measured under an applied stress — In course of preparation; to be
) issued in Sections
Part 6 Refractory and thermal properties —
Section 5.0 Introduction 7 1983
Section 6.1 Pyrometric reference cones : - In course of preparation
Section 5.2 Determination of pyrometric cone equivalent 1983 Supersedes section six of
(refractoriness) (method 1902-502) BS 1902 : Part 1A : 1966
Section 5.3 Determination of coefficient of thermal expansion — In course of preparation
(horizontal method)
Section 5.4 Determination of coefficient of thermal expansion — In course of preparation p
{bulk thermal expansion method) ‘
Section 5.5 Determination of thermal conductivity {panel method) | — In course of preparation
Section 5.6 Determination of thermal conductivity (hot wire - In course of preparation
method)
Section 5.7 Determination of thermal conductivity (paralle! hot — In course of preparation
wire method)
Section 5.8 Determination of thermal conductivity (split column - In course of preparation
method)
Section 5.9 Determination of permanent change in dimensions - In course of preparation
on heating of shaped insulating products
Section 5.10 Determination of permanent change in dimensions — In course of preparation
on heating of dense shaped products
Section 5.11 Determination of resistance to thermat shock - In course of preparation
(spalling method)
Section 5.12 Determination of resistance to thermal shock — In course of preparation
{ribbon test)
Section 5.13 Determination of resistance to attack by slag - In course of preparation
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