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Foreword
This Section of BS 1902 : Part 5 has been prepared under It is recognized that there may be difficulty in using this
the direction of the Refractory Products Standards method of test for materials composed of aggregates
Committee. containing pieces large in relation to the size of the test
This Section will be technically equivalent to 1SO 528* piece. Consideration is being given to the applicability of
‘Refractory products — Determination of pyrometric cone ~ the method in these circumstances, and to the develop-
equivalent (refractoriness)’ which is to be published by ment of suitable variations in the method or of alternative
the International Organization for Standardization (1SO). methods. Information on experience related to this aspect
It supersedes section six of BS 1902 : Part 1A : 1966 of the test and suggestions will be welcome.
‘Sampling and physical tests’, which has been deleted by Compliance with a British Standard does not of itself
amendment; the method is essentially unchanged. confer immunity from legal obligations.
*At present at the stage of a Draft International Standard. DOCU mentS
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AMD 5746
Amendment No. 1

published and effective frem 30 November 1987
to BS 1902 : Section 5.2 : 1983

Methods of testing refractory materials

Part 5. Refractory and thermal properties
Section 5.2 Determination of pyrometric cone
equivalent (refractoriness) (method 1902-502)

Revised text

AMD 5746 Foreword

November 1987 In paragraph 2, line 1, delete ‘will be technically equivalent to 1SO 528* and substitute

‘is technically equivalent to 1ISO 528-1983".
In paragraph 2, line 3, delete ‘to be’.
Delete the asterisked footnote.

AMD 5746 Clause 1. Scope
November 1987 Delete note 1 entirely.

In note 2, line 1, delete ‘2’.

AMD 5746 Clause 5.1.2

November 1987 In line 6, after ‘number’ insert ‘in accordance with I1SO 1146".

AMD 5746 Clause 5.2 Pyrometric reference cones
November 1887 Delete this clause entirely, together with the asterisked footnote,
and substitute the following.

‘6.2 Pyrometric reference cones. The respective reference
temperatures of the cones shall be as stated by the
manufacturer.

The angle at which the leading edge or leading face is to be
mounted (see 8.2) and the rate or rates at which the cones
are to be heated (see 9.3) shall be as stated by the
manufacturer.

If the organization carrying out the determination is
distinct from that for whom it is carried out, they shall
agree on the type of reference cones to be used.’

AMD 5746 Clause 6.1 Sampling
November 1987 In line 3, delete ‘t’ and substitute **".

In the associated footnote, delete ‘t’ and substitute ‘*".

AMD 5746 Clause 6.3.3.2

N . , . g
ovember 1987 In line 10, delete ‘+’ and substitute ‘t’.

In the associated footnote, line 1, delete ‘+’ and substitute ‘t’.
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