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BS 1902 : Section 9.1 : 1987

Foreword

This Section of BS 1902 : Part 9 has been prepared under
the direction of the Refractory Products Standards
Committee. It is one of a series of Sections covering
chemical analysis by instrumental methods, and describes
the X-ray fluorescence {XRF) technique.

The method is based on the fused, cast bead technique
which is the current accurate industrial method for the
preparation of oxide materials for XRF in the United
Kingdom and much of Europe. It has been necessary to use
inter-element corrections in the calibrations. The flux used
is of low melting point, which greatly assists mixing and
dissolution of the samples. The flux has successfully been
applied to the analysis of silica/alumina materials from sand
through clays, feldspars, etc. to pure alumina materials,
and is also suitable for a whole range of other materials
including zircon, steatite, glazes, frits, fluxes, glasses,
fluorspar and gypsum.

The calibration is by binary standard beads for calibration
and line interference or background corrections, and by
binary or tertiary standard beads for inter-element (alpha)
corrections. This ensures that each parameter in the
calibration, calibration curve, line interference and alpha
correction is determined separately. No assumptions are
made beforehand that calibrations will be linear. Because an
ignited sample and an ignited-basis flux is used, the dilution
of the samples in melts is constant, hence simplifying
calibration and analysis.

Compliance with a British Standard does not of itseif
confer immunity from legal obligations.

Documents

Document Sharing Hub

Full document details: BS 1902-9.1:1987


http://www.avadocuments.com/doc/bs-1902-9-1-1987
http://www.avadocuments.com/doc/bs-1902-9-1-1987

Full document details: BS 1902-9.1:1987

BS 1902 : Section 9.1 : 1987

Contents

Page

Foreword Inside front cover
Committees responsible Back cover

Methods

Scope

Principle

Preparation of the analysis sample

Reagents

Apparatus

Preparation of beads

Presentation of beads

XRF spectrometer

Ratio standard beads

10 Calibration standard beads

11 Alpha correction standard beads

12 Calibration

13 Line interference and background effects

14 Alpha corrections

15 Analysis

16 Correction for tungsten carbide contamination
and loss on ignition

17 Reporting of results 9

18 Test report 10

OCONOOOEWN=

OO0 ~NOOATITOAWWNNNN

©w

Appendices

A Tungsten carbide corrections with cobalt or

nickel bonds 11
B Monitoring of background and sensitivity 11
C Typical alpha corrections for rhodium end

window and chromium side window X-ray tubes 12
D Computation of third order equations 13

Tables

Ranges of content

Maximum allowable detection limits
Composition of ratio standard beads

Minor constituents on alumina

Minor constituents on each other

Rhodium end window tube empirical alpha
corrections (x 10°) 12
7 Chromium side window tube empirical alpha

corrections (x 10°%) 12

OO WN =
NN ON

Figure
1 Combined vessel for top surface presentation 10

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-1902-9-1-1987
http://www.avadocuments.com/doc/bs-1902-9-1-1987

BS 1902 : Section 9.1 : 1987

Method

1 Scope

This Section of BS 1902 : Part 9 describes a method for
analysing alumino-silicate refractories using X-ray
fluorescence.

The method is intended for materials containing not more
than 90 % of silica (SiO, ) or alumina (Al, 03} on the
ignited basis. The ranges of content of constituents are
given in table 1.

Table 1. Ranges of content
Oxide Range

%
Alumina (Al, 03) 10 to 90
Silica (SiO,) 5 to 90
Titanium oxide (TiO, ) 0.01t05
Iron {I11) oxide (Fe, O3) 001tob
Calcium oxide (Ca0) 001tob
Magnesium oxide (MgQO) 003to5
Sodium oxide (Na, O) 0.05t0 10
Potassium oxide (K, O) 001to5
Tungsten oxide (WO3) 0.02t0 2
Cobalt oxide® (Co;0,) 001to1
Nickel oxide™ (NiQ) 001to 1
*These ranges are for the analysis of the binder in the
tungsten carbide mortar, which may be either cobalt or
nickel. The appropriate analysis should be carried out.
NOTE. Other elements may be added as necessary.

NOTE. The titles of the publications referred to in this standard are
listed on the inside back cover.

2 Principle

The powdered sample is fused with a flux to destroy its
mineralogical and particulate composition. The resultant
melt is cast into a glass bead which is introduced into an
X-ray fluorescence spectrometer. The intensities of the
fluorescent X-rays of the required elements in the bead are
measured and the chemical composition of the sample is
analysed by reference to previously determined calibration
graphs or equations.

3 Preparation of the analysis sample

The sample shall be finely ground (the bulk to be finer than
125 um equivalent spherical diameter), either by using a
suitable mechanical device and appropriate grinding times,
or by hand. The grinding media shall be boron carbide,
tungsten carbide or agate. If tungsten carbide is used,

the contamination shall be monitored, and the appropriate
corrections applied to the analysis and loss on ignition
figure (see clause 16).

NOTE 1. Further corrections resulting from the binder in the
tungsten carbide are shown in appendix A.

NOTE 2. if low sitica levels are expected then agate grinding should
not be used. Agate should only be used for soft materials such as
unfired clays.

4 Reagents

4.1 Flux™ The flux shall be a mixture of one part by mass
lithium tetraborate (Li, B40-) to four parts by mass
lithium metaborate (LiBO, ), the ratio being of the dry
fluxes. It shall be of an analytical quality.

In practice the flux will contain a certain amount of
moisture. This shall be corrected for in one of two ways.

(a) Ignite the entire quantity of flux required overnight
at 700 °C immediately before it is used for analysis and
then store in a desiccator.

(b) Carry out duplicate losses on ignition on 1 g portions
of the well mixed contents of each kilogram of flux used.
The ignition is either at 700 °C for 1 h or at 1200 °C for
10 min. Keep the flux tightly sealed except when in use.
The loss on ignition, expressed as a percentage L, is then
used to calculate a factor f (see equation 1) which is in
turn used to calculate the mass of the unignited flux
needed to produce the required mass of flux on the
ignited basis (f X required mass of ignited flux = required
mass of unignited flux). Carry out this loss on ignition
weekly, or for each kilogram of flux used, whichever is
the more frequent.

100
f= — (1)
100 - L
where
L is the foss on ignition (in %).

Recheck calibrations when batches of flux are changed.

4.2 Oxides or carbonates for glass beads. The reagents used
to prepare the standard beads for cations shall be pure
oxides or carbonates of at feast 99.95 % purity (excluding
moisture or CO, ) for minor constituents and of at least
99.99 % purity for silica and alumina.

In order to obtain the reagents in a known stoichiometry in
terms of content they shall be treated before use as follows.

(a) Silica, alumina and magnesium oxide. Determine the
loss on ignition as follows. Ignite the material at

1200 °C and keep it at this temperature for 30 min
before use. Cool in a desiccator to room temperature.
After allowing for this loss weigh the appropriate
amount of the unignited material to prepare the
standard bead.
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(b) Titanium oxide. Ignite the material at 1000 °C and
keep it at this temperature for 30 min before use. Cool
in a desiccator to room temperature.

(c) /ron (111) oxide. |gnite the material at 700 °C and
keep it at this temperature for 30 min before use. Cool
in a desiccator to room temperature.

(d) Calcium carbonate, tungsten oxide, potassium
carbonate and sodium carbonate. Dry at 220 °C to
constant mass before use. Cool in a desiccator to room
temperature.

NOTE 1. A 2 h treatment is usually sufficient for drying.
NOTE 2. Tungsten carbide (WC) will be introduced as a
contaminant if this media is used for grinding. Laboratories
using tungsten carbide for sample grinding should calibrate

for WO3 in order to monitor its presence in samples, and hence
correct the analysis and the loss on ignition for WC contamina-
tion (see clause 16). Unlike the chemical analysis procedure,
X-ray fluorescence determinations are not subject to any
significant interference due to tungsten and furthermore the
contaminant tungsten can be easily monitored.

5 Apparatus

5.1 Vessels used for the fusion of samples with flux,
with the exception of the lids (5.5) shall be constructed
from a platinum alloy that is not wetted by the melt.

The casting moulds shall be made from any suitable material
not wetted by the melts, which does not contaminate the
sample or cause reduction.

NOTE. A mould consisting of 95 % platinum and 5 % gold is
suitable.

5.2 Fusion dishes of sufficient capacity to hold the
quantity of unfused flux and sample required by the size
of the casting mould.

NOTE. For a 35 mm diameter bead where 1.5 g sample and 7.5 g
flux are used, a fusion dish of 50 mL capacity is suitable.

5.3 Casting moulds™ designed to give a circular bead of a
diameter within the range 25 mm to 40 mm and of thickness
to exceed the critical depth for the element {ines used in
analysis. The sides shall be set at a suitable angle to the
vertical to ensure that the beads are readily released.

I1f the top surface of the bead is to be used for analysis,
there shall be a horizontal rim to the casting mould and
the mass of melt shall be sufficient to fill the mould and
give a reproducible curved top surface.

NOTE 1. Calibration and analysis are carried out using the same
pattern and size of casting mould throughout.

NOTE 2. Once a size and type of mould has been selected it should
be used throughout; if it is changed, re-calibration is required.

5.4 Fusion moulds ™.

NOTE 1. As an alternative method to fusion in a dish followed by
casting into a mould, it is permissible to use a combined vessel
which functions both as a fusion dish and a casting mould (see
figure 1).
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The volume of the dish shall be sufficient to hold the
unfused sample and flux required to fill the mould part of
the vessel when fused. The mould part of the vessel shall
comply with 5.2. In addition, if it is intended that the top
surface of the bead produced by the vessel is to be used
for presentation to the X-ray fluorescence spectrometer,
a horizontal rim shall be interposed between the top of
the mould and the sides of the dish.

NOTE 2. If the rim is not present concave top surfaces will be

produced on the beads, which are not conducive to accurate
analysis.

NOTE 3. Once a size and type of mould has been selected it should
be used throughout; if it is changed, re-calibration is required.

5.5 Lids for dishes and fusion moulds large enough to
completely cover the dishes; they are not required to be of
a non-wetted alloy of platinum.

NOTE. Platinum itself is suitable.

5.6 Heat reservoir for casting mould (optional).

NOTE 1. A heat reservoir is usually required when using moulds of
small sizes, so that the mould does not cool too rapidly when
removed from the furnace.

NOTE 2. A small piece of flat refractory material is suitable, e.g. a
piece of sillimanite batt with approximate dimensions 10 mm thick
by 50 mm square.

5.7 Air jet (optional).

NOTE 1. An air jet is usually required to free the melt from the dish
and cool the former rapidly. This can be any device whereby a
narrow jet of air can be directed to the centre of the base of the
casting dish.

NOTE 2. A convenient way to do this is to use the base of a
bunsen burner without a barrel.

6 Preparation of beads

6.1 Loss on ignition

NOTE 1. The mass of sample resulting after the loss on ignition
determination should be sufficient to produce an adequate mass of
sample for the fusion procedure. In practice the mass required will
be 1 g to 2 g, which should be weighed to + 0.0005 g.

Dry the ground sample at 110 + 5 °C for at least 4 h, or to
constant mass. Store the samples over a drying agent in
desiccators while cooling.

NOTE 2. Silica gel, calcium chloride or any similar desiccant is
suitable.

Weigh 1.000 g into a suitable platinum alloy vessel {see 5.2
and 5.4) of known mass. Almost completely cover the
vessel with a lid, and then either place the vessel in a muffle
furnace and slowly increase the temperature to

1025 + 25 °C; or start the ignition over a low flame, taking
care to ensure oxidizing conditions, and slowly increase the
temperature to a dull red heat over a period of 20 min,
then transfer the vessel to a furnace at 1025 + 25 °C.
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