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BS 1932 : Part 1 : 1989

Foreword

This revision of BS 1932 : Part 1 has been prepared under
the direction of the Textiles and Clothing Standards
Committee. It supersedes BS 1932 : Part 1: 1965, which
is withdrawn. Methods for determination of knot and loop
strength are given in BS 1932 : Part 2.

With the widespread use of strain gauge constant rate of
extension (CRE) tensile testing machines, the constant

rate of load (CRL) and constant rate of traverse (CRT)
tensile testing machines are now used less, and a change
has been made to CRE as the preferred method. Additional
procedures for CRL and CRT tests are described in
appendix A.

A reference method (method A) is described using the CRE
procedure on conditioned, relaxed skeins of yarn.

It is recognized that with automatic tensile testing
machines the reference method is impracticable, that in
many cases the sophistication of the reference method is -
not needed for general testing, and that CRL and CRT
tensile testing machines are still in use. Additional
procedures are therefore given for automatic testing for
packages (methods B and F) and the use of CRE, CRT and
CRL for manual testing directly from a package (methods
C, D and E). Methods D to F are contained in appendix A.
It is stressed that these additional procedures may not give
results identical with the reference method, or with each
other.

This standard is related to 1SO 2062-1972 published by the
International Organization for Standardization (1SO).

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 6339

Amendment No. 1
published and effective from 28 June 1991

to BS 1932 : Part 1 : 1989

e
L

STANDARDS

Testing the strength of yarns and threads from
packages

Part 1. Methods for determination of breaking
strength and breaking extension

Revised text

AMD 6339 Clause 7.3 Conditioning of sample skeins
June 1991
Insert the following new sentence at the end of the clause:

‘Perform all tests in the standard temperate atmosphere for
testing textiles (see clause 5).’

AMD 6339 Clause 8.1 Preparation and conditioning

June 1991 . .
Insert the following new sentence after ‘at least 24 h.":

‘Perform all tests in the standard temperate atmosphere
for testing textiles (see clause 5).
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