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BS 2000 : Part 107 : 1993

Foreword

This British Standard, having been prepared under the direction of the Petroleum
Standards Policy Committee, was published under the authority of the Standards
Board and comes into effect on 28 February 1993.

This British Standard supersedes BS 2000 : Part 107 : 1991, which is withdrawn.

BS 2000 comprises a series of test methods for petroleum and its products that are
published by the Institute of Petroleum (IP) and have been accorded the status of a
British Standard. Each method should be read in conjunction with the preliminary
pages of 'IP Standard methods for analysis and testing of petroleum and related
products' which gives details of the BSVIP agreement for publication of the series,
provides general information on safety precautions, sampling and other matters, and
lists the methods published as Parts of BS 2000.

The numbering of the Parts of BS 2000 follows that of the corresponding methods
published in 'IP Standard methods for analysis and testing of petroleum and related
products’. Under the terms of the agreement between BSI and the Institute of
Petroleum, the revised version of BS 2000 : Part 107 will be published by the IP (in
*Standard methods for analysis and testing of petroleum and related products' and as
a separate publication). BS 2000 : Part 107 : 1993 is thus identical with IP 107/86.
Square brackets marked in the margin of this IP Standard indicate text that differs
from the previous edition.

Compliance with a British Standard does not of itself confer immunity from legal
obligations.

© The Institute of Petroleum
& BSI 1993

Committee reference PTC/13
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Determination of sulphur - Lamp combustion

method

This method was adopted as a joint ASTM-IP Method in 1964.

This standard does not purport to address all of the safety problems associated with its use. It is the
responsibility of the user of this standard to establish appropriate safety and health practices and
determine the applicability of reguiatory limitations.

1. SCOPE

1.1. This method covers the determination of total
sulphur in liquid petroleum products in
concentrations above 0.002% by weight [Note 1]. A
special sulphate analysis procedure is described in
Appendix I that permits the determination of sulphur
in concentrations as low as 5 ppm.

NOTE 1: The comparable lamp method for the determination of
sulphur in fuel gases is described in ASTM Method D 1072. For
the determination of sulphur in heavier petroleum products that

cannot be burned in a lamp, see the bomb method (ASTM D129-
IP 61), or the high-temperature method (ASTM D1552).2

1.2. The direct burning procedure (Section 7) is
applicable to the analysis of such materials as
gasoline, kerosine, naphtha, and other liquids that
can be burned completely in a wick lamp. The
blending procedure (Section 8) is applicable to the
analysis of some materials that cannot be burned
satisfactorily by the direct procedure, such as gas oils,
distillate fuel oils, naphthenic acids and alkyl
phenols. Residual fuel oils, bitumens, tars and other
heavy residues CANNOT be analysed by this
method.

1.3. Phosphorus compounds normally present in
commercial gasoline do not interfere. A correction is
given for the small amount of acid resulting from the
combustion of the lead anti-knock fluids in gasolines.
Appreciable concentrations of acid-forming or base-
forming elements from other sources interfere when
the titration procedure is employed since no
correction is provided in these cases.

2. SUMMARY OF METHOD

2.1. The sample is burned in a closed system, using
a suitable lamp (Fig. 1) and an artificial atmosphere
composed of 70% carbon dioxide and 30% oxygen
to prevent formation of nitrogen oxides. The oxides
of sulphur are absorbed and oxidized to sulphuric
acid by means of hydrogen peroxide solution which is

'Under the standardization procedure of ASTM, this method is
under the jurisdiction of the ASTM Committee D-2 on
Petroleum Products and Lubricants.

In the IP, this method is under the jurisdiction of the
Standardization Committee.
2Annual Book of ASTM Standards, Vol. 05.01.

then flushed with air to remove dissolved carbon
dioxide. Sulphur as sulphate in the absorbent is
determined acidimetrically by titration with standard
sodium hydroxide solution, or gravimetrically by
precipitation as barium sulphate (see Appendix IT).

2.2. Alternatively, the sample may be burned in
air, the sulphur as sulphate in the absorbent being
determined by precipitation as barium sulphate for
weighing (see Appendix II).

NOTE 2: In the absence of acid-forming or base-formin
elements, other than sulphur, results by the volumetric ang

gravimetric finishes described are equivalent within the limits of
precision of the method.

2.3. For sulphur contents below 0.002% by
weight, it is necessary to determine the sulphate
content in the absorber solution turbidimetrically as
barium sulphate (see Appendix I).

3. APPARATUS

3.1. Absorbers, Chimneys, Lamps, and Spray Traps
(Fig. 1) - as required are described in detail in
Appendix III. The standard flask and burner (Fig. 4)
as shown is not suitable for burning highly aromatic
mixtures without blending, as described in Section 8.
The flask and burner for aromatic samples (Fig. 4)
permits burning these samples directly without
blending and may also be used to burn non-aromatic
samples; with this lamp, a second port with control
valve in the burner manifold is required.

3.2. Cotton Wicking — Clean, unused, uniform,
twisted white cotton yarn of good quality.3 For the
burner to burn aromatic samples use long staple, fine
spun, commercial ‘fine’ grade.*

3.3. Manifold System — consisting of a vacuum
manifold with regulating device, valves, etc. (Fig. 2)
and a dual manifold (burner and chimney) supplying
a gas mixture of approximately 70% carbon dioxide
(CO,) and 30% oxygen (O,) at regulated pressures.

Lily Rug yarn, white, 4-strand (2-3 mg per cm per strand),
manufactured by Lily Mills, Shelby, N.C., as Article 241, has
been found satisfactory for this purpose, or the type marketed
by various suppliers in the U.K. as 13s/14 ends, scoured and
bleached.

*‘Available from Arthur H. Thomas Co. West Washington
Square, Philadelphia 6, Pa.
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Fig. 1. Assembled lamp unit.

The vacuum manifold shall be connected to a pump
of sufficient capacity to permit a steady gas flow of
about 3 litres per min through each absorber and to
maintain a constant manifold pressure of
approximately 40 cm of water below atmospheric.
The gas mixture in the chimney manifold shall be
maintained at a nearly constant pressure of 1 to 2 cm
of water and the burner manifold at approximately

SULPHUR BY LAMP METHOD, IP 107

20 cm of water. A suitable arrangement is shown in
Fig. 2 and described in Appendix III, but any other
similar system may be used. Modifications of the
manifold and associated equipment for burning
samples in air are shown in Fig. 3 and described in
Appendix II.

4. REAGENTS AND MATERIALS

4.1. Purity of Reagents — Reagent grade chemicals
shall be used in all tests. Unless otherwise indicated,
it is intended that all reagents shall conform to the
specifications for analytical reagents of the
Committee on Analytical Reagents of the American
Chemical Society where such specifications are
available or to other such recognized standards for
reagent chemicals.® Other grades may be used,
provided it is known or first ascertained that the
reagent is of sufficiently high purity to permit its use
without lessening the accuracy of the determination.

4.2. Purity of Water — Unless otherwise indicated,
references to water shall be understood to mean
distilled water or water of equal purity.

4.3. Carbon Dioxide and Oxygen — The carbon
dioxide (CO,) and the oxygen (O,) shall each be at
least 99.5% pure. These gases shall meet the
requirements of Section 7.5.

4.4. Diluent — The diluent used shall have a sul-
phur content less than 0.001%, be completely
miscible with the sample to be analysed, and permit
burning at a moderate rate without smoking.
N-heptane, isooctane, and absolute ethyl alcohol
have been found suitable [Note 10}.

'See ‘Reagent Chemicals, American Chemical Society
Specifications’, Am. Chemical Soc., Washington, D.C., or
proprietary specifications for Analytical Grade Chemicals. For
suggestions on the testing of reagents not listed by the
American Chemical Society or in proprietary specifications, see
‘Reagent Chemicals and Standards’, Joseph Rosin, D. Van
Nostrand Co., Inc.. New York, N.Y., and the ‘United States
Pharmacopoeia’, or ‘British Pharmacopoeia’.
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Fig. 2. CO,-0, supply manifold and lamp system.
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