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National foreword

This British Standard supersedes BS 2000-146:1993 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
PTI/13, Petroleum testing and terminology, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

The Institute of Petroleum publishes and sells all parts of BS 2000, and
all BS EN petroleum test methods that would be part of BS 2000, both in
its annual publication “Standard methods for analysis and testing of
petroleum and related products and British Standard 2000 parts” and
individually.

Further information is available from:

The Institute of Petroleum, 61 New Cavendish Street, London W1M S8AR.
Tel: 020 7467 7100. Fax: 020 7255 1472.

Cross-references

The British Standards which implement international publications referred to in this
document may be found in the BSI Standards Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Find” facility of
the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 146.1 to 146.5
and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Sector Amd. No. Date Comments

Committee for Materials and
Chemicals, was published under
the authority of the Standards
Committee and comes into effect
on 15 February 2000
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[
—— BS 2000 : Part 146 : 1999

IP W IP 146/99 qsn, ASTM D892-97 §__

Determination of foaming characteristics of

lubricating oils"

This method was adopted as a joint ASTM—IP Standard Method in 1966.

This standard does not purport to address all of the safety problems associated with its use. It is the
responsibility of the user of this standard to establish appropriate safety and health practices and

1. SCOPE

1.1 This method of test is intended for the
determination of the foaming characteristics of
lubricating oils at specified temperatures. Means of
empirically rating the foaming tendency and the
stability of the foam are described.

2. APPLICABLE DOCUMENTS

2.1. ASTM Standards:

D86 Distillation of Petroleum Products?.

D130 Test for Detection of Copper Corrosion
from Petroleum Products by the Copper Strip
Tarnish Test?.

D156 Test for Saybolt Color of Petroleum
Products (Saybolt Chromometer Method)®.

D235 Mineral Spirits (Petroleum Spirits) (Dry
Cleaning Solvent)®.

D381 Test for Existent Gum in Fuels by Jet
Evaporation’.

D1159 Test for Bromine Number of Petroleum
Distillates and Commercial Aliphatic Olefins by
Electrometric Titration?.

D1298 Test for Density, Specific Gravity, or API
Gravity of Crude Petroleum and Liquid Petroleum
Products by Hydrometer Method?.

El Specification for ASTM Thermometers®.

2.2. IP Standards:

IP 17 Colour by the Lovibond Tintometer.

IP 30 Doctor Test.

IP 170 Flash Point by the Abel Closed Cup
Method .

IP 123 Distillation of Petroleum Products.

IP 130 Bromine Number of Petroleum Distillates
and Commercial Aliphatic Olefins by Electrometric
Titration.

IP 131 Existent Gum in Fuels by Jet Evaporation.

IP 154 Detection of Copper Corrosion from
Petroleum Products by the Copper Strip Tarnish
Test.

IP 160 Density, Specific Gravity, or API Gravity of
Crude Petroleum and Liquid Petroleum Products,
Hydrometer Method.

'Under the standardization procedure of the Society, this
method is under the jurisdiction of the ASTM Committee D-2
on Petroleum Products and Lubricants.

In the IP this method is under the jurisdiction of the
Standardization Committee.
2Annual Book of ASTM Standards, Vol 05.01.
3Annual Book of ASTM Standards, Vol 06.04.
*Annual Book of ASTM Standards, Vol 14.03.

determine the applicability of regulatory limitations.

3. SUMMARY OF METHOD

3.1. The sample, maintained at a temperature of
24°C is blown with air at a constant rate for 5 min,
then allowed to settle for 10 min. The volume of foam
is measured at the end of both periods. The test is
repeated on a second sample at 93.5°C, and then,
after collapsing the foam, at 24°C.

4. SIGNIFICANCE

4.1. The tendency of oils to foam can be a serious
problem in systems such as high-speed gearing, high-
volume pumping, and splash lubrication. Inadequate
lubrication, cavitation, and overflow loss of lubricant
may lead to mechanical failure. This method is
valuable in the selection of oils suitable for such
operating conditions.

5. APPARATUS

1. The Foaming Test Apparatus — shown in Fig.
1, shall consist of a 1000 ml graduated cylinder and
an air-inlet tube, shown in Fig. 2, to the bottom of
which is fastened a 25.4 mm diameter spherical gas
diffuser stone® made of fused crystalline alumina
grain [Note 1]. The cylinder shall have a diameter
such that the distance from the inside bottom to the
1000 ml graduated mark is 360+25 mm. It shall be
circular at the top [Note 2] and shall be fitted with a
rubber stopper having one hole at the centre for the
air-inlet tube and a second hole off-centre for an air-
outlet tube. The air-inlet tube shall be adjusted so
that, when the rubber stopper is fitted tightly into the
cylinder, the diffuser stone [Note 3] just touches the
bottom of the cylinder and is approximately at the
centre of the circular cross-section. Diffuser stones
shall meet the following specification when tested in
accordance with the method given in Appendix Al.

not greater than 80

3000 to 6000

Maximum pore diameter, microns
Permeability at pressure of 250 mm
water, ml of air per min

*Suitable diffusers may be obtained from the Norton Company,
Industrial Ceramics Division, Worcester, Massachusetts 01606,
USA under the designation AX 536, Alundum Porous Stones.

Suitable metal diffusers may be obtained from Petrolab
Corporation, 874 Albany-Shaker Road, Latham, NY 12110,
under the designation M13 - 0653.

The names of suitable suppliers of diffuser stones in the U.K.
may be obtained from the Institute of Petroleum.
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