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BS 2000 : Part 154 : 1993

Foreword

This British Standard, having been prepared under the direction of the Petroleum
Standards Policy Committee, was published under the authority of the Standards
Board and comes into effect on 28 February 1993. It is identical with ISO 2160 :
1985, prepared by Technical Committee 28, Petroleum products and lubricants, of
the International Organization for Standardization (ISO).

This British Standard supersedes BS 2000 : Part 154 : 1982, which is withdrawn.

BS 2000 comprises a series of test methods for petroleum and its products that are
published by the Institute of Petroleum (IP) and have been accorded the status of a
British Standard. Each method should be read in conjunction with the preliminary
pages of ‘IP Standard methods for analysis and testing of petroleum and related
products’ which gives details of the BSI/IP agreement for publication of the series,
provides general information on safety precautions, sampling and other matters, and
lists the methods published as Parts of BS 2000.

The numbering of the Parts of BS 2000 follows that of the corresponding methods
published in ‘IP Standard methods for analysis and testing of petroleum and related
products’. Under the terms of the agreement between BSI and the Institute of
Petroleum, the revised version of BS 2000 : Part 154 will be published by the IP (in
‘Standard methods for analysis and testing of petroleum and related products’ and as
a separate publication). BS 2000 : Part 154 : 1993 is thus identical with IP 154/93.
Square brackets marked in the margin of this IP Standard indicate text that differs
from the previous edition.

IP 154 was previously published as a British Standard as BS 4351 (now withdrawn)
which was subsequently renumbered and issued in the BS 2000 series.

Compliance with a British Standard does not of itself confer immunity from legal
obligations.

© The Institute of Petroleum
& BSI 1993
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Petroleum products — Corrosiveness to copper —

Copper strip test

WARNING - The use of this International Standard may involve hazardous materials, operations and

equipment. This standard does not purport to address all of the safety problems associated with its use.

it is the responsibility of the user of this standard to establish appropriate safety and health practices
and determine the applicability of regulatory limitations prior to use.

1 Scope and field of application

This International Standard specifies a method for the deter-
mination of the corrosive tendencies towards copper of
petroleum products such as aviation gasoline, aviation turbine
fuel, automotive gasoline, natural gasoline or other hydro-
carbons having a Reid vapour pressure no greater than 124 kPa
(1,24 bar), white spirits, cleaners (Stoddard) solvent, kerosene,
diesel fuel, distillate heating oil, lubricating oil and certain other
petroleum products.!

CAUTION ~ Some products, particularly natural
gasoline, may have a much higher vapour pressure than
would normally be characteristic of automotive or avia-
tion gasolines. For this reason, extreme caution must be
exercised to assure that the test bomb containing natural
gasoline or other products of high vapour pressure is not
placed in the 100 °C bath. Samples having Reid vapour
pressures in excess of 124 kPa (1,24 bar) may develop suf-
ficient pressure at 100 °C to cause rupture of the test
bomb. For any sample having a Reid vapour pressure
above 124 kPa (1.24 bar), use ISO 6251, L/quefied petroleum
gases — Corrosiveness to copper — Copper strip test.

2 Principle

A polished copper strip is immersed in a given quantity of
sample and heated at a temperature and for a time specified for
the material being tested. At the end of this period, the copper
strip is removed, washed, and compared with corrosion stan-
dards.

3 Reagents and materials

3.1 Wash solvent

Any volatile, sulphur-free hydrocarbon solvent may be used,
provided that it shows no tarnish when tested at 50 °C. Knock
test grade /so-octane is a suitable solvent and shall be used in
case of dispute. Details of the essential requirements of Knock
test /iso-octane are given in the annex.

3.2 Copper strip

Copper strips 12,5 mm wide, 1,5 to 3,0 mm thick, 75 mm long,
cut from smooth-surfaced, hard-temper, cold-finished, elec-
trolytic type copper of more than 99,9 % purity ; electrical bus-
bar stock is generally suitable.

The strips may be used repeatedly but shall be discarded when
they show pitting or deep scratches that cannot be removed, or
when the surfaces become deformed on handiing.

3.3 Polishing materials

Silicon-carbide abrasive paper of varying degrees of fineness
including 65 pm (240 grit) paper or cloth, also supply of
105 gm (150 mesh) silicon-carbide powder, and pharma-
ceutical grade absorbent cotton (cotton wool).

4 Apparatus

4.1 Test bomb, constructed of stainless steel according to
the dimensions shown in figure 1, and capable of withstanding
a test pressure of 700 kPa (7 bar) gauge. Alternative designs for
the bomb cap and synthetic rubber gasket may be used, pro-
vided that the internal dimensions of the bomb are the same as
those shown in figure 1.

4.2 Test tubes, 25 mm x 150 mm, as liners for the test
bomb, to hold the samples.

NOTE — The capacity of some thin wall test tubes is such that the
sample does not completely cover the copper strip. Such tubes should
not be used.

4.3 Water or other liquid baths, capable of being main-
tained at the specified test temperatures to within +1 °C. The
normally specified temperatures for the different products are
given in section 8.1.2 through 8.1.6. The bath shall have
suitable supports to hold the test bomb in a vertical position.
The bath shall be deep enough so that the entire bomb will be
submerged during the test.

NOTE — Light has been found to have considerable influence on test
results. Therefore, the bath should be made of a non-transparent
material.

1) A different method of evaluating corrosive tendencies of electrical insulating oils is given in IEC Publication 296, Specification for new insulating
oils for transformers and switchgear.
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