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BS 2000-280:1999

National foreword

This British Standard reproduces ISO 7624:1997 and implements it as the UK
national standard. It supersedes BS 2000-280:199¢ which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
PTI/13, Petroleum testing and terminology, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

The Institute of Petroleum publishes and sells all parts , and
all BS EN petroleum test methods that would be part of BS 2000, both in
its annual publication “Standard methods for analysis and testing of
petroleum and related products and British Standard 2000 parts” and
individually.

Further information is available from:

The Institute of Petroleum, 61 New Cavendish Street, London W1M S8AR.
Tel: 020 7467 7100. Fax: 020 7255 1472.

Cross-references

The British Standards which implement international publications referred to in this
document may be found in the BSI Standards Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Find” facility of
the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 280.1 to 280.11
and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Sector Amd. No. Date Comments

Committee for Materials and
Chemicals, was published under
the authority of the Standards
Committee and comes into effect
on 15 February 2000
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B IP qp IP 280/99 @ ISO 7624:1997

BS 2000 : Part 280 : 1999

Petroleum products and lubricants — Inhibited mineral
turbine oils — Determination of oxidation stability

WARNING — The use of this International Standard may involve hazardous materials, operations and equipment.

This International Standard does not purport to address all of the safety problems associated with its use. It is

the responsibility of the user of this International Standard to establish appropriate safety and health practices
and determine the applicability of regulatory limitations prior to use.

1 Scope

This International Standard specifies a method for
the determination of the resistance to oxidation
under specified conditions of unused inhibited
mineral turbine oils. The method is also applicable
to other types of oil, such as hydraulic oil.

NOTE This method may be used for specification
purposes, and is of value in estimating the oxidation
stability of turbine lubricants in the laboratory. It should
be recognized, however, that correlation between the
results of any single method of test for oxidation
stability and the stability of an oil in service will vary
with service conditions.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute
provisions of this International Standard. At the
time of publication, the editions indicated were
valid. All standards are subject to revision, and
parties to agreements based on this International
Standard are encouraged to investigate the
possibility of applying the most recent editions of
the standards indicated below. Members of IEC
and ISO maintain registers of currently valid
International Standards.

ISO 3696: 1987, Water for analytical laboratory
use — Specification and test methods.

ISO 4793: 1980, Laboratory sintered (fritted)

filters — Porosity grading, -classification and
designation.

3 Principle

Oxygen is passed for 164 h through a sample of
the oil with added soluble metal catalysts (iron and

copper) and maintained at 120 °C. The volatile
acid products, the acidity of the oil, and the sludge
formed are determined. If it is required to measure
the length of time to obtain a pronounced increase
in the rate of evolution of volatile acids (induction
period), an acidity/time curve is obtained by daily
deter-minations of the volatile acids.

4 Reagents and materials

During the analyses, use only reagents of
recognized analytical grade and water meeting the
requirements of ISO 3696 Grade 2 or water of
equivalent purity, unless otherwise specified.

4.1 Catalysts

Prepare 1 % (m/m) solutions of copper naphthenate
and iron naphthenate by dilution of master
solutions which conform to annex A. After
dilution, the solutions shall have a total trace
metals content (other than sodium) of not greater
than 300 mg/kg. Use mineral oil containing
approximately 5 % aromatic carbon as the diluent
for the working solutions. Store this solution in the
dark.

NOTE High boiling turbine base oil of ISO VG 32
viscosity is recommended.

Do not use white paraffinic oils because of the
lower solubility of the iron naphthenate.

4.2 Oxygen, commercial product (minimum
purity 99,4 %).

The oxygen shall be dried by passing through a
suitable desiccant. The oxygen delivery system
shall be constructed such that a smooth flow of
oxygen is delivered to the measuring device. At
the beginning of each test-run, the oxygen flow-
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F’“ OXIDATION STABILITY, IP 280 —/

rate given by the measuring device, shall be set to to a red which is comparable to that of a 10 %
1,0 I/h = 0,1 I/h and checked with the soap solution of cobalt nitrate [Co(NO,),.6H,0].
bubble flowmeter (5.6), and from there on, when

carrying out daily flow checks, the rate shall be 4.4 Phenolphthalein, 10 g/l alcoholic

maintained at 1,0 I/h £ 0,1 I/ for the duration of indicator solution.
the test, and checked by the soap bubble meter if
considered necessary. 4.5 Heptane, analytical grade, or of equal or

greater purity.
WARNING Use only with equipment conditioned

for oxygen service by careful cleaning to remove 4.6 Hydrochloric acid, aqueous solution of

oil, grease and other combustibles. Do not use oils 0,1 mol/l HCI.

or grease on regulators, gauges or control

equipment. If a leak in the oxygen supply 4 7  potassium hydroxide,  standard

pipework is suspected, turn off immediately and volumetric ethanolic solution of ¢, = 0,1 mol/l

seek qualified assistance. Depressurize the Standardize daily or as appropria?g.H ' ’

pipework prior to investigating a leak. The oxygen

supply system should be checked regularly. 4.8 Toluene.

:I‘;Z: o Alkali blue, 20 g/l solution in ethanol 4‘.9 Dichloromethane. Dispose of waste
dichloromethane in an approved manner.

To obtain a good end-point with alkali blue 4.10 Ethanol, denatured, containing

indicator, after dissolving in ethanol (4.10), add
0,03 ml of HCI (4.6) to each 1 ml of indicator
solution. After 24 h, carry out a check acid value
determination to ensure that sensitization has
occurred, i.e. a distinct colour change from a blue

approximately 5 % (V/V) water.

4.11 Sulfuric acid, concentrated, 98 % (m/m)
minimum H,S0,.
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Figure 1 — Oxidation and absorption tubes
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— OXIDATION STABILITY, IP 280
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Figure 2 — Typical metal heating bath

5 Apparatus

Read the temperature from a type B thermometer
or a temperature measuring device (5.8), inserted
in a test tube to within 5 mm from the bottom. Fill
the test tube up to the immersion line of the
thermometer with the oil under test, and place in
the heating bath.

Ordinary laboratory apparatus and

5.1 Oxidation tubes, borosilicate or neutral
glass conforming to the dimensions shown in
figure 1.

5.2  Absorption tubes, identical to the
oxidation tubes (5.1). The temperature of the upper surface shall be'kept
at 60 °C + 5 °C (see note) and measured using a
type A thermometer or a temperature measuring
device (5.8) (see figure 2). The surfaces of the
block, other than that against the upper surface of
the heating bath, shall be protected by suitable
insulation. This block shall be placed as near to
the holes as practicable and within the area of the
aluminium heater block.

The connection between oxidation and absorption
tubes shall be as short as possible and made by
means of short flexible silicone rubber sleeves
(length between axis of the two tubes
150 mm = 50 mm). These tubes shall be
mounted outside the bath.

5.3 Heating bath, aluminium alloy block NOTE 60 °C + 5 °C applies for an ambient

hea?ter.or oil pqth thermpstatlcally contro.lled.to temperature of 20 °C, which should be used for
maintain the oil in the desired number of oxidation assessing equipment compliance. Operation outside
tubes at a temperature of 120 °C + 0,5 °C (see 60 °C + 5 °C due to extremes of ambient temperature
figure 2). has only a slight effect on test results.
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