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Foreword

This British Standard has been prepared under the direction of the General
Electrotechnical Engineering Standards Committee. It is identical with

TEC Publication 68-2-39:1976 “Basic environmental testing procedures —
Part 2: Tests — Test ZIAMD: Combined sequential cold, low air pressure and
damp heat test”.

It should be noted that the relationship between the millibar and the SI unit of
pressure (the pascal) is 1 mbar = 10? N/m? = 100 Pa.

Cross references. For each of the following references to other IEC
Publications that are given in the text, there is an equivalent British Standard;
these are listed below.

Reference to IEC Publication

IEC 68-2-1 Basic environmental
testing procedures

Part 2 Tests: Test A Cold

IEC 68-2-13 Basic environmental

Equivalent British Standard
BS 2011-2.1A Basic environmental
testing procedures

Part 2.1 Tests: Test A Cold
BS 2011-2.1M Basic environmental

testing procedures testing procedures

Part 2 Tests: Test M Low air Part 2.1 Tests: Test M Low air
pressure pressure

IEC 68-2-4 Basic environmental BS 2011-2.1Da Basic environmental
testing procedures testing procedures

Part 2 Tests: Test D Accelerated damp Part 2.1 Tests: Test Da Accelerated
heat damp heat

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 and 2 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments
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Information to be given in the relevant specification
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