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National foreword

This Part of BS 2047 has been prepared under the direction of the Fibres, Yarns, Fabrics and Production Standards
Committee and is identical with 1SO 93/1-1982 ‘Textile machinery and accessories — Cylindrical sliver cans — Part 1 :
Main dimensions’ published by the International Organization for Standardization (1SO).

This Part of this standard supersedes BS 2047 : Part 1 : 1977, which is withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

Where the words ‘This Part of 1SO 93’ appear, they should be read as ‘This Part of BS 2047’.

Cross-reference

International standard Corresponding British Standard

1ISO 93/3-1981 BS 2047 Textile machinery and accessories — Cylindrical sliver cans
Part 2 : 1982 Specification for packaging sliver cans (press cans)

There is no corresponding British Standard for 1SO 93/2-1978 (which is referred to in clause 2). As this standard is
referred to for information only, the validity of this British Standard is not affected.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

1 Scope and field of application

This Part of ISO 93 specifies the main dimensions of cylindrical sliver cans.

2 References
I1SO 93/2, Textile machinery and accessories — Cylindrical sliver cans — Part 2 : Spring bottoms.

I1SO 93/3, Textile machinery and accessories — Cylindrical sliver cans — Part 3 : Packaging sliver cans (press cans).
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3 Sliver cans without castors

3.1 Symbols

d = inside diameter

d, = outside diameter at base, d; = d+ 15 mm
d, = diameter of recess, d, = d — 15 mm

h = overail height

hy = height of recess

Dimensions and tolerances in millimetres
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Figure 1 — Flat base can

Dimensions and tolerances in millimetres
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Figure 2 — Inverted base can
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3.2 Main dimensions

Table 1 — Dimensions of sliver cans
without castors

Values in millimetres

Al

225

900

250

350

1100

(450)2

1 000

900
1 000
1100
1200

(550)2

1 000

1 000
1100
1200

700

1 000
1100
1200

1 000
1100
1200

1000
1100
1200

1 000

900
1000
1100
1200

1)

crements of 100 mm.

2)

Heights in excess of 1200 mm to be in in-

The values shown in brackets should be avoided
wherever possible.
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