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British Standard

Textile machinery and accessories — Cylindrical sliver cans

Part 2. Specification for packaging sliver cans (press cans)

[ISO title : Textile machinery and accessories — Cylindrical sliver cans —

Part 3 : Packaging sliver cans (press cans)]

Matériel pour I'industrie textile - Pots cylindriques pour rubans
Partie 2. Spécification pour les pots de filature pour pressage (pots pressés)

Maschinen der Textilindustrie - Zylindrische Spinnkannen
Teil 2. Spezifikation fur Verpackungsspinnkannen (Prekannen)

National foreword

This Part of BS 2047 has been prepared under the
direction of the Textile Machinery Standards Committee
and is identical with ISO 93/3 - 1981 ‘Textile machinery
and accessories — Cylindrical sliver cans — Part 3:
Packaging sliver cans (press cans)’.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation. Some
terminology and certain conventions are not identical with
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those used in British Standards.
Cross-reference

International standard

1SO93/1-1977

Corresponding British Standard

BS 2047 Specification for textile
machinery and accessories —
Cylindrical sliver cans
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BS 2047 : Part 2: 1982

1 Scope and field of application

This part of ISO 93 specifies the diameters of base openings and sets out a selection of cylindrical spinning cans (with or without
castors) which enable textile sliver to be pressed and packaged on presses, by ““tying (or baling) by hand” or by “‘tying (or baling)

automatically”’.

2 Reference

ISO 93/1, Textile machinery and accessories — Cylindrical sliver cans — Part 1 : Main dimensions.

3 Packaging sliver cans
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d inside diameter
d; = diameter of base opening
h overall height
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NOTE — The figure shows only the main dimensions. There are two
types of packaging sliver cans :

type A for tying (or baling) by hand,

type B for tying (or baling) automatically.

Figure — Packaging sliver cans
(shown without castors)
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Table — Main dimensions
Values in millimetres

an Al d;
Type A Type B
3502 900 -
900
400 1 000 3502
11002 230
9002)
500 1 000 350
1100
900
1 000
600 1100
1200
1 000
700 1100
1200 380 250
1 000
800 1100
1200
1 000 1200

1)
2)

Selection of sliver cans extracted from 1SO 93/1.

Admissible only for packaging sliver cans without castors.
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