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National foreword

This revision of this British Standard, which has been
prepated under the direction of the Mechanical Engineering
Standards Committee, supersedes BS 228 : 1970, which is
withdrawn, |t is identical with 1SO 606-1982 ‘Short pitch
transmission precision roller chains and chain wheels’,
published by the International Organization for
Standardization (SO},

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to the
following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Where the words ‘International Standard’ appear, referring
to this standard, they should be read as ‘British Standard’.

* Clause 2 refers to the revision (ISO 286/1) currently at the stage of draft.
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Cross reference

Corresponding British Standard

BS 4500 ISO limits and fits
Part 1 : 1969 General,
tolerances and deviations
(Technically equivalent)

International standard
[SO/R 286-1962*

Textual errors. When adopting the text of the international
standard, the textual errors listed below were discovered.
They have been marked in the text and have been reported
to the International Organization for Standardization in a
proposal to amend the text of the international standard.

Tables 1 and TM. |n the heading for columns 23 to 25,
‘Breaking load’ should be read as ‘Minimum ultimate

tensile strength’.

Tables 2 and 2M. |n the heading for column 18, ‘Breaking
load’ should be read as ‘Minimum ultimate tensile strength’.
Figure 4. The subtitles of the two figures, i.e. ‘On inner link’
and ‘On outer link’, should be transposed.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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British Standard Specification for

Short pitch transmission precision roller chains

and chainwheels

0 Introduction

The provisions of this International Standard have been arrived
at by including sizes of chains used by the majority of countries
in the world, and by unifying dimensions, strength and other
data in respect of which current national standards were differ-
ing and at the same time eliminating certain side ranges listed in
some national standards for which it was considered a universal
usage had not been established.

The whole applicational field open to this medium of transmis-
sion has been covered by the ranges of chains already estab-
lished. To achieve this the sizes of 12,7 mm (0.5 in) to 76,2 mm
(3.0 in) pitch inclusive have been duplicated by the inclusion of
chains derived from standards originating in the western
hemisphere and centred around ANSI (suffix A) and, on the
other hand, by chains representing the unification of the prin-
cipal standards originating in Europe and centred around BS|
(suffix B), the two being complementary for the coverage of
the widest possible field of application.

The part of this International Standard covering chain wheels
represents the unification of all the relevant national standards
in the world and includes, in particular, complete tolerances
relating to tooth form which are absent from most current
national standards.

Roller chain, simple

The dimensions of chain specified ensure complete inter-
changeability of any given size and provide interchangeability
of individual links of chains for repair purposes.

1 Scope and field of application

This International Standard applies to short pitch precision
roller chains of simple and multiplex construction suitable for
the mechanical transmission of power and allied applications,
together with the tooth gap forms and rim profiles of their
associated chain wheels. It covers dimensions, tolerances,
measuring loads and minimum breaking loads.

2 Reference

ISO 286/1, /SO system of limits and fits — Part 1 + General,
tolerances and deviations. 1!

3 Chains

3.1 Nomenclature

Figures 1, 2 and 3 do not define the actual form of the chain
plates.

L1 | |

W/’%’.\\!/\
A=AsA=A

AEAlaTa
REREA=REAERL AR,
(ihlml (M )

Roller chain, muitiple (triplex}

Figure 1 — Roller chains

1} At present at the stage of draft. (Revision of ISO/R 286-1962.)
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(Fasteners may be of various designs. Drawings indicate only their position.)
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Inner
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Figure 2 — Types of links
NOTE — Dimensionai definitions are contained in the key to tables 1, 1M, 2 and 2M. DOC ume ntg,.
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3.2 Designation

Transmission precision roller chains shall be designated hy the
standard ISO chain number given in tables 1, 1M, 2 and 2M;
the first two digits expressing the pitch in sixteenths of an inch.
The I1SO chain numbers in tables 1 and 1M are supplemented by
a hyphenated suffix 1 for simple chain, 2 for duplex chain, 3 for
triplex chain, etc., for example 16B-1, 16B-2, 16B-3, etc.

3.3 Dimensions

Chains shall conform to the dimensions given in tables 1, 1M, 2
and 2M. Maximum and minimum dimensions are specified to
ensure interchangeability of links as produced by different
makers of chain. They represent limits for interchangeability,
but are not the actual tolerances that should be used in
manufacture,

3.4 Minimum ultimate tensile étrength

3.4.1 The minimum tensile strength is the minimum strength
of samples tested to destruction in tensile loading, as defined in
3.4.2. This strength is not a working load. It is intended primar-
ily as a comparative figure between chains of various construc-
tions. For application information, the manufacturers or their
published data should be consulted.

3.4.2 A tensile load, not less than that specified in table 1,
1M, 2 or 2M, is applied slowly to the ends of a chain length,
containing at least five free pitches, by means of shackles per-
mitting free movement on both sides of the chain centre line, in
the normal plane of articulation.-

Failure shall be considered to have occurred at the first point
where increasing éxtension is no longer accompanied by
increasing load, i.e. the sumimit of the load/extension diagram.

Tests in which failures occur adjacent to the shackles should be
disregarded.

3.4.3 The tensile test shall be considered a destructive test.
Even though a chain may not visibly fail when subjected to the
minimum breaking load, it will have been stressed beyond the
yield point and will be unfit for service.

BS 228 : 1984

3.5 Proof loading
It is recommended that all chains should be proof loaded to

one-third of the minimum tensile breaking load given in tables
1, 1M, 2 and 2M.

3.6 Length accuracy

Finished chains shall be measured after proof loading (where
applicable) but before lubricating.

The standard length for measurement shall be a minimum of :

a) 610 mm (24 in) for ISO-chain numbers 05B to 12B and
081 to 085 inclusive,

b) 1220 mm (48 in} for ISO chain numbers 16A to 72B in-
clusive,

and shall terminate with an inner link at each end.

The chain shall be supported throughout its entire length and
the measuring load in tables 1, 1M, 2 and 2M shall be applied.

“To comply with this International Standard, the length shali

be the nominal length subject to the limits of tolerance :
+ 0,15 9%
0 o.

The length accuracy of chains which have to work in parallel
shall be within the limits above but matched in agreement with

- the manufacturer.

3.7 Marking

The chain shall be marked with :

a) the manufacturer's name or trade mark;

b) the ISO chain number (see column 1 of tables 1, 1M, 2
and 2M).
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Dimension ¢ represents the clearance between the cranked link plates and the straight plates available during articulation.
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The chain path depth Ay is the minimum depth of channel through which the assembled chain will pass.
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Simple Duplex Triplex

The overall width of a chain with a joint fastener is equal to the width over the bearing pins by, bg or bg plus by for riveted pin end {or + 1,6 by for
headed pin end) if fastener is‘on one side only, or + 2 by if fastener is on both sides.

The width over bearing pins for chains wider than triplex is equal to by + p; {(number of strands in chain —1).

Figure 3 — Key to tables 1, 1M, 2 and 2M
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