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Part 2. Specification for function key symbols

Machines a écrire

Partie 2. Symboles de touches de fonction — Spécificatiohg:

Schreibmaschinen
Teil 2. Funktionssymbole

Compliance with a British Standard does not of itself confer immunity from legal obligations.

National foreword

BS 2481 was first published in 1954 and was revised in
1961 and 1975 to take into account relevant standards
that had been developed up to that time within the
International Organization for Standardization (ISO).
This standard is now further revised and this time it is
being issued in a number of separate Parts, some of which
are identical with international standards relating to
typewriters that have been published in recent years,

This Part of this British Standard has been prepared
under the direction of the Office and Information
Standards Committee as part of this revision. It is identical
with 1SO 1090 ‘Office machines and data processing
equipment — Function key symbols on typewriters’,
published by 1SO in 1981,

Parts 1 and 3 of the revision are being published simul-
taneously with this Part of this standard, Part 1 specifies
keyboard arrangements, It uses the core shown in

SO 2126-1975 ‘Office machines — Basic arrangement for
the alphanumeric section of keyboards operated with
both hands’ and takes fully into account 1SO 2530-1975
‘Keyboard for international information processing
interchange using the 1SO 7-bit coded character set —
Alphanumeric area’ and 1SO 3243-1975 ‘Keyboards for
countries whose languages have alphabetic extenders —
Guidelines for harmonization’. Part 3 is identical with
18O 1091-1977 Typewriters — Layout of printing and
function keys’. A further Part containing a glossary of
terms for typewriters will be published as soon as work
on this subject has been completed within 1SO.

Parts 1, 2 and 3 of this standard supersede BS 2481 : 1975
which is therefore withdrawn.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as

1) At present at the stage of draft.

British Standards Institution

a British Standard without deviation. Some terminology
and certain conventions are not identical with those used
in British Standards; attention is especially drawn to the
following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as
‘British Standard’,
Cross-reference
International standard

IEC 417:1973

Corresponding British Standard

BS 6217 : 1981 Guide to graphical
symbols for use on electrical
equipment

(Identical)

ISO 7000 and its addendum 1 have not yet been published
and a decision on whether an identical British Standard
will be issued when this occurs has not yet been taken.

1 Scope and field of application

This International Standard specifies the symbols that shall be
used to identify the function keys of typewriters where symhols
rather than words are employed for this purpose.

2 References

1SO 7000 [and its Addendum 111, Graphic symbols — Index,
survey and eompilation of the single sheets,

IEC Publication 417, Graphical symbols for use on equipment.
Index, survey and compilation of the single sheets.

3 Symbol table

NOTE — The exact design and dimensions of the symbols shown in
the table are not specified in this International Standard.
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Table
Reference . IEC Publication 417 1SO 7000
number Symbol Function Symbol number Symbol number
1 1 Margin release - 0019
Back space on typewriters for languages written 2
2a €—— | from left to right -
2b ; Back space on typewriters for languages written 5022 _
from right to left
3a Horizontal return with linespacing on typewriters _ 06513
for languages written from left to right
3b Horizontal return with linespacing on typewriters _ 4
I ; for languages written from right to left
Non-decimal tabulating on typewriters for _
4a ——9' languages written from left to right 0001
| Non-decimal tabulating on typewriters for 5)
4b | < languages written from right to left -
ba 1 Decimal tabulating — to represent 1 — -
5b 10 Decimal tabulating — to represent 10 — —
5c 100 Decimal tabulating — to represent " 100 - -
5d 1k Decimal tabulating — to represent 1 000 - -
e 10k Decimal tabulating — to represent 10 000 - —
1) Simplified arrow shape of 1SO 7000, No. 0019, '
2) Symbol No. 5022 inverted.
3) See ISO 7000/Add. 1.
4) Symbol No. 0651 inverted.
5) Symbol No. 0001 inverted,
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