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BS 2544 : 1987

Foreword

This revision of this British Standard has been prepared
under the direction of the Textiles and Clothing Standards
Committee. The standard was originally published by
arrangement with the Textile Institute. It supersedes

BS 2544 : 1967 which is withdrawn.

Textile materials are relatively easily compressed and the
observed thickness will therefore depend on the pressure
employed.

The previous edition of this standard recommended six
presser-foot areas and three pressures. This had led to a
range of different conditions being used that might have
produced different results. In this revision the procedure
has been revised to include two methods. Method A, which
is the reference method, uses three presser-foot areas and
three pressures. The nine sets of test conditions have been
designated A1 to A9 for easy reference.

However, the committee responsible for this British
Standard recognizes that other presser-foot sizes and
pressures are quoted in performance specifications and in
other British Standards (see appendix A). To cater for this
need method B has been included. Whilst the procedure is
generally identical to method A, the procedure in method B
allows other specified presser-foot areas and pressures to be
employed. It is intended that method B will be deleted in a
future revision.

The methods are similar in principle to the methods
described in BS 3424 and BS 4051 and are also related to
1ISO 5084.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5735

——

Amendment No. 1
published and effective from 30 October 1987
to BS 2544 : 1987

Methods for determination of thickness of
textile materials

—

Correction

AMD 5735 Table 1. Test conditions

October 1987 In the footnote marked 1, relating to column 3 headed ‘Pressure’,

delete ‘£ 0.2 %' and substitute ‘+ 2.0 %'.

8710 TCM/24
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