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British Standard Specification for
Basic dimensions of cones and tubes
for winding textile yarns

Part 7. Perforated cylindrical tubes for cheese dyeing
[ISO title: Textile machinery and accessories — Perforated cylindrical tubes for cheese dyeing]

Specification des dimensions de base des cones et tubes de bobinage des fils textiles
Partie 7. Tubes cylindriques perforés pour teinture

Spezifikation fir die Grundmal3e von Kegeln und Hiilsen zur Wicklung von Textilgarnen
Teil 7. Gelochte Zylinderrohre fur Farbanlagen

National foreword

This Part of this British Standard has been prepared under Where the words ‘International Standard’ appear, referring
the direction of the Textile Machinery Standards Committee to this standard, they should be read as ‘British Standard’.

and is identical with ISO 574 ‘Textile machinery and The comma has been used throughout as a decimal marker .
accessories — Perforated cylindrical tubes for cheese In British Standards it is current practice to use a full point
dyeing’ published by the International Organization for on the baseline as the decimal marker.

Standardization (1SO). It is one of a series of eight Parts

which together comprise the complete revision of BS 2547 : Cross-reference

1970. A list of the other Parts and the corresponding International Corresponding British Standard
international standards is given in the foreword to Part 1. Sltsaad;gim 1976 BS 2547 Specification for basi
- asic
With the publication of this Part 7, the 1970 edition of > 297/ Specification Tor basi
L. dimensions of cones and tubes for
BS 2547 is withdrawn. A .
winding textile yarns
Terminology and conventions. The text of the international Part 8 : 1977 Cylindrical tubes —
standard has been approved as suitable for publication,

X R T, o Inner diameters and lengths
without deviation, as a British Standard. Some terminology (Identical)

and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the
following.
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1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions and
tolerances of perforated cylindrical tubes for cheese dyeing.
Furthermore, directives are given for the material, and for
the control of the inner diameter and the length of the tube.

2 REFERENCE

ISO 3914, Textile machinery and accessories — Cylindrical
tubes — Recommended values of inner diameters and
lengths.

3 DIMENSIONS AND TOLERANCES

See the figure and table.

Dimensions which are not specified are left to the

discretion of the manufacturer.

4 MATERIAL

The material may be impregnated or lacquered paper,
suitable plastics or metal (for example stainless steel).

The number, size and location of perforation shall be
specified.

5 CONTROL OF THE
LENGTH OF THE TUBE

INNER DIAMETER AND

To check the inner diameter of the tube, a GO/NOT-GO
type gauge must be used.

To check the tolerances of the length of the tube, a suitable
gauge for controlling lengths, for example a slide-gauge,
must be used.

16+ 0,5 mm ‘
- %)
I T 1 T 1 T 1 1 .71 T A
(=) > (-1 [ [} [}
cC O o o o o o a
e & & & 6 o <
> > (=) [omes) [ o) () (=}
1 1771 T T T T T .1 T

FIGURE — Tube

TABLE — Tubes

Values in millimetres

Admissible deviations Admissible deviations
D L S
aper or aper or : aper or
ppIF;stic metal ppIZstic metal pplpz)astic metal
tubes tubes tubes
tubes tubes tubes
145
33" +0,35 ~3
170
+0,2 +1 +0,3 ~ 1
145
551 +06 ~4
170
1) These values are widely used at the present time. For new designs, the values shown in 1SO 3914

should be considered.
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