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Basic dimensions of cones and tubes for winding textile yarns

Part 8. Inner diameters and lengths of cylindrical tubes

[ISO title: Textile machinery and accessories — Cylindrical tubes —
Part 1: Recommended values of inner diameters and lengths]

Dimensions de base des cones et tubes pour lames textiles — Spécifications
Partie 8. Diamétres intérieurs et longeurs des tubes cylindriques

GrundmalRe von kegeligen und zylindrischen Hiilsen zum Aufspulen von Garnen
Teil 8. Innendurchmesser und Léngen von zylindrischen Hiilsen

National foreword

This British Standard has been published under the
direction of the Fibres, Yarns, Fabrics and Production
Standards Committee and is identical with 1SO 3914/1
‘Textile machinery and accessories — Cylindrical tubes —
Part 1 : Recommended values of inner diameters and
lengths’, published in 1982 by the International
Organization for Standardization (1SO). It supersedes

BS 2547 : Part 8 : 1977, which is withdrawn.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to the
following.
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The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’, and wherever the words ‘part of ISO 3914’
appear they should be read as ‘Part of BS 2547’

Cross-reference
International standard

I1SO 3-1973

Corresponding British Standard

BS 2045 : 1965 Preferred numbers
(Technically equivalent)

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 2547 : Part 8 : 1983

0 Introduction 1 Scope and field of application

The values given in this International Standard should help to This part of 1SO 3914 lays down recommended values to be
reduce the abundance of existing cylindrical tubes. Their use is chosen for inner diameters and lengths of cylindrical tubes used
recommended for new designs. in the field of textile machinery.

This part of 1ISO 3914 is to be considered as the basic standard
regarding the main dimensions of cylindrical tubes. The assign-
ment of different values for lengths and inner diameters, cur-

rently in use, are shown in the annex, for information. 2 Reference

: P - ISO 3, Preferred numbers — Series of preferred numbers.
For particular applications (for example for open-end spinning

machines), subsequent parts of ISO 3914 may be published.
Such subsequent parts may show additional values which are
not included in this part. In such an event the reasons for the
inclusion of the additional values will be clearly stated. 3 Dimensions

Table 1 — Inner diameters d
Values in millimetres
[125 | 16 [ 25 [33+ | 45 [ 56 | 63 [69- | 80 [ 90 [ 125 [ 140 [ 180 |
NOTE — In the event of the need for intermediate values, they shall be chosen from the R 20 series of preferred
numbers (see ISO 3).

Table 2 — Lengths /

Values in millimetres

| 75 [ 115*T14s* | 170 200 | 230° 290 * 340 | 400 | 450 ]
Documents
* Value given for practical reasons, but not included in the basic series of 1SO 3. Document Sharing Hub
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