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Basic dimensions of cones and tubes for winding textile yarns

Part 9. Tubes for open-end spinning machines

[I1SO title: Textile machinery — Cylindrical tubes — Part 2 : Tubes for open-end spinning machines]

Spécification des dimensions de base des cdnes et tubes pour le bobinage des fils textiles
Partie 9. Tubes pour machines de filature a fibres libérées

Spezifikation fiir die GrundmaRe von Kegeln und Hiilsen zur Wicklung von Textilgarnen

Teil 9. Hiilsen fiir Spinnmaschinen

National foreword

This Part of this British Standard has been prepared under
the direction of the Textile Machinery Standards
Committee and is identical with 1SO 3914/2-1981 ‘Textile
machinery — Cylindrical tubes — Part 2 : Tubes for
open-end spinning machines’ published by the Inter-
national Organization for Standardization (1SO).

A list of the other Parts and the corresponding international
standards is given in the foreword to Part 1.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
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British Standards; attention is especially drawn to the
following.

Where the words ‘International Standard’ appear, referring
to this standard, they should be read as ‘British Standard’.

Cross-reference. In clause 2 and the table, reference is made
to ISO 3914/1 which is in course of preparation and is a
revision of ISO 3914-1976. When this is published, it is
intended to revise BS 2547 ‘Basic dimensions of cones

and tubes for winding textile yarns’ Part 8 ‘Cylindrical
tubes — Inner diameters and lengths’. In the meantime, for
the purposes of this standard, BS 2547 : Part 8 : 1977 may
be referred to.
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BS 2547 : Part 9 : 1982

1 Scope and field of application

This International Standard specifies the main dimensions and
the tolerances of cylindrical tubes for open-end spinning
machines (for example for rotor spinning). Furthermore, direc-
tives are given for the characteristics for the tubes and for the
control of the inner diameter and length of the tube.

2 Reference
ISO 3914/1, Textile machinery — Cylindrical tubes — Part 1 :
Recommended values of inner diameters and lengths.V

3 Dimensions and tolerances

The values for the inner diameter and the length of the tube are
given in the table.

Dimensions which are not specified are left to the discretion of
the manufacturer.

Table — Inner diameters and lengths
Values in millimetres

L
50* + 0,2 98* + 0,5
4r+02 15 + 05
5 0,2 145 + 0,5
& 102 170 + 0,5
80 + 0,25 230 1

*

These values are not included in the recommended values listed in
1SO 3914/1. Presently these are in worldwide use but should be avoided
for new designs.

NOTE — If additional diameters and lengths should become necessary

in the future, these shall be chosen from the series given in
1SO 3914/1.

1) At present at the stage of draft. (Revision of ISO 3914-1976.)
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4 Characteristics

The following details shall be specified :
a) material of the tube;
b) nature of the yarn to be wound.

Other details are subject to agreement between the user and
the manufacturer.

5 Control of the inner diameter and length of
the tube

To check the inner diameter of the tube, a ““Go/Not-Go" type
gauge has to be used.

To control the tolerances of the length of the tube, a suitable
gauge for controlling lengths, for example a slide-gauge, has to
be used.
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Figure — Cylindrical tube
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