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Foreword

This British Standard has been prepared under the direction
of the Light Electrical Engineering Standards Committee.
It supersedes BS 2550 : 1971 which is withdrawn.

This standard follows, where possible, those aspects of the
proposed revision of |EC Publication 254 : 1967 ‘Lead acid
traction batteries’ that have so far been approved by the
International Electrotechnical Commission (IEC). In order
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to meet current needs, this standard includes appendix F,
which gives guidance on the design and layout of battery
assemblies. There is no equivalent appendix in the revision
of IEC 254.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 4530

Amendment No. 1
published and effective from 30 March 1984

to BS 2550 : 1983

Specification for lead-acid traction batteries

—

Correction
AMD 4530 Table 5. Minimum thickness of steel for steel trays
March 1984 In column 1 delete > 500’ and substitute > 500’.
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Documents

Document Sharing Hub

Full document details: BS 2550:1983


http://www.avadocuments.com/doc/bs-2550-1983
http://www.avadocuments.com/doc/bs-2550-1983

Documents

Document Sharing Hub

Full document details: BS 2550:1983


http://www.avadocuments.com/doc/bs-2550-1983
http://www.avadocuments.com/doc/bs-2550-1983

AMD 4911

Amendment No. 2
published and effective from 30 September 1985

to BS 2550 : 1983

Specification for lead-acid traction batteries

— O

Revised text

AMD 4911 Clause 2.7 fully charged cell or battery
Sep 1 . . .
tember 1985 In lines 5 and 6 delete ‘after the charge’ and substitute ‘of charging’.

AMD 4911 Clause B.2
September 1985 . . P '
P In line 2 delete ‘total’ and substitute ‘average temperature’.
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