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The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revisions of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, which may be
purchased from BSI Sales Department. 1t may also be con-
sulted in many public libraries and similar institutions.

This standard makes reference to the following British
Standards:

BS 970.  Wrought steels in the form of blooms, billets,
bars and forgings.

BS 1775. Steel tubes for mechanical, structural and general
engineering purposes.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of-the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee references MEE/128 and MEE/128/2
Draft for comment 70/14956
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BS 2567 : 1972
CO-OPERATING ORGANIZATIONS

The Mechanical Engineering Industry Standards Committee, under whose
supervision this British Standard was prepared, consists of representatives
from the following Government departments and scientific and industrial
organizations:

*Associated Offices Technical Committee
*Association of Consulting Engineers
Association of Hydraulic Equipment Manufacturers Ltd.
*Association of Mining Electrical and Mechanical Engineers
British Chemical Plant Manufacturers’ Association
British Compressed Air Society
*British Electrical and Allied Manufacturers’ Association
British Gear Manufacturers’ Association
British Internal Combustion Engine Manufacturers’ Association
British Mechanical Engineering Confederation
British Pump Manufacturers’ Association
*British Steel Industry
Crown Agents for Overseca Governments and Administrations
*Department of Employment (H.M. Factory Inspectorate)
Department of the Environment
*Department of Trade and Industry
Department of Trade and Industry—National Engineering Laboratory
*Electricity Council, the Central Electricity Generating Board and the
Area Boards in England and Wales
*Engineering Equipment Users’ Association
*Gas Council
*Institution of Civil Engineers
*Institution of Gas Engineers
Institution of Heating and Ventilating Engineers
*Institution of Mechanical Engineers
Institution of Mechanical Engineers (Automobile Division)
*Institution of Plant Engineers
*Institution of Production Engineers
Locomotive and Allied Manufacturers’ Association of Great Britain
London Transport Executive
Machine Tool Trades Association
Ministry of Defence
Ministry of Defence, Army Department
*National Coal Board
National Physical Laboratory (Department of Trade and Industry)
Royal Institute of British Architects
Telecommunication Engineering and Manufacturing Association
Water-tube Boilermakers’ Association

The Government departments and scientific and industrial organizations
marked with an asterisk in the above list, together with the following,
were directly represented on the committee entrusted with the preparation
of this British Standard:

Aluminium Federation

British Constructional Steelwork Association
British Quarrying and Slag Federation

British Railways Board

British Rubber Manufacturers’ Association

British Tin Box Manufacturers’ Federation

Chain Testers’ Association of Great Britain

Coke Oven Manufacturers’ Association

Dairy Engineers’ Association

Dock and Harbour Authorities’ Association
Draughtsmen’s and Allied Technicians’ Association
Electrical, Electronic, Telecommunications/Plumbing Trades Union
Federation of Civil Engineering Contractors
Federation of Manufacturers of Construction Equipment and Cranes
Institute of British Foundrymen

Institute of Materials Handling

Institute of Quarrying

Institution of Mining and Metallurgy

Institution of Mining Engineers

Mechanical Handling Engineers’ Association
National Association of Soft Drinks Manufacturers
Sand and Gravel Association of Great Britain
Society of British Gas Industries

Society of Dairy Technology
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BS 2567 : 1972

BRITISH STANDARD SPECIFICATION FOR

STEEL NON-POWERED ROCLLER CONVEYORS

FOREWORD

This British Standard, prepared under the authority of the Mechanical Engineer-
ing Industry Standards Committee, is one of a series of standards in the field of
conveyors and elevators. It does not purport to meet every requirement of
industry, but it is considered that the types of conveyor covered by this standard
apply to the majority of industrial uses. It does not apply to precision or special
purpose types of roller conveyor.

This revision of the standard brings it into line with current developments
and forms a dual standard covering both metric and imperial systems of
measurement.

The specification includes sufficient data to indicate the wide range of roller
conveyors readily available, covering the main dimensional details and normal
types of frame construction. The adoption of the specified dimensions for the
conveyor components cannot of itself ensure that the conveyor will operate
satisfactorily, but the rationalizing of sizes should be beneficial in relation to
delivery dates and reduce the initial cost of replacement parts. Some information
is also given on selection and installation, but this is not intended to be
comprehensive. Thus it may be advisable to consider obtaining independent
outside advice or to check on the supplier’s past experience in dealing with
similar applications before placing an order. Correct selection from the range
in this standard should satisfy the majority of industrial requirements, and to
assist in this matter appendices list the information to be supplied by purchaser
and manufacturer respectively.

SPECIFICATION

1. SCOPE

1.1 This British Standard specifies the main dimensions of the principal com-
ponents of fixed and portable steel non-powered roller conveyors for normal
industrial use. Selection and installation data are also given. This standard
does not apply to power-driven roller conveyors.

1.2 Throughout this standard the metric and imperial systems of units are used
together, but it is important that for each contract only one system of units is
used throughout, otherwise confusion may arise. It is recommended that new
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