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THis BRiTisH STANDARD, having been approved by the
Surface Coatings (other than Paints) Industry Standards
Committec and endorsed by the Chairman of the Engineering
Divisional Council, was published under the authority of the
General Council on 31st December, 1964,

First published March, 1935,
Flrst revision December, 1964,

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 9.000.
futly indexed and with a note of the contents of each, will he
found in the BS! Catalogue which may be purchased from
BSI Sales Department. The Catalogue may be consulted in
many public libraries and similar institutions.

This standard makes reference to the following British

Standards:

B.S. 427. Method for Vickers hardness test.

B.S. 1475, Wrought aluminium and aluminium alloys for
general engincering purposes. Wire.

B.S. 2451. Chilled iron shot and grit,

B.S. 2569. Sprayed metal coatings.
Part 2, Protection of iron and steel against corro-
sion and oxidation at clevated temperatures.

B.S. 3436. Ingot zine, |

CP .2008 ‘The protection of iron and steel structures from |
corrosion,

British Standards are revised, when necessary, by the issue
either of amendment slips ar of revised editions. It is important
that users of British Standards should ascertain that they are in
possession of the latest amendments or editions.
The following B.S.1. refetences relate to the work on this standard:
Commitice references SRE/6, SRE/6/1
Draft for camment D619001
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CO-OPERATING ORGANIZATIONS

The Surface Coatings (other than Paints) Industry
Standards Committce, under whose supervision this
British Standard was prepared, consists of representa-
tives from the following Government departments and
scientific and Industrial organizations:

*Aluminium Federation
Assay Offices Committee of Great Britain
Association of British Chemical Manufacturers
*Association of Metal Sprayers
British Bolt, Nut, Screw and Rivet Federation
British Cycle and Motor Cycle Industries Association Limited
Beitish Electrical and Allicd Manufacturers Association
*British tron and Stee! Federation
British Jewellers' Association
*British Non«ferrous Metals Rescarch Association
*Electronic Engincering Association
Engineering Equipment Users' Association
*Institute of Metal Finishing
Institute of Sheet Metal Engincers
Institute of Vitrecous Enamellers
London County Council
Metal Finishing Association
*Ministry of Aviation
*Ministry of Defence, Army Department
*Minlstry of Defence, Navy Department
*Socicty of Motor Manufacturers and Traders Limited
Tin Research Institute
Vitreous Enamel Development Council
*Zinc Development Assoclation

The Government departments and scientific and
Industrial organizations marked with an asterisk in the
above list, together with the following, were directly
represented on tho committees entrusted with the
preparation of this British Standard:

. British Constructional Steelwork ‘Association

H British Grit Assoclation i

British Railways Board i

Electricity Councll, the Gencrating Board and the
Arca Boards in England and Wales

Institute of Welding

Institution of Civil Engineers

Institution of Structural Engincers

Iron and Steel Institute

London Transport Board

Rescarch Association of British Paint, Colour and Varnish
Manufacturers

Scientific Instrument Manufacturers’ Assaciation

Shipbullding Employers Federation

Individual firms
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