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BS 2576 : 1986

Foreword

This British Standard has been prepared under the direction
of the Textiles and Clothing Standards Committee. It is a
revision of BS 2576 : 1977, which is withdrawn.

With the widespread use of autographic recording equipment,
the constant rate of load (CRL) and constant rate of
traverse (CRT) methods are now used less, and therefore a
change has been made to a fixed rate of extension as the
preferred method. The previous methods, for fixed time to
break, required preliminary tests to be carried out which
were wasteful of both time and material. Since the CRL
and CRT methods are still used for routine quality control
purposes, additional procedures for these methods are given
in appendix A, but it is stressed that the results may not be
identical with those obtained from the fixed rate of
extension procedure.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 6199

=

Amendment No. 1

published and effective from 29 September 1989
to BS 2576 : 1986

| s—

Method for determination of breaking strength
and elongation (strip method) of woven fabrics

Revised text

AMD 6199 Clause 4.1 Constant rate of extension tensile testing machine
September 1989 In line 7 of paragraph 2 delete '+ 1 %’ and substitute ‘t 2%'.
Delete paragraph 3 and substitute the following.

Tests shall be carried out at a constant rate of extension of
100 mm/min. The testing machine shall comply with at
least grade 2.0 specified in BS 1610 : Part 1.

8909-0 TCM/24
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