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British Standard

The preparation of this British Standard was entrusted by the Laboratory
Apparatus Standards Policy Committee (LBC/-) to Technical Committee LBC/8,
upon which the following bodies were represented:

British Glass Manufacturers’ Confederation
Society of Glass Technology
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30 September 1991
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National foreword

This Part of BS 2598 has been prepared under the direction of the Laboratory
Apparatus Standards Policy Committee. It supersedes BS 2598 : Part 1 : 1980
which is withdrawn. This Part is identical with ISO 3585 : 1991 ‘Borosilicate
glass 3.3 — Properties’ published by the International Organization for
Standardization (ISO). It has been prepared by Subcommittee 5 of Technical
Committee 48, Laboratory glassware and related products, with the active
participation and approval of the UK.

Cross-references

International standard Corresponding British Standard
BS 3473 Chemical resistance of glass used in the
production of laboratory glassware

ISO 695 : 1991 Part 1 : 1991 Method for determination of resistance of
glass to attack by a boiling aqueous solution of mixed
alkali
(Identical)

ISO 719 : 1985 Part 2 : 1987 Method for determination of hydrolytic
resistance of glass grains at 98 °C
(Identical)

ISO 720 : 1985 Part 3 : 1987 Method for determination of hydrolytic
resistance of glass grains at 121 °C
(Identical)

ISO 1776 : 1985 Part 5 : 1987 Method for determination of resistance of
glass to attack by 6 mol/L hydrochloric acid at 100 °C
(Identical)

BS 7034 Viscosity and viscometric fixed points of glass
ISO 7884-2 : 1987 Part 2 : 1988 Method for the determination of viscosity

by rotation viscometers

(Identical)

ISO 7884-5 : 1987 Part 5 : 1988 Method for the determination of working
point by sinking bar viscometer
(Identical)

ISO 7884-6 : 1987 Part 6 : 1988 Method for the determination of softening
point
(Identical)

ISO 7884-7 : 1987 Part 7 : 1988 Method for the determination of annealing
point and strain point by beam bending
(Identical)

ISO 7884-8 : 1987 Part 8 : 1988 Method for the determination of
(dilatometric) transformation temperature
(Identical)

ISO 7991 : 1987 BS 7030 : 1988 Method for determination of the
coefficient of mean linear thermal expansion of glass
(Identical)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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