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Foreword

The present revision of this British Standard will be
completed in Parts, as and when the relevant international
standards are published.

This Part of BS 2609 has been prepared under the direction
of the Textile Machinery Standards Committee. The text
of this standard is identical with 1SO 441 ‘Textile
machinery and accessories — Drop wires for mechanical and
electrical warp stop motions’ but, at the request of the
committee, the following editorial changes have been made
to avoid any possible misinterpretation of the text.

Figures

1. Closed-end type MG with U-shaped eye, Type U 2
2. Open-end type MO with U-shaped eye, Type U 2
3. Closed-end type EG with U-shaped eye, Type U 4
4. Open-end type EO with U-shaped eye, Type U 4

The example of designation that appears under figures
1 and 2 in the ISO text has been moved to a position under
table 1.

The example of designation that appears under figures
3 and 4 in the ISO text has been moved to a position under
table 2.

Some terminology and certain conventions are not
identical with those used in British Standards; attention
is especially drawn to the following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.
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British Standard
Warp stop motions

Part 1. Specification for dimensions of drop wires for mechanical and electrical warp stop motions

1 SCOPE

This British Standard specifies the principal dimensions and tolerances of drop wires for mechanical and electrical
warp stop motions.

2 FIELD OF APPLICATION
This British Standard applies to closed-end and open-end drop wires of the following types :
— type M for mechanical warp stop motions

— type E for electrical warp stop motions
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