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National foreword

With the publication of this Part of BS 2609, which is published under the direction of the Textile Machinery Standards
Committee, and is identical with ISO 1150, the 1961 edition of BS 2609 is withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology is not identical with that used in British Standards;
attention is drawn especially to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British
Standard’.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Cross-reference Corresponding British Standard
International standard BS 2609 Warp stop motions
1SO 441-1978 Part 1 : 1979 Specification for dimensions of drop wires for mechanical

and electrical warp stop motions
{Technically equivalent)
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British Standard
Warp stop motions

Part 2. Specification for dimensions of closed-end drop wires for mechanical and electrical warp stop

motions and automatic drawing-in machines

1 SCOPE

This International Standard specifies the principal dimen-
sions and tolerances of two types of closed-end drop wires
for automatic drawing-in machines (combined for USTER
and BARBER-COLMAN systems).

2 FIELD OF APPLICATION

This International Standard applies to closed-end drop
wires of the following types :

— type M for mechanical warp stop motions

Full document details: BS 2609-2:1979

— type E for electrical warp stop motions

The dimensions of both types of drop wire are given in the
relevant tables and figures. The principal dimensions are
based on I1SO 441.

3 REFERENCE

ISO 441, Textile machinery and accessories — Drop wires
for mechanical and electrical warp stop motions.
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