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Foreword

This revision of this British Standard has been prepared under the direction of 
the Welding Standards Committee. It embodies the technical developments that 
have taken place since the 1973 edition which is withdrawn.
The relevant application standard, where it exists, should specify whether class I 
welding of pipework is required, but the factors to be taken into account in coming 
to such a conclusion are the operating conditions of the pipework, the degree of 
inspection and the acceptance requirements (see also Appendix A).
It is further recommended that carbon steels with a carbon content 
exceeding 0.25 % and all ferritic alloy steels, be welded in accordance with this 
standard irrespective of the operating conditions.
Purchasers ordering to this standard are advised to specify in their contracts that 
the manufacturer operates a quality system in compliance with the appropriate 
Part of BS EN ISO 9000 to assure themselves that pipework claimed to have been 
welded in accordance with BS 2633 consistently achieves the required level of 
quality.
The following are companion standards to this standard.
BS 1821, Specification for class I oxy-acetylene welding of ferritic steel pipework 
for carrying fluids. 
BS 2640, Specification for class II oxy-acetylene welding of carbon steel pipework 
for carrying fluids. 
BS 2971, Specification for class II arc welding of carbon steel pipework for 
carrying fluids. 
BS 4204, Specification for flash welding of steel tubes for pressure applications. 
BS 4677, Specification for arc welding of austenitic stainless steel pipework for 
carrying fluids. 
Inspecting authority. For the purposes of this British Standard the term 
“inspecting authority” refers to that competent independent body or association 
which verifies compliance with this standard.
Contracting parties. For the purposes of this British Standard, the term 
“contracting parties” is intended to cover the purchaser, the manufacturer and 
the inspecting authority in any relevant combination according to the particular 
circumstances.
Pipe and tube. For the purposes of this British Standard the word “pipe”, alone or 
in combination, is used to mean “pipe” or “tube”, although these terms are often 
used for different categories of product by different industries.
Pipe dimensions. Unless otherwise qualified, for the purposes of this British 
Standard “pipe diameter” relates to the nominal value of the outside diameter 
and “pipe thickness” relates to the nominal value of the wall thickness specified 
in the standard to which the pipe is ordered.
At the time of publication of this British Standard, no corresponding 
international standard exists.
It has been assumed in the drafting of this British Standard that the execution of 
its provisions is entrusted to appropriately qualified and experienced people.
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to vi, 
pages 1 to 55 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Section 1. General

1 Scope
This British Standard specifies requirements for 
both shop and site class I arc welding, using 
manual, semi-automatic, automatic and 
mechanized welding processes or combinations of 
these, of joints in ferritic steel pipework intended to 
carry fluids.
In addition to the definitive requirements, this 
standard also requires the items detailed in clause 2 
to be documented. For compliance with this 
standard, both the definitive requirements and the 
documented items have to be satisfied.
NOTE The titles of the publications referred to in this standard 
are listed on page 54.

2 Information and requirements to be 
agreed and to be documented
2.1 Information to be supplied by the 
purchaser

The following information to be supplied by the 
purchaser at the contract stage shall be fully 
documented. Both the definitive requirements 
specified throughout the standard and the 
documented items shall be satisfied before a claim of 
compliance with the standard can be made and 
verified.

a) The application standard to be used if any.
b) Whether records of materials used during 
fabrication are required (see 3.2).
c) Whether permanent backing rings are required 
(see 9.1).
d) Whether all welds are to be heat-treated after 
welding and/or written heat treatment 
procedures are to be submitted (see 22.1.1).
e) Whether completed welds are to be ground 
(see 40.1).
f) Lower limits on bore protrusion when required 
(see 40.4).
g) The percentage of each welder’s production of 
butt joints to be subjected to radiographic and/or 
ultrasonic examination when more than 10% is 
required (see 41.1.2).
h) Whether magnetic particle or liquid penetrant 
testing is required [see 41.4.1 b)].
i) Alternative defect limitations when required 
(see 42.2).
j) Whether welding procedure tests using pipe of 
specified diameter and thickness are required 
(see 46.2).
k) Whether impact tests are required as part of 
the welding procedure approval (see 46.3).

2.2 Requirements to be agreed

The following items to be agreed between the 
contracting parties, which are specified in the 
clauses referred to, shall be fully documented. Both 
the definitive requirements specified throughout 
the standard and the following documented items 
shall be satisfied before a claim of compliance with 
the standard can be made and verified.

a) The materials to be used for pipes and 
attachments (see 3.1).
b) The precautions in inspection and welding 
procedure required when welding cast parts 
(see 3.3).
c) The heat-treated condition in which pipework 
is to be put into service when there is no 
application standard (see 4.1).
d) The precautions to be taken when design 
factors preclude the avoidance of certain 
circumstances relating to the proximity of welds 
(see 11.3).
e) An alternative method of heating to those given 
in 22.5 a) and b) for heat treatment after welding 
[see 22.5 c)].
f) The method of attaching thermocouples 
(see 23.4).
g) The welding procedure to be used for transition 
joints between dissimilar steels (see clause 24).
h) The service conditions for which gusseted 
bends are to be used (see 27.1).
i) Details of joint design and fabrication when the 
branch angle is less than 60° (see 29.1).
j) The method and amount of inspection for 
partial penetration welds on structural 
attachments (see 36.2).
k) The use of radiographic and/or ultrasonic 
examination (see 41.1.1).
l) The inspection and testing requirements for 
other than butt joints (see 41.1.3).
m) The radiographic technique to be used 
(see 41.2).
n) The use of a method other than magnetic 
particle testing to check the building-up of the 
base of a groove for making a repair weld 
[see 44.3 b)].
o) The use of a joint preparation incorporating a 
wider root gap for making a repair weld 
[see 44.3 c)].
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3 Parent metal
3.1 The parent metal for pipes (including those with 
a longitudinal or helical welded seam) and 
attachments shall be one of the types of steel listed 
in Table 1. The materials selected shall be agreed 
between the contracting parties, taking account of 
their suitability for the service conditions 
[see 2.2 a)].
NOTE Appendix B gives details of grades in British Standards 
for the types of steel listed in Table 1 and nearest similar grades 
in ASTM and DIN standards for pipe.

Table 1 — Parent metals

3.2 When required by the purchaser, the 
manufacturer shall maintain records of the 
materials used during fabrication [see 2.1 b)].
3.3 While the requirements of this standard apply 
also to the welding of cast parts, additional 
precautions in inspection and welding procedure 
that may be necessary to deal with the presence of 
non-metallic inclusions, alloy segregations or 
porosity, shall be subject to agreement between the 
contracting parties [see 2.2 b)]

4 Condition of pipes
4.1 Pipework shall be put into service in one of the 
following heat-treated conditions as stated in the 
application standard or as agreed between the 
contracting parties in the absence of such a 
standard [see 2.2 c)]:

a) cold drawn or as rolled for C and C-Mn 
steels (< 0.25 C);
b) hot formed;
c) normalized (see 4.2);

d) normalized and tempered (see 4.3);
e) annealed (see 4.4).

4.2 Unless otherwise stated in the notes to Table 6, 
for pipes to be put into service in the normalized 
condition and which are in a normalized condition 
prior to welding, post-weld heat treatment shall be 
a local stress relief of the weld or a furnace stress 
relief of the pipework.
4.3 For pipes to be put into service in the normalized 
and tempered condition, the manufacturer shall 
either:

a) use pipes that are in a normalized condition 
prior to welding, in which case, following 
completion of welding, the pipework shall be 
tempered in an enclosed furnace;
or
b) unless otherwise stated in the notes to Table 6, 
use pipes that are in a normalized and tempered 
condition prior to welding, in which case, 
following completion of welding, the welds shall 
be given a local stress relief treatment or a 
furnace stress relief of the pipework.

4.4 For pipes in the annealed condition prior to 
welding, completed welds shall be given a local 
stress relief heat treatment.
NOTE Steel pipes of the ½ Cr ½ Mo ¼ V type are not normally 
supplied in the annealed condition since stress relieving alone 
will not put the material into its best condition for creep 
resistance.
The steel derives its creep strength from carbide precipitation 
brought about by tempering of the normalized structure.
In this particular context the terms “tempering” and “stress 
relieving” are synonymous.

5 Weld metal
5.1 Mechanical properties

The mechanical properties of the weld metal shall 
be suitable for the design requirements of the 
pipework system.
NOTE In general, the requirements for yield or creep strength, 
as appropriate to the design conditions, should be at least equal 
to the minimum in the specification for the parent metal. For 
joints between dissimilar steels see clause 24.

5.2 Chemical composition

The chemical composition of the weld metal, 
including that from fusible inserts, shall be 
compatible with that of the parent material.
NOTE Guidance on suitable types of weld metal is given in 
Appendix C.

The use of hydrogen controlled weld metal shall be 
as given in 18.3.

Type of steel

C and C-Mn (< 0.25 C)
C and C-Mn (> 0.25 C < 0.4 C)
C-Mo
1 Cr ½ Mo
1¼ Cr ½ Mo
1.25 Ni Cu Mo Nb
½ Cr ½ Mo ¼ V
2¼ Cr 1 Mo
5 Cr ½ Mo
7 Cr ½ Mo
9 Cr 1 Mo
9 Cr 1 Mo V Nb N
12 Cr Mo V (W)a

3½ Ni
9 Ni
a This steel has a high hardenability accompanied by relatively 
low toughness in the untempered condition and therefore for 
thicknesses over 12.5 mm special precautions are necessary 
(see 18.3).
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5.3 Submerged-arc welding consumables

Submerged-arc welding conditions can have a 
significant effect on the chemical composition of the 
weld metal. The welding conditions, therefore, shall 
be controlled to ensure that the correct weld metal 
composition is consistently achieved.

5.4 Storage and handling

Electrodes, filler wires and rods, and fluxes shall be 
stored and handled in accordance with the 
manufacturer’s recommendations so as to avoid 
damage or deterioration to them and to the 
containers in which they are transported. 
Electrodes, filler wires and rods, and fluxes that 
show signs of damage or deterioration shall not be 
used.

6 Gases for shielding and purging
6.1 Shielding gases

Where appropriate gases or gas mixtures of the 
following quality shall be used.

a) Argon, complying with BS EN 439.
b) Argon/oxygen mixtures, consisting of argon, 
with up to 5 % added oxygen and complying with 
BS EN 439.
c) Argon/carbon dioxide mixtures, consisting of 
argon, with up to 20 % added carbon dioxide, 
with or without up to 5 % oxygen and complying 
with BS EN 439.
d) Argon/hydrogen mixtures, consisting of argon, 
with up to 5 % added hydrogen and complying 
with BS EN 439.
e) Helium, complying with BS EN 439.
f) Other gases or gas mixtures, that have been 
proved to be satisfactory as a result of procedure 
approval tests.

6.2 Gases for back purging

For purging the back of a weld during welding, 
argon, argon/hydrogen mixtures or helium as 
specified in 6.1 or one of the following gases shall be 
used.

a) Nitrogen, complying with BS EN 439.
b) Nitrogen/hydrogen mixtures, consisting of 
nitrogen with up to 5 % hydrogen and complying 
with BS EN 439.

NOTE 1 Certain gases are heavier than air and therefore 
precautions should be taken to ensure adequate ventilation and 
extraction for all welding processes.
NOTE 2 The use of shielding or back purging gases that contain 
hydrogen can increase the weld hydrogen level and consideration 
of this should be given when using Table 5 to determine the 
required preheat.

7 Equipment
Welding plant, instruments, cables and accessories 
shall comply with the appropriate Parts of BS 638. 
Their capacity shall be adequate for the welding 
procedure proposed and subsequently to be 
approved.
The installation, operation and maintenance shall 
be effected by competent persons in accordance with 
the appropriate safety recommendations. All 
electrical equipment used in connection with the 
welding operation shall be adequately earthed.

Adequate means of measuring current shall be 
available either as part of the welding plant or by 
the provision of a portable ammeter. In the case of 
semi-automatic, automatic and mechanized 
welding, means shall be provided for measuring the 
arc voltage since this may exert considerable 
influence on the form, composition and soundness 
(e.g. porosity) of the weld. When using a
gas-shielded welding process, means of measuring 
the gas flow shall be provided.
Where necessary, staging and protection from the 
weather shall be provided to enable the welding 
operation to be performed properly.

8 Welding processes
8.1 Complete welds

Welds shall be made by one of the following welding 
processes or by a combination of those processes:

manual metal-arc welding
MIG welding
metal active-gas welding
TIG welding
submerged-arc welding
tubular cored arc welding with or without gas 
shielding

8.2 Root runs

Methods of making the initial root run in butt joints 
by the various welding processes shall be as given in 
Table 2. 

Full document details: BS 2633:1987

http://www.avadocuments.com/doc/bs-2633-1987
http://www.avadocuments.com/doc/bs-2633-1987


BS 2633:1987

4 © BSI 05-1999

Table 2 — Methods of making initial root 
runs in butt jointsa

9 Backing rings
9.1 Permanent steel backing rings
NOTE In general, for class I welding permanent backing rings 
are not recommended, especially for use with higher alloy 
materials. The interpretation of the results of ultrasonic 
examination of the weld root is impaired by the presence of a 
permanent backing ring. Depending on the fluid involved, there 
may also be a risk of crevice corrosion or a lowering of fatigue life.

When permanent backing rings are permitted by 
the application standard or are required by the 
purchaser [see 2.1 c)], the rings shall be one of the 
types shown in Figure 1. The gap between the 
outside diameter of the backing ring and the bore of 
the pipe end shall not exceed 0.5 mm.
Backing rings fitting tightly into machined recesses 
with square or sharp corners or of such a shape as to 
restrict longitudinal contraction (see Figure 2) shall 
not be used as they increase the tendency to basal 
crack formation.
When a machined backing ring is split to allow it to 
spring against the internal surface of the pipe, the 
gap between the ends of the split ring, when fitted, 
shall not exceed 1.5 mm.
Depending on the parent metal of the pipe, backing 
rings shall be made from pipe or strip selected as 
appropriate from Table 3. 

Table 3 — Material for steel backing rings

9.2 Temporary steel backing rings

Temporary steel backing rings (see Figure 3) shall 
be of material selected as appropriate from Table 3.
NOTE A high or segregated sulphur content in the backing ring 
may produce defects at or in the root run.

9.3 Temporary non-metal backing rings

Temporary non-metal backing rings shall be of
non-combustible materials and shall be completely 
removed after completion of welding. 

10 Joint preparation
Joint preparations shall be as shown in the 
approved welding procedure.
NOTE Typical joint preparations are given in Appendix D. The 
choice of joint preparation, including access, should take account 
of the method of non-destructive testing to be used.

11 Proximity of welds
11.1 The design of joints shall be such as to provide 
adequate access for the deposition of weld metal and 
for the application of any post-weld heat treatment 
to meet the requirements of this standard 
[see also 22.3.1 b) and 22.4.2 b)].
11.2 The toes of adjacent butt welds shall, whenever 
possible, be no closer than four times the nominal 
thickness of the pipe.

Welding processes Type of joint

Manual metal-arc 
welding
MIG welding
Metal active-gas welding
Tubular cored arc 
welding with or without 
gas shielding 

With temporaryb or 
permanent (if permitted, 
see 9.1) backing ring or 
unbacked without purge

TIG welding:
a) with fusible insert
b) without fusible 
insert but using filler 
wire
c) fusing root without 
using either fusible 
insert or filler wire

Backed or unbacked 
with or without purge

Submerged-arc welding With temporaryb or 
permanent (if permitted, 
see 9.1) backing ring

a By agreement between the contracting parties joints in 
certain materials may be made with an oxy-acetylene root run 
without a backing ring (see BS 1821).
b The use of temporary backing rings is dependent upon access 
for their removal on completion of the weld (see also clause 9).

Pipe material Backing ring material 
(pipe or strip)

C and C-Mn 
1 Cr ½ Mo
1¼ Cr ½ Mo
1.25 Ni Cu Mo Nb
½ Cr ½ Mo ¼ V
2¼ Cr 1 Mo

(a) C or C-Mn steel < 0.25 C 
with sulphur and phosphorus 
contents < 0.050 % each, or 

(b) a lower alloy steel selected 
from those listed, or
(c) steel of chemical 
composition similar to that of 
pipe material

5 Cr ½ Mo 5 Cr ½ Mo

7 Cr ½ Mo 7 Cr ½ Mo or 5 Cr ½ Mo

9 Cr 1 Mo
9 Cr 1 Mo V Nb N

9 Cr 1 Mo, 9 Cr 1 Mo V Nb N or 
7 Cr ½ Mo

12 Cr Mo V (W)
3½ Ni
9 Ni

Steel of chemical composition 
similar to that of pipe material

Full document details: BS 2633:1987

http://www.avadocuments.com/doc/bs-2633-1987
http://www.avadocuments.com/doc/bs-2633-1987


BS 2633:1987

© BSI 05-1999 5

11.3 If design factors preclude the avoidance of the 
circumstances given in the following notes, then 
appropriate precautions shall be taken which shall 
be agreed between the contracting parties 
[see 2.2 d)].

NOTE 1 Joints where more than two welded seams meet should 
be avoided.
NOTE 2 Attachments of non-pressure parts by welds which 
cross existing main welds or for which the minimum nominal 
distance between the toe of the attachment weld and the toe of 
the existing main welds or branch welds (S) is less than the 
smaller of twice the thickness of the pressure part (t) or 40 mm, 
should be avoided (see Figure 4).
If such welds cannot be avoided, they should cross the main weld 
completely rather than stop abruptly near the main or branch 
weld in order to avoid stress concentrations in these areas.
Non-destructive testing of main welds should be carried out 
before attachment welds which cross them are deposited.

11.4 All intersections of welds made in accordance 
with this standard shall be non-destructively tested 
(see section 8). 

12 Fusion faces
The fusion faces and the adjacent material shall be 
free from moisture, scale, rust, paint, grease or 
other foreign matter immediately prior to welding.
NOTE Certain proprietary protective coatings are specially 
formulated with the intention that they should not interfere with 
subsequent welding. The use of such coatings is not excluded by 
the requirements of this clause, but if so required by the 
purchaser, the manufacturer should demonstrate their 
acceptability by means of specimen welds (see BS 6084).

13 Assembly for welding
To maintain the specified alignment (see 26.1) and 
gap, where used, during welding, the parts to be 
welded shall be securely held in position by 
mechanical means, welded-on bridge pieces, or tack 
welding.
NOTE The specified dimensions of the root gap are the 
dimensions after tack welding. It is appreciated that there may 
be difficulty in complying strictly with the specified requirements 
for the root gap. Slight modifications imposed by practical 
considerations may be permitted.

Figure 1 — Permissible types of permanent 
backing ring

Figure 2 — Types of backing ring not 
permissible

Figure 3 — Permissible types of temporary 
steel backing ring

NOTE S to be at least 2 t or 40 mm whichever is the smaller.

Figure 4 — Example of proximity of 
attachment weld
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The pre-heating in accordance with clause 18 for the 
pipe material shall be applied and maintained 
during tack welding and the welding-on of bridge 
pieces or other attachments.
Hot setting to achieve alignment shall only be 
carried out under controlled conditions.
Electrodes or filler materials used for tack welds 
shall be of the same type and class, and of the same 
size, as those to be used for completing the first run 
of weld metal. Electrodes or filler materials used for 
welded-on bridge pieces shall be of a chemical 
composition compatible with that of the weld metal 
specified for the joint fill-up.
Particular attention shall be paid to the quality of 
tack welds or welded-on bridge pieces which shall be 
deposited by approved welders. The throat 
thickness of tack welds shall be similar to that of the 
initial root run. Where necessary, the extremities of 
these tack welds shall be dressed by grinding or 
chipping to facilitate proper fusion when they are 
incorporated in the root run. Tack welds not 
incorporated in the root run shall be removed, but 
any tack weld not complying with this standard 
shall be completely removed.
Where welded-on bridge pieces are used, the pipe 
surfaces shall not be left in a damaged condition 
after the bridge pieces are removed. All welded-on 
bridge pieces shall be removed and the welded area 
ground flush and crack detected before applying any 
post-weld heat treatment, which shall embrace the 
area occupied by the bridge pieces.

14 Purging
When back purging, air shall be removed in the 
vicinity of the weld by the admission of a sufficient 
volume of purging gas such that oxidation of the 
penetration bead is prevented.

15 Damage to parent metal by arc 
strikes
While arc strikes are to be avoided, all accidental arc 
strikes shall be ground smooth and crack detected. 
A piece of scrap plate clamped to the pipe near the 
weld shall be used for dabbing the electrode where 
such a procedure is necessary for removing slag 
from the tip or to facilitate the starting of the arc.
NOTE 1 It is recommended that electrode holders be of the fully 
insulated type.
NOTE 2 Stray arcing between the work and either the welding 
earth return lead or any part at earth potential can be avoided by 
a firm earth connection (see clause 7).

16 Inter-run cleaning
Each run of weld metal shall be clean before a 
further run is applied, particular attention being 
paid to the junctions between the weld metal and 
the fusion faces. Visible defects such as cracks, 
cavities and other deposition faults shall be 
removed before deposition of further weld metal.

17 Cold pull
Where the effects of thermal expansion in service 
are to be counteracted by “cold pull” during erection 
of the pipe assembly, the “cold pull” shall be 
maintained during pre-heating (where applicable), 
welding, any post-weld heat treatment and cooling
Before applying “cold pull” to a joint, all other joints 
in the pipe assembly shall have been welded, 
subjected to any post-weld heat treatment, 
inspected and accepted.

18 Pre-heating for cutting and welding
18.1 General

No thermal cutting, welding or tack welding shall be 
carried out when the temperature of the parent 
material within 75 mm of the joint or cut is less than 
the appropriate temperature given in Table 4 or 
Table 5. The temperature shall be confirmed on the 
heated face at a time, after removal of the heat 
source, related to parent metal thickness to allow for 
temperature equalization.
NOTE The time allowed for temperature equalization should be 
of the order of 2 min for each 25 mm of parent metal thickness.

18.2 Pre-heating for cutting

Pre-heating for thermal cutting shall be applied in 
accordance with Table 4, unless other procedures 
have been demonstrated by the contractor to be 
acceptable (see section 10). 

18.3 Pre-heating for welding

Pre-heating for welding shall be applied in 
accordance with Table 5, unless welding procedures 
have proved that different conditions are acceptable 
(see section 10). For the purposes of Table 5 the 
material thickness shall be the greater component 
thickness within a distance of 75 mm from the root 
of the weld preparation. Pre-heating shall be 
applied at least to the area local to and including the 
weld preparation and the temperature shall be 
maintained during the deposition of weld metal 
(see also clauses 20 and 23).
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Table 4 — Pre-heating for thermal cutting

18.4 Methods

Pre-heating shall be applied by one of the following 
means, the choice being dependent on local 
conditions:

a) gas rings, gas radiant panels or muffle 
furnaces;
b) electric resistance heaters;
c) induction heating;
d) oxy-acetylene or other gas torches.

The procedure used shall ensure a satisfactory 
temperature distribution around and through the 
joint to be welded and shall not interfere with access 
for welding.
NOTE To check that the pre-heating temperature distribution 
through the pipe is satisfactory, particularly when thick material 
is involved and/or heating is from the outside only, it is 
recommended that temperature measurements be made at the 
root of the joint.

Where pre-heating is applied manually by gas 
torches, care shall be taken to ensure an even 
distribution of heat. Excessive local heating of the 
pipe surface shall be avoided.

19 Change of pre-heating with welding 
process
Where the welding process employed for root runs 
differs from that used for subsequent runs, the
pre-heating (if any) applicable to each process shall 
be determined in accordance with Table 5. Any 
change in pre-heating temperature required shall 
be made after completion of the first process but 
before commencement of the second process.

20 Continuity of welding and
pre-heating
Irrespective of the type of steel, root runs shall be 
made without interruption other than for the 
changing of electrodes or filler materials or to allow 
the welder to re-position himself. Welds made at site 
shall not be allowed to cool until the thickness of 
weld metal deposited exceeds one-third of the final 
weld thickness.
NOTE 1 Root runs made in the workshop may afterwards be 
allowed to cool provided that precautions are taken to ensure 
slow cooling (e.g. wrapping in a dry thermal insulating blanket).

When welding other than C and C-Mn
steels (< 0.25 C) and an interruption is necessary, 
either the pre-heating temperature shall be 
maintained during interruption, or the joint shall be 
wrapped in dry thermal insulating blankets to 
ensure slow cooling. Before recommencing welding, 
pre-heat shall again be applied.
NOTE 2 It is strongly recommended that any interruption of 
welding should be avoided.
NOTE 3 To minimize the risk of hydrogen cracking, especially 
in higher alloy Cr-Mo steels and in thick material, on completion 
of welding, the joint should be wrapped in dry thermal insulating 
blankets to ensure slow cooling, unless post-weld heat treatment 
is applied immediately or pre-heating is maintained.

21 Dressing of welds in ½ Cr ½ Mo ¼ V 
pipes
Welds joining ½ Cr ½ Mo ¼ V pipes shall be dressed 
either hot or cold before stress relieving to a smooth 
contour, blending weld and parent metal, and the 
reinforcement shall be ground smooth to ensure the 
removal of all surface fissures and undercut.
Where dressing is by cold grinding, pre-heating 
shall be maintained for a minimum period of 2 h 
after the completion of welding and prior to cooling 
to room temperature.
Where the dressing is by hot grinding, the dressing 
shall be carried out immediately on completing the 
welding of the joint ensuring that the joint 
temperature does not fall below 150 °C.

Type of steel Material 
thickness

Minimum 
pre-heating 
temperature

mm °C

C and C-Mn (< 0.25 C)
C and C-Mn

(> 0.25 C < 0.4 C)

All 5

C-Mo
1 Cr ½ Mo
1¼ Cr ½ Mo

< 12.5
> 12.5

5
100

1.25 Ni Cu Mo Nb
½ Cr ½ Mo ¼ V
2¼ Cr 1 Mo
5 Cr ½ Mo
7 Cr ½ Mo
9 Cr 1 Mo

All 150

12 Cr Mo V(W) 
9 Cr 1 Mo V Nb N

All 200

3½ Ni
9 Ni

All 5
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Table 5 — Pre-heating for welding (see also 18.3)

Type of steel Minimum pre-heating temperature for 
TIG welding of root runs

Hydrogen controlled 
weld metal (note 1)

Non-hydrogen controlled 
weld metal

Carbon steel root run Matching root 
run, all diameters 
and thicknesses

Material 
thickness

Minimum
pre-heating 
temperature

Material 
thickness

Minimum 
pre-heating 
temperature< 127 mm 

dia. and 
< 12.5 m
m thick

> 127 mm dia. or 
> 12.5 mm thick

°C °C °C mm °C mm °C

C and C-Mn, 
(< 0.25 C) 5

< 30 mma: 5
> 30 mma: 100

< 30 mma: 5
> 30 mma: 100

< 30
> 30

5
100

< 20
> 20

5
100

C and C-Mn, 
(> 0.25 C < 0.4 C) 50 100 100 All 150 All 200

C-Mo 5 100 < 12.5 mma: 20 
> 12.5 mma: 100

< 12.5 
> 12.5

20
100

< 38
(note 5)

150

1 Cr ½ Mo 
1¼ Cr ½ Mo

5 100 100 < 12.5 
> 12.5

100
150 (note 3)

< 12.5
> 12.5 < 20
(note 5)

150
200

1.25 Ni Cu Mo 
Nb

50 
(note 7)

100 (note 7) 100 < 12.5 
> 12.5

100
150

Note 6 Note 6

½ Cr ½ Mo ¼ V 50 100 100 < 12.5 
> 12.5

150
200 (note 3)

Note 6 Note 6

2¼ Cr 1 Mo 50 100 100 < 12.5 
> 12.5

150
200 (note 3)

< 12.5 
(note 5)

200

5 Cr ½ Mo 
7 Cr ½ Mo
9 Cr 1 Mo

Note 2 Note 2 150 All 200 (note 3) Note 6 Note 6

9 Cr 1 Mo V Nb N Note 2 Note 2 100 (note 3) All 200 (note 3) Note 6 Note 6

12 Cr Mo V(W) Note 2 Note 2 150 All 150 (note 4) Note 6 Note 6

3½ Ni
9 Ni

Note 2 Note 2 100 All 150 Note 6 Note 6

NOTE 1 Hydrogen controlled weld metal as defined in BS EN 499 contains no more than 5, 10, or 15 mL of diffusible weld metal for 
type H5, H10 and H15 respectively.
NOTE 2 A carbon steel root run is not to be used.
NOTE 3 When TIG welding is used a lower pre-heating temperature may be applied provided it is proved to be satisfactory by 
procedure tests.
NOTE 4 A welding process with extra low hydrogen potential (less than 5 mL per 100 g of deposited weld metal) should be 
employed. If a high pre-heating temperature is used, e.g. 300 °C, then the joint should be cooled to between 100 °C and 150 °C to 
ensure full transformation before post-weld heat treatment is applied. Welding at a pre-heating temperature in the region of 150 °C 
to 200 °C will ensure that a high degree of transformation and some tempering will occur during welding and will assist in the 
removal of hydrogen from the joint.
NOTE 5 Above the maximum thickness stated hydrogen controlled weld metal only to be used.
NOTE 6 Hydrogen controlled weld metal only to be used.
NOTE 7 A C-Mo root run is to be treated as a carbon steel root run.
NOTE 8 Both 9 Cr 1 Mo and 9 Cr 1 Mo V Nb N are considered to be matching root run compositions.
a Thickness.












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Where the joint is required to be cooled to room 
temperature, either for cold dressing or after hot 
dressing and prior to stress relieving, it shall be 
cooled in accordance with 22.7.

22 Post-weld heat treatment
22.1 General

22.1.1 The condition of the pipes prior to fabrication 
and the final heat-treated condition of the pipework 
determine the post-weld heat treatment that the 
pipework and welds or welds only shall receive, 
which shall be in accordance with clause 4. If the 
purchaser requires all welds to be heat-treated,
and/or written heat treatment procedures to be 
submitted, he shall state this in the enquiry and the 
order [see 2.1 d)].
NOTE It is advisable for the purchaser, in all cases, to inform 
the manufacturer of the use to which the pipework will be put. 
For example, where service conditions are conducive to stress 
corrosion cracking, or involve exposure to hydrogen at a pressure 
of 70 bar1) or higher and a temperature of over 400 °C, heat 
treatment may need to be carried out irrespective of pipe 
thickness.

22.1.2 Any post-weld heat treatment shall be as 
follows:

a) as given in the following subclauses and
Table 6; or
b) as specified in the application standard; or
c) as stated in the approved welding procedure.

NOTE The need for making welding procedure tests is 
explained in clause 47.

22.2 Butt joints and gusseted bends

Butt joints shall be heat-treated after the 
completion of all welding in accordance with 
clause 4. The temperature and time at temperature 
shall be as given in Table 6.
Where local post-weld heat treatment is used, the 
temperature gradient shall be such that the length 
of material on each side of the weld at a temperature 
exceeding half the heat treatment temperature is at 
least 2.5 Ært where r is the bore radius and t is the 
pipe thickness at the weld.

22.3 Branch connections

22.3.1 C and C-Mn steels (< 0.25 C). Post-weld heat 
treatment for welds connecting a branch to a main 
pipe each of which is C or C-Mn steel (< 0.25 C) 
shall be as given in Table 6 where:

a) the nominal thickness of the thicker part is 
over 35 mm; or
b) the distance (as required by design) from the 
toe of a branch weld to the toe of the weld on an 
adjacent branch or attachment is less than four 
times the thickness of the main pipe.

22.3.2 C and C-Mn (> 0.25 C < 0.4 C) and alloy 
steels. Post-weld heat treatment for welds in which 
either the branch pipe or main pipe is of C or C-Mn 
steel (> 0.25 C < 0.4 C) or alloy steel shall be in 
accordance with clause 4 using the values for 
temperature and time at temperature given in 
Table 6.
22.3.3 Treatment. It is preferred that post-weld heat 
treatment be carried out in a stationary industrial 
furnace, but when it is necessary to apply a local 
heat treatment, the temperature gradient shall be 
such that the length of material from each crotch at 
a temperature exceeding half the heat treatment 
temperature is at least:

a) 2.5 along the main pipe where rm is the 
bore radius and tm is the thickness of the main 
pipe; and
b) 2.5  along the branch pipe where rb is the 
bore radius and tb is the thickness of the branch 
pipe (see Figure 5).

22.4 Plate flanges and attachments

22.4.1 General. Heat treatment shall be based on 
the nominal value of the sum of the individual 
throat thickness dimensions for each of the welds 
joining the flange or attachment to the pipe and not 
the thickness of the flange or attachment.

1) 1 bar = 105 N/m2 = 100 kPa.

NOTE rm
tm
rb
tb

is the bore radius of main pipe;
is the thickness of main pipe;
is the bore radius of branch pipe;
is the bore thickness of branch pipe;

Figure 5 — Area (shaded) to be heated for 
the local treatment of branch connections

rmtm

rbtb
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22.4.2 C and C-Mn steels (< 0.25 C). Post-weld heat 
treatment for welds connecting pipes to flanges or 
attachments each of which is C or C-Mn 
steel (< 0.25 C) shall be as given in Table 6 where:

a) T is over 35 mm; or
b) the distance from the toe of a flange weld to the 
toe of a weld on an adjacent attachment is less 
than 4 T;

where T is the nominal value of the sum of the 
individual throat thickness dimensions for each of 
the welds joining the flange or attachment to the 
pipe.
22.4.3 C and C-Mn (> 0.25 C < 0.4 C) and alloy 
steels. Post-weld heat treatment for welds 
connecting plate flanges or attachments, in which 
either the pipe or flange (attachment) is of C or
C-Mn steel (> 0.25 C < 0.4 C) or alloy steel, shall be 
in accordance with clause 4 using the values for the 
temperature and time at temperature given in 
Table 6.
22.4.4 Treatment. It is preferred that post-weld heat 
treatment be carried out in a stationary industrial 
furnace, but when local heat treatment of plate 
flanges or attachments is necessary, the whole of 
the flange or attachment shall be heated and the 
temperature gradient along the pipe shall be such 
that the length of material adjacent to the weld at a 
temperature exceeding half the heat treatment 

temperature is at least 2.5 , where r is the bore 
radius and T is the nominal value of the sum of the 
individual throat thickness dimensions for each of 
the welds joining the flange or attachment to the 
pipe.
NOTE To eliminate heat treatment on site work it is 
recommended that welded attachments should not be made 
direct to the pipe. Instead, intermediate plate or plates should be 
welded to the pipe in the shop, applying heat treatment where 
necessary, and the attachments welded to the intermediate 
plates at site.

22.5 Methods of heating

Heat treatment shall be carried out by one of the 
following methods, ensuring that the minimum 
stipulated temperature is achieved through the 
thickness of the pipes.

a) Heating in a stationary industrial furnace.
b) Local heating.

1) Portable muffle furnace.
2) Induction coils.
3) Resistance heaters. The method of securing 
resistance heating elements around the joint 
shall be capable of holding the elements 
securely in contact with the pipework 
throughout the heat treatment cycle. Any 
fixing, e.g. galvanized wire, likely to be 
injurious to the joint shall not be used.

c) By agreement between the contracting parties, 
an alternative method of heating which precludes 
the use of thermocouples and has a heating rate 
in excess of that given in 22.6, provided that the 
reproducibility of the technique can be 
demonstrated and it can be shown that the 
method is metallurgically acceptable for the steel 
involved [see 2.2 e)].

Manually-operated gas torches shall not be used.

22.6 Heating rate

22.6.1 General. When a stationary furnace is used, 
its temperature shall not exceed 400 °C at the time 
the pipework is inserted.
22.6.2 Other than ½ Cr ½ Mo ¼ V, 2¼ Cr 1 Mo, 1.25 
Ni Cu Mo Nb and 9 Cr 1 Mo V Nb N steels. 
Irrespective of the method of heating, parts shall be 
heated to the appropriate temperature above 400 °C 
at a rate not exceeding the following.

For pipes of thickness up to and 
including 25 mm:

220 °C/h
For pipes of thickness t over 25 mm:

°C/h, or

55 °C/h, whichever is the greater.
NOTE These requirements are given in graphical form in 
Figure 6.

22.6.3 ½ Cr ½ Mo ¼ V, 2¼ Cr 1 Mo, 1.25 Ni Cu Mo 
Nb and 9 Cr 1 Mo V Nb N steels. Irrespective of the 
method of heating, parts shall be heated to the 
appropriate temperature above 400 °C at a rate not 
exceeding the following.

For pipes up to and including 127 mm diameter 
and up to and including 12.5 mm thick: 200 °C/h
For pipes over 127 mm diameter or thickness t 
over 12.5 mm:

100 °C/h, or

°C/h, whichever is the lower.

22.7 Cooling after heat treatment

22.7.1 General. Parts shall be allowed to cool down 
to 400 °C at the appropriate rate specified in 22.7.2 
or 22.7.3.
NOTE Below 400 °C the parts may be cooled in still air.

rT

5500
t

-------------

6250
t

-------------
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Table 6 — Post-weld heat treatment (see also 22.1.1)

Type of steel Soaking temperature Minimum time at temperature 
(minutes per millimetre of thickness)

Heat treatment in 
furnace 

(pipework and welds)

Heat treatment 
(welds only)

°C

C and C-Mn (< 0.25 C) 580 to 620 (note 1) 2.5 (minimum of 
30 minutes)

2.5 (minimum of 
30 minutes)

C and C-Mn (> 0.25 C < 0.4 C) 630 to 670 2.5 (minimum of 
30 minutes)

2.5 (minimum of 
30 minutes)

C-Mo 630 to 670 (note 2) 2.5 (minimum of 
60 minutes)

2.5 (minimum of 
60 minutes)

1 Cr ½ Mo 
1¼ Cr ½ Mo

630 to 670 (note 2) 5 (minimum of 
120 minutes)

2.5 (minimum of 
30 minutes)

1.25 Ni Cu Mo Nb 550 to 590 (note 8) 2.5 (minimum of 
60 minutes)

2.5 (minimum of 
60 minutes)

½ Cr ½ Mo ¼ V 680 to 720 180 minutes 
irrespective of 
thickness (note 4)

2.5 (minimum of 
180 minutes)
(note 4)

2¼ Cr 1 Mo 680 to 720 
(notes 2 and 3)

710 to 750 
(notes 2 and 5)

180 minutes 
irrespective of 
thickness (note 4)
5 (minimum of 
120 minutes)

2.5 (minimum of 
60 minutes)
(note 4)
2.5 (minimum of 
60 minutes)

5 Cr ½ Mo 
7 Cr ½ Mo
9 Cr 1 Mo

710 to 750 5 (minimum of 
120 minutes)

2.5 (minimum of 
120 minutes)

9 Cr 1 Mo V Nb N 730 to 780 5 (minimum of 
120 minutes) (note 4)

2.5 (minimum of 
60 minutes) (note 4)

12 Cr Mo V(W) (note 6) 720 to 760 180 minutes 
irrespective of 
thickness

2.5 (minimum of 
60 minutes)

3½ Ni 580 to 620 (note 7) 2.5 (minimum of 
60 minutes)

2.5 (minimum of 
60 minutes)

9 Ni Post-weld heat treatment not required
NOTE 1 Post-weld heat treatment is not required for thicknesses up to and including 35 mm for service temperatures above 0 °C 
(see also 22.1.1).
NOTE 2 Post-weld heat treatment is not required provided the design requirements and all the following criteria are satisfied 
(see also 22.1.1):

a) the pipe material has 0.15 C maximum and 3 Cr maximum;
b) the pipe is up to and including 127 mm diameter and up to and including 12.5 mm thick;
c) any fillet welds have a throat thickness of 12 mm maximum;
d) welding procedure tests have been satisfactorily carried out.

NOTE 3 For optimum creep properties.
NOTE 4 For pipes up to and including 127 mm diameter and up to and including 12.5 mm thick this time may be 30 minutes 
minimum.
NOTE 5 For softening welded joints where optimum creep properties are not required.
NOTE 6 For thicknesses over 12.5 mm, after welding but before post-weld heat treatment, ensure that the joint is cooled to 
between 100 °C and 150 °C to produce full transformation.
NOTE 7 When Ni Cr Fe weld metal is used, post-weld heat treatment is not required for pipes thinner than 15 mm for service 
temperatures above – 105 °C (see also 22.1.1).
If the Ni content of the weld metal exceeds 3 %, post-weld heat treatment is not required for pipes thinner than 20 mm for service 
temperatures above – 75 °C.
NOTE 8 The maximum temperature should be limited to 30 °C below the tempering temperature of the original materials.
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22.7.2 Other than ½ Cr ½ Mo ¼ V, 2¼ Cr 1 Mo, 1.25 
Ni Cu Mo Nb and 9 Cr 1 Mo V Nb N steels. Parts 
shall be allowed to cool at a rate not exceeding the 
following.

For pipes of thickness up to and 
including 25 mm:

275 °C/h
For pipes of thickness t over 25 mm:

°C/h, or

55 °C/h, whichever is the greater.
NOTE These requirements are given in graphical form in 
Figure 6.

22.7.3 ½ Cr ½ Mo ¼ V, 2¼ Cr 1 Mo, 1.25 Ni Cu Mo 
Nb and 9 Cr 1 Mo V Nb N steels. Parts shall be 
allowed to cool at a rate not exceeding the following.

For pipes up to and including 127 mm diameter 
and up to and including 12.5 mm thick: 250 °C/h
For pipes over 127 mm diameter or 
over 12.5 mm thick: 50 °C/h.

23 Temperature measurement
23.1 General

Pre-heating, interpass and post-weld heat 
treatment temperatures shall be checked during the 
period of their application and all post-weld heat 
treatment conditions shall be recorded.
NOTE When methods in accordance with 22.5 c) are used, it 
may be necessary to undertake hardness surveys to check that 
the treatment has been applied effectively.

23.2 Pre-heating and interpass temperature

Temperature indicating crayons or paints, 
thermometers, thermocouples or pyrometers shall 
be used to check pre-heating and interpass 
temperatures.
NOTE Temperature indicating crayons or paints will not 
indicate by how much the minimum temperature is exceeded. 
Some types will not show, once the temperature has been 
reached, that this temperature is being maintained. In these 
cases the crayon or paint has to be re-applied if continued 
temperature observations are to be made.

When thermocouples are used, they shall be located 
in positions within 40 mm from the outside edge of 
the fusion faces.

23.3 Post-weld heat treatment temperature

Thermocouples shall be used for recording post-weld 
heat treatment temperatures except when the 
method of heating precludes their use [see 22.5 c)]. 
They shall be disposed so as to give a true measure 
of the joint temperature and where local post-weld 
heat treatment is used they shall be located so as to 
ensure that a band at least 1.5 t wide on each side of 
the weld centre-line is at the soaking temperature, 
where t is the pipe thickness.

NOTE To achieve this it is recommended that the heater width 
should be at least 5 t.

23.4 Thermocouple attachment

Thermocouples shall be in metallic contact with the 
parts being heated and attached by a method agreed 
between the contracting parties, e.g. capacitor 
discharge welding [see 2.2 f)].

23.5 Thermocouple junctions

Thermocouple junctions and wires shall be 
protected from flame impingement. To prevent 
direct radiation from the heating elements on the 
hot junction when electrical resistance heating is 
used, thermocouples shall be covered with thermal 
insulation.

23.6 Instruments

The instruments for measuring and recording
pre-heating and post-weld heat treatment 
temperatures shall be in accordance with 
BS EN 30012-1.

24 Transition joints between 
dissimilar steels
Each case of welding dissimilar steels shall be 
considered separately in relation to the conditions 
pertaining to the joint. The welding procedure to be 
used shall be the subject of agreement between the 
contracting parties [see 2.2 g)].
NOTE 1 The following details are given as guidance in 
determining the welding procedure for joining dissimilar ferritic 
steels. 

a) Pre-heat for higher alloy material.
b) Use weld metal as for lower alloy material or an 
intermediate grade; alternatively use a high nickel alloy weld 
metal when 5, 7 or 9 Cr Mo or 12 Cr Mo V(W) material is 
involved (see Appendix C).
For dissimilar metal joints involving 9 Cr 1 Mo V Nb N steel, 
the use of 9 Cr 1 Mo weld metal may be necessary.
For dissimilar metal joints involving 12 Cr Mo V(W) steel 
(see the footnote to Table 1) the use of 12 Cr Mo V(W) weld 
metal may be necessary particularly when using manual 
metal-arc welding.
c) The choice of post-weld heat treatment temperature is 
essentially a compromise. In general, heat treatment is 
applied as for the higher alloy material on the grounds that 
over tempering of the lower alloy material is preferable to 
under tempering of the higher alloy material. However, when 
creep properties are important, the effect of the higher 
tempering temperature should be assessed and, if necessary, 
the heat treatment should be for the lower alloy material 
using the highest temperature allowed in the range for that 
material. When there are differing times at temperature, the 
longer time should be used.

NOTE 2 Guidance on welding joints between ferritic steel and 
austenitic stainless steel, is given in Appendix E.

6875
t
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