BS 2637 : 1991
ISO 5163 : 1990

Method for

Determination of knock
characteristics of motor
and aviation-type fuels
(motor method)

Méthode pour la détermination des Bestimmung der Klopffestigkeit der
caractéristiques anti-détonantes des carburants Brennstoffe fiir Kraftfahrzeug und Luftfahrt
pour moteur automobile et aviation — — Kraftfahrzeugmethode

Méthode ‘moteur’

Documents

Document Sharing Hub

Full document details: BS 2637:1991


http://www.avadocuments.com/doc/bs-2637-1991
http://www.avadocuments.com/doc/bs-2637-1991

BS 2637 : 1991
S —

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Petroleum
Standards Policy Committee (PTC/-) to Technical Committee PTC/13, upon
which the following bodies were represented:

Association of Consulting Scientists

Association of United Kingdom Oil Independents
British Lubricants Federation Limited

British Steel plc '

GAMBICA (BEAMA Ltd.)

Institute of Petroleum

Ministry of Defence

Society of Motor Manufacturers and Traders Limited

This British Standard, having
been prepared under the
direction of the Petroleum
Standards Policy Committee,
was published under the
authority of the Standards Board
and comes into effect on

30 April 1991

© BSI 1991

First published January 1956 Amendments issued since publication
Second edition September 1978
Third edition April 1991 Amd. No. Date Text affected
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standard:

Committee reference PTC/13
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BS 2637 : 1991

National foreword

This British Standard has been prepared under the direction of the Petroleum
Standards Policy Committee and is identical with ISO 5163 : 1990 ‘Motor and
aviation-type fuels — Determination of knock characteristics — Motor method’.
ISO 5163 was prepared by Technical Committee 28, Petroleum products and
lubricants, of the International Organization for Standardization (ISO) as a result
of discussions in which the United Kingdom participated.

This revision supersedes BS 2637 : 1978, which is withdrawn.

ISO 5163 : 1977 implemented an undated edition of ASTM D 2700. However, to
avoid uncertainty, BS 2637 : 1978 limited the implementation of ISO 5163 : 1977
to ASTM D 2700-75. In 1985, amendment number 1 to BS 2637 implemented
ASTM D 2700-83.

The 1990 edition of ISO 5163 implements ASTM D 2700-86. The principal
differences between ASTM D 2700-83 and ASTM D 2700-86 are as follows:
(a) editorial changes;
(b) a revision of the precision data;
(c) the restriction of the intake mixture tuning temperature to 149 + 8 °C;

(d) the deletion of the conversion table of millilitres of tetraethyl-lead per US
gallon iso-octane to octane number.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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