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National foreword

This British Standard has been prepared under the
direction of the Paper Standards Committee. It is
identical with 1SO 535 ‘Paper and board — Determination

of water absorption — Cobb method’, which was developed

by Technical Committee 6, Paper, board and pulps of the
International Organization for Standardization (1SO).

BS 2644 ‘Sizing properties of paper — Method of testing
the degree of water resistance’, was first published in

1955, The present version has been extensively revised.

It now includes a standard procedure for blotting o
remove excess water, and the test method can now be used
for corrugated fibreboard as well as for paper and board.
This present edition supersedes the edition published in
1956, which is therefore withdrawn from publication.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication, without deviation, as a British Standard.
Some terminology and certain conventions are not
identical with those used in British Standards; attention
is especially drawn to the following.
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Measurement of absorbent properties
— Klemm method 3

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as
‘British Standard’.

The comma has been used throughout as a decimal marker. ‘
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Cross-references

International standard Corresponding British Standard

ISO 186-1977 BS 3430 : 1979 Sampling for
testing paper and board
(Identical)

1SO 187-1977 BS 3431 : 1973 Method for the
conditioning of paper and board
for testing
{Technically equivalent)

Additional information. SO 554 is referred to in the text

for information only; there is no corresponding British

Standard.
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