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Briti;h Standard Specification for
Textile machinery and accessories —
Spinning and doubling rings — dimensions

Part 2. Rings for ring-spinning and ring-doubling frames for ‘C’ and ‘EL’ travellers

Matériel pour I'industrie textile — Anneaux a filer et a retordre — Dimensions
Partie 2. Anneaux a filer et & retordre pour curseurs “C" et “EL"

Textilmaschinen und Zubehor — Spinn- und Fachringe — MaRe
Teil 2. Ringe fiir Rinspinn- und Ringzwirnmaschinen fiir C- und EL-Laufer

National foreword

This Part of this British Standard has been prepared under the direction of the Textile Machinery Standards Committee
and is identical with ISO 96-1981 ‘Textile machinery and accessories — Rings for ring-spinning and ring-doubling frames
for “C" and “EL" travellers — Principal dimensions’, published by the International Organization for Standardization
(IS0). This Part of this standard supersedes and replaces the information in clauses 2 and 3 and tables 2 and 3 of

BS 2707 : 1971.

In the national foreword of BS 2707 : Part 3 it is explained that 1ISO 95 ‘Textile machinery and accessories — Reversible
rings for ring-spinning and ring-doubling frames for “/C* and “EL" travellers — Principal dimensions’, may be implemented
as BS 2707 : Part 1. However, since the publication of BS 2707 : Part 3, 1SO 95 has been withdrawn and it is not now
intended to publish a British Standard specification for reversible rings.

Terminolagy and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards. Attention is especially drawn to the following.

The comma has been used in the table as a decimal marker. In British Standards it is current practice to use a full point on
the baseline as the decimal marker.

Where the words ‘International Standard’ appear, referring fo this standard, they should be read as ‘British Standard",
Cross-references

International standard Corresponding British Standard -
1SO 2266-1974 BS 5177 : 1975 Dimensions of metal and plastics travellers for ring spinning and twisting
1SO 2802-1974 (Technically equivalent)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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1 Scope and field of application Values in millimetres .
This International Standard lays down the principal dimensions di':,f{;’fe, d:::;':&r Height Flange
of rings for ring-spinning and ring-doubling frames for "'C’’ and o
"EL" travellers. d dy | Admissible hy Width 5 | No.
40 47
2 References 42 49 0
45 52 ~0.20
ISO 2266, Textile machinery and accessories — Metal travellers 48 55 !
for spinning and twisting. 50 57
51 58
1ISO 2802, Textile machinery and accessories — Plastic 54 61 10 3,2 1
travellers for spinning and twisting. 55 62 4,0 2
57 64 0
bt & -0,25
3 Dimensions 63 70 ’
65 73
The dimensions shall be as given in the adjacent table. 70 78
75 83
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