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British Standard Specification for

Textile machinery and accessories —
Spinning and doubling rings — dimensions

Part 3. Rings for spinning, doubling and twisting for ear-shaped travellers

Spécification du matériel pour I'industrie textile — Anneaux a filer et 8 doubler — dimensions
Partie 3. Anneaux & filer et & retordre pour curseurs oreille

Spezifikation fiir Maschinen der Textilindustrie — Spinn- und Fachringe — MaRe
Teil 3. Ringe zum Spinnen, Fachen und Zwirnen fiir ohrformige Laufer

Foreword

This British Standard has been prepared under the direction of the Textile Machinery Standards Committee. This Part 3 is
identical with 1SO 97 — 1975 'Textile machinery and accessories — Rings for spinning, doubling and twisting for
ear-shaped travellers’.

[t is envisaged that the complete revision of BS 2707 will take the following form:

Part 1 implementing ISO 95 Textile machinery and accessories — Reversible rings for ring-spinning and ring-
doubling frames for “’/C"".and “’EL" travellers — Principal dimensions;

Part 2 implementing I1SO 96 Textile machinery and accessories — Non-reversible rings for ring-spinning and ring-
doubling frames for ’C'" and “’EL" travellers — Principal dimensions;

Part 3 implementing ISO 97 Textile machinery and accessories — Rings for spinning, doubling and twisting for ear-
shaped travellers.

The 1971 edition of BS 2707 will run concurrently with the present Part 3 revised version, and with subsequent Parts,
until such time as the programmed revision, as cited above, is completed. At the same time as this Part is published an
amendment slip will be issued withdrawing from the 1971 edition those sections to which this Part 3 refers.

Terminology and conventions. The text of the international standard has been accepted as suitable for publication, without
deviation, as a British Standard. Certain terminology and conventions are used, however, that are not identical with those
used in British Standards. Attention is therefore drawn to the following.

Where the words ‘International Standard’, relating to this publication, appear, they should be intérpreted as ‘British
Standard’.

The comma has been used in the table as a decimal marker. In British Standards it is current practice to use a full point
(a full stop on the baseline) as the decimal marker.

Cross references. For the following references to other international standards that are given in the text, there is an
equivalent British Standard; these are as listed below:

References to international standard Equivalent British Standard

ISO 2266 — 1974 Textile machinery and accessories —

Metal travellers for spinning and twisting BS 6177: 1975 Dimensions of metal and plastics travellers
1SO 2802 — 1974 Textile machinery and accessories — for ring spinning and twisting

Plastic travellers for spinning and twisting
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1 SCOPE AND FIELD OF APPLICATION

This International Standard lays down the dimensions of rings for spinning, doubling and twisting for ear-shaped travellers
IIHZII’ IIHZCHII and IIJII.

2 REFERENCES

ISO 2266, Textile machinery and accessories — Metal travellers for spinning and twisting.

SO 2802, Textile machinery and accessories — Plastic travellers for spinning and twisting.

3 DIMENSIONS AND TOLERANCES

The dimensions are to be as given in the table. Use of the values in brackets is to be avoided as far as possible.
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FIGURE — Rings for ear-shaped travellers
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