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This Brimisi STANDARD, having been approved by the
Cotton and Man-made Fibre Industry Standards Committees
and endorsed by the Chairman of the Textile Divisional
Council, was published under the authority of the General

Council on 22nd November, 1961,
First published March, 1956,
First revision November, 1961,

The Institution desires to call attention to the fact that
this British Standard does not purport to include all the

necessary provisions of a contract,

In order to keep abreast of progress in the industrics con-
cerned, British Standards are subject to periodical review,
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with

the revision of the standards to which they refer.

A complete list of British Standards, numbering over 4000,
indexed and cross-indexed for reference, together with an
abstract of cach standard, will be found in the Institution's

Yearbook,

This standard makes reference to the following British

Standards and Dritish Standard Handbook:

B.S, 2471, Methods of test for the weight per unit length and

per unit area of woven or knitted fabrics,

B.S, 2576, Determination of breaking load and extension of

strips of woven textile fabric

B.S. 2610, Method for determining the fluidity of cotton,
rayons and cellulose acetate in cuprammonium

hydroxide solution

B.S, 2861-66. Mecthods for the analysis of woven fabric

construction.

B.S. 2862, Determination of the number of threads per inch

In woven fabric
B.S, Handbook No, 11. Methods of test for textiles,

British Standards are revised, when necessary, by the issue
either of amendment slips or of revised editions, It Is important
that users of British Standards should ascertain that they are

in possession of the latest amendments or editions.

The following B.S.1. references relate to the work on this standard

Comniittee reference COT/5/2, Draft for comment A(COT)2381
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CO-OPERATING ORGANIZATIONS

The Cotton Industry Standards Committee, under whose
supervision this British Standard was prepared, consists
of representatives from the followinF Government
departments and sclentific and Industrial organizations:

Admiralty

Cotton Board

Federation of British Rubber and Allied Manufacturers
Society of Dyers and Colourists

Textile Institute

War Office

The following organizations were directly represented
on the committee entrusted with the preparation of this
standard:

Association of Municipal Corporations

British Man-made Fibres Federation

County Councils Association

Institute of Hospital Administrators

Institute of Public Supplies

Institutional Management Association

Ministry of Health

Ministry of Works

National Federation of Bedding and Allied Trades
Ticking Group
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BRITISH STANDARD SPECIFICATION FOR

TICKINGS FOR USE BY HOSPITALS
AND LOCAL AUTHORITIES

FOREWORD

The first edition of this British Standard was published in 1956 and was based on
recommendations by the Local Authorities Standards Advisory Committee
and the Hospital Equipment Standards Advisory Committee. Its revision was
undertaken in the light of developments and experience of tickings made from
spun rayon, and of requests for the inclusion of plain cloths,

Originally the specification provided for two tickings made wholly from
cotton, In its revised form it specifies four additional cotton constructions and
two tickings made from rayon staple, The details of the standard were evolved
in collaboration with ticking and bedding manufacturers and users, the Ministry
of Health and the War Office.

It is believed that the specifications will assist supplies officers and will
enable manufacturers to concentrate their production on well defined cloths,

SPECIFICATION

SCOPE
1. This British Standard specifies requirements for tickings, manufactured
from cotton or from rayon staple, which are suitable for covering mattresses
and pillows used in hospitals and institutions and by the Services, The mattresses
and pillows are specified in:

B.S, 1818, Bordered mattresses (hospital type);
B.S. 1819. Spring interlor mattresses (hospital type);
B.S. 1899. Pillows (hospital type) excluding cellular rubber pillows,
The standard deals with materials, manufacture, pattern, finish and
identification; values are prescribed for threads per inch, yarn counts, percentage

of foreign matter, weight per square yard, breaking load, colour fastness and,
where applicable, fluidity and shrinkage.

MATERIALS
2. a. The cloths referred to as B.S. 2732/1, 2, 3, 4, 7 and 8 shall be wholly
manufactured from cotton, The yarns used for B.S, 2732/1, 2, 3 and 4 shall be
dyed or bleached.

b. The cloths referred to as B.S, 2732/5 and 6 shall be wholly manufactured
from rayon staple of not less than 1%e inch staple length, The coloured fibre
may be spun-dyed rayon staple.
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